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Traffic Category/Application Category 700
Interactive traffic Background traffic
User waiting for response User not waiting for response
Application in foreground Application in background
Backlight on Backlight off

FIG. 7

Content Category 800

High priority Low priority

Time critical Non-time critical

FIG. 8
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Collect information about a request and information about the
response received for the request

US 9,300,719 B2

A

1102

h 4

A 4

Use information about the
request initiated at the mobile
device 1104

Use information about the
response received for the
request 1106

Response not cached
1110

Store the response

entry including metadata having additional
information regarding caching of the response

in the cache as a cache

1112

\ 4

Detect a subsequent request
1114

Does the
fesponse stored in the

Y

cache needs o be
updated?

Perform cache look-up in the local
cache to identify the cache entry to
be used in responding to the
subsequent request 1116

1120

Yes

Invalidate the response stored

Y

in the cache of the mobile
device or remove the response

Serve the response from the cache
to satisfy the subsequent request
1118

from the cache
1122

FIG. 11
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Track requests generated by a client or
directed to a host at the mobile device
to detect periodicity of the requests
1402

v v

Determine that the request

. Determine that the request
intervals between the two or more .
intervals between the two or more
requests are the same or o
. requests fall within a tolerance level
approximately the same
1404 1406

v .

Receive the response received for

the requests for which periodicity is Determine a rate to monitor a host,
g P Y18 e from the request intervals
detected 1410
1408 —
Cache a response as a cache entry ) -
in a cache of the mobile device Detect change in request
1412 v intervals for requests
enerated by the client
l Set or update the g 1 425,2
Monitor the host at arate rate_ at which .the
. given host is
to verify relevance or | monitored to verif -
validity of the cache entry| iy Compute a different rate
1414 relevance or validity | based on the change in
of the cache entry [~ request intervals
v i 1420 1424

Serve the response from the cache
to satisfy a subsequent request
1416

FIG. 14
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A 4 A 4

Wait until for a time period to Wait until there is additional
elapse 1602 data to be sent 1604

Y \ 4

Transmit the new or changed data 1606

FIG. 164
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SYSTEM AND METHOD FOR A MOBILE
DEVICE TO USE PHYSICAL STORAGE OF
ANOTHER DEVICE FOR CACHING

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation application of U.S.
patent application Ser. No. 13/554,859 entitled “SYSTEM
AND METHOD FOR A MOBILE DEVICE TO USE
PHYSICAL STORAGE OF ANOTHER DEVICE FOR
CACHING”, which was filed on Jul. 20, 2012, which is a
divisional of U.S. patent application Ser. No. 13/451,340
entitled “SOCIAL CACHING FOR DEVICE RESOURCE
SHARING AND MANAGEMENT”, which was filed on Apr.
19, 2012, which claims the benefit of U.S. Provisional Patent
Application No. 61/476,976 entitled “VIRTUAL MEMORY,
SHARED MEMORY MANAGEMENT AND SOCIAL
CACHING BASED ON GEO-LOCATION IN A NET-
WORKED ENVIRONMENT”, which was filed on Apr. 19,
2011, the contents of which are all incorporated by reference
herein.

This application is related to U.S. patent application Ser.
No. 13/451,327 entitled “SHARED RESOURCE AND VIR-
TUAL RESOURCE MANAGEMENT IN A NETWORKED
ENVIRONMENT™, filed on Apr. 19, 2012, the contents of
which are all incorporated by reference herein.

This application is related to U.S. patent application Ser.
No. 13/451,361 entitled “DEVICE RESOURCE SHARING
FOR NETWORK RESOURCE CONSERVATION”, filed on
Apr. 19, 2012, the contents of which are all incorporated by
reference herein.

BACKGROUND

The challenges associated with the mass adoption of Smart
phones and their network-hungry always-on apps have
shifted from serving the demand for bandwidth to under-
standing some of the hidden traffic issues. As we become
more familiar with the complexities associated with chatty
apps and super-powered Smart phones, we learn that solu-
tions need to go beyond simply optimizing and compressing
data, or adding bandwidth.

In addition to the demand on wireless networks, is also the
need for additional storage (e.g., memory, USB or hard disk,
etc.). Increasingly more types of devices handle, process,
and/or are used for accessing, capturing, or viewing media
content the storage needs for these devices have exploded and
traditional storage mechanisms have not kept up with data
needs to ensure or support the user experience enhancements
that should accompany the growth in computing power and
device functionality expansions.

The problem is further exacerbated by the viral and social
aspect of feeds or content that need to get updated to each user
and each device. Cross platform auto-sharing, auto-posting,
and re-tweeting has further inundated mobile data streams
occupying mobile networks to send redundant and repeat
information.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A illustrates an example diagram of a system where
a host server facilitates management of traffic, content cach-
ing, and/or resource conservation between mobile devices
(e.g., wireless devices), an application server or content pro-
vider, or other servers such as an ad server, promotional
content server, or an e-coupon server in a wireless network (or

20

25

35

40

45

2

broadband network) for resource conservation. The host
server can further facilitate resource sharing on the device
side to further conserve network resources.

FIG. 1B illustrates an example diagram of a proxy and
cache system distributed between the host server and device
which facilitates network traffic management between a
device, an application server or content provider, or other
servers such as an ad server, promotional content server, or an
e-coupon server for resource conservation and content cach-
ing. The proxy system distributed among the host server and
the device can further facilitate resource sharing on the device
side to further conserve network resources.

FIG. 1C depicts an example showing how virtual memory
sharing and database management enables peer-to-peer dis-
tribution of information among mobile devices that are co-
located and/or based on other commonalities.

FIG. 1D depicts a table showing an example state profile
for a device having location-based state profiles for resource
sharing and pooling with other devices.

FIGS. 1E-F depict tables showing virtual resource alloca-
tion to a given device based on device state.

FIG. 2A depicts a block diagram illustrating an example of
client-side components in a distributed proxy and cache sys-
tem residing on a mobile device (e.g., wireless device) that
manages traffic in a wireless network (or broadband network)
for resource conservation, content caching, and/or traffic
management. The client-side proxy (or local proxy) can fur-
ther categorize mobile traffic and/or implement delivery poli-
cies based on application behavior, content priority, user
activity, and/or user expectations.

FIG. 2B depicts a block diagram illustrating a further
example of components in the cache system shown in the
example of FIG. 2A which is capable of caching and adapting
caching strategies for mobile application behavior and/or net-
work conditions. Components capable of detecting long poll
requests and managing caching of long polls are also illus-
trated.

FIG. 2C depicts a block diagram illustrating additional
components in the application behavior detector and the
caching policy manager in the cache system shown in the
example of FIG. 2A which is further capable of detecting
cache defeat and perform caching of content addressed by
identifiers intended to defeat cache.

FIG. 2D depicts a block diagram illustrating examples of
additional components in the local cache shown in the
example of FIG. 2A which is further capable of performing
mobile traffic categorization and policy implementation
based on application behavior and/or user activity.

FIG. 3A depicts a block diagram illustrating an example of
server-side components in a distributed proxy and cache sys-
tem that manages traffic in a wireless network (or broadband
network) for resource conservation, content caching, and/or
traffic management. The server-side proxy (or proxy server)
can further categorize mobile traffic and/or implement deliv-
ery policies based on application behavior, content priority,
user activity, and/or user expectations.

FIG. 3B depicts a block diagram illustrating a further
example of components in the caching policy manager in the
cache system shown in the example of FIG. 3A which is
capable of caching and adapting caching strategies for mobile
application behavior and/or network conditions. Components
capable of detecting long poll requests and managing caching
of'long polls are also illustrated.

FIG. 3C depicts a block diagram illustrating another
example of components in the proxy system shown in the
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example of FIG. 3A which s further capable of managing and
detecting cache defeating mechanisms and monitoring con-
tent sources.

FIG. 3D depicts a block diagram illustrating examples of
additional components in proxy server shown in the example
of FIG. 3A which is further capable of performing mobile
traffic categorization and policy implementation based on
application behavior and/or traffic priority.

FIG. 4A depicts a block diagram illustrating another
example of client-side components in a distributed proxy and
cache system, further including a social caching module.

FIG. 4B depicts a block diagram illustrating additional
components in the social caching module shown in the
example of FIG. 4A.

FIG. 5A depicts a block diagram illustrating an example of
server-side components in a distributed proxy and cache sys-
tem, further including a social caching module.

FIG. 5B depicts a block diagram illustrating additional
components in the social caching module shown in the
example of FIG. 5A.

FIG. 6A depicts a flow diagram illustrating an example
process for distributed content caching between a mobile
device (e.g., any wireless device) and remote proxy and the
distributed management of content caching.

FIG. 6B depicts a timing diagram showing how data
requests from a mobile device (e.g., any wireless device) to an
application server/content provider in a wireless network (or
broadband network) can be coordinated by a distributed
proxy system in a manner such that network and battery
resources are conserved through using content caching and
monitoring performed by the distributed proxy system.

FIG. 7 depicts a table showing examples of different traffic
or application category types which can be used in imple-
menting network access and content delivery policies.

FIG. 8 depicts a table showing examples of different con-
tent category types which can be used in implementing net-
work access and content delivery policies.

FIG. 9 depicts an interaction diagram showing how polls
having data requests from a mobile device (e.g., any wireless
device) to an application server/content provider over a wire-
less network (or broadband network) can be can be cached on
the local proxy and managed by the distributed caching sys-
tem.

FIG. 10 depicts an interaction diagram showing how polls
for content from an application server/content provider which
employs cache-defeating mechanisms in identifiers (e.g.,
identifiers intended to defeat caching) over a wireless net-
work (or broadband network) can be detected and locally
cached.

FIG. 11 depicts a flow chart illustrating an example process
for collecting information about a request and the associated
response to identify cacheability and caching the response.

FIG. 12 depicts a flow chart illustrating an example process
showing decision flows to determine whether a response to a
request can be cached.

FIG. 13 depicts a flow chart illustrating an example process
for determining potential for cacheability based on request
periodicity and/or response repeatability.

FIG. 14 depicts a flow chart illustrating an example process
for dynamically adjusting caching parameters for a given
request or client.

FIG. 15 depicts a flow chart illustrating example processes
for application and/or traffic (data) categorization while fac-
toring in user activity and expectations for implementation of
network access and content delivery policies.
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FIG. 16A depicts a flow chart illustrating example pro-
cesses for handling traffic which is to be suppressed at least
temporarily determined from application/traffic categoriza-
tion.

FIG. 16B depicts a flow chart illustrating an example pro-
cess for selection of a network configuration for use in send-
ing traffic based on application and/or traffic (data) categori-
zation.

FIG. 16C depicts a flow chart illustrating an example pro-
cess for implementing network access and content delivery
policies based on application and/or traffic (data) categoriza-
tion.

FIG. 17 depicts a flow chart illustrating an example process
for network selection based on mobile user activity or user
expectations.

FIG. 18 depicts a data timing diagram showing an example
of detection of periodic request which may be suitable for
caching.

FIG. 19 depicts a data timing diagram showing an example
of detection of change in request intervals and updating of
server polling rate in response thereto.

FIG. 20 depicts a data timing diagram showing an example
of serving foreground requests with cached entries.

FIG. 21 depicts a data timing diagram showing an example
of the possible effect of cache invalidation that occurs after
outdated content has been served once again to a requesting
application.

FIG. 22 depicts a data timing diagram showing cache man-
agement and response taking into account the time-to-live
(TTL) set for cache entries.

FIG. 23 depicts a flow chart illustrating an example process
for device resource sharing when multiple devices attempt to
access a same content source over a mobile network.

FIG. 24 depicts a flow chart illustrating an example process
for device resource sharing when determined that two mobile
devices that are to receive the same content over a mobile
network.

FIG. 25A depicts a flow chart illustrating an example pro-
cess for determining device co-location which may qualify
devices for resources sharing.

FIG. 25B depicts a flow chart further illustrating an
example processes for determining that two mobile devices
that are to receive the same content when various criterion is
met.

FIG. 26 depicts a flow chart illustrating an example process
for using a virtual memory network for caching in such a
manner that device resources are shared.

FIG. 27 depicts a flow chart illustrating an example process
for using a distributed proxy system to manage caching using
a virtual memory network.

FIG. 28 depicts a flow chart illustrating an example process
for a mobile device to use the physical storage of another
device for caching.

FIG. 29 shows a diagrammatic representation of a machine
in the example form of a computer system within which a set
of instructions, for causing the machine to perform any one or
more of the methodologies discussed herein, may be
executed.

DETAILED DESCRIPTION

The following description and drawings are illustrative and
are not to be construed as limiting. Numerous specific details
are described to provide a thorough understanding of the
disclosure. However, in certain instances, well-known or con-
ventional details are not described in order to avoid obscuring
the description. References to “one embodiment” or “an
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embodiment” in the present disclosure can be, but not neces-
sarily are, references to the same embodiment and such ref-
erences mean at least one of the embodiments.

Reference in this specification to “one embodiment” or “an
embodiment” means that a particular feature, structure, or
characteristic described in connection with the embodiment
is included in at least one embodiment of the disclosure. The
appearances of the phrase “in one embodiment” in various
places in the specification are not necessarily all referring to
the same embodiment, nor are separate or alternative embodi-
ments mutually exclusive of other embodiments. Moreover,
various features are described which may be exhibited by
some embodiments and not by others. Similarly, various
requirements are described which may be requirements for
some embodiments but not other embodiments.

The terms used in this specification generally have their
ordinary meanings in the art, within the context of the disclo-
sure, and in the specific context where each term is used.
Certain terms that are used to describe the disclosure are
discussed below, or elsewhere in the specification, to provide
additional guidance to the practitioner regarding the descrip-
tion of the disclosure. For convenience, certain terms may be
highlighted, for example using italics and/or quotation marks.
The use of highlighting has no influence on the scope and
meaning of a term; the scope and meaning of a term is the
same, in the same context, whether or not it is highlighted. It
will be appreciated that same thing can be said in more than
one way.

Consequently, alternative language and synonyms may be
used for any one or more of the terms discussed herein, nor is
any special significance to be placed upon whether or not a
term is elaborated or discussed herein. Synonyms for certain
terms are provided. A recital of one or more synonyms does
not exclude the use of other synonyms. The use of examples
anywhere in this specification, including examples of any
terms discussed herein, is illustrative only, and is not intended
to further limit the scope and meaning of the disclosure or of
any exemplified term. Likewise, the disclosure is not limited
to various embodiments given in this specification.

Without intent to limit the scope of the disclosure,
examples of instruments, apparatus, methods and their
related results according to the embodiments of the present
disclosure are given below. Note that titles or subtitles may be
used in the examples for convenience of a reader, which in no
way should limit the scope of the disclosure. Unless other-
wise defined, all technical and scientific terms used herein
have the same meaning as commonly understood by one of
ordinary skill in the art to which this disclosure pertains. In
the case of conflict, the present document, including defini-
tions, will control.

Embodiments of the present disclosure include systems
and methods of social caching for device resource sharing and
management.

There are multiple factors that contribute to the prolifera-
tion of data: the end-user, mobile devices, wireless devices,
mobile applications, and the network. As mobile devices
evolve, so do the various elements associated with them-
availability, applications, user behavior, location thus chang-
ing the way the network interacts with the device and the
application.

The disclosed technology provides a comprehensive and
end-to-end solution that is able to address each element for
operators and devices manufacturers to support both the shift
in mobile or wireless devices and the surge in data by lever-
aging the premise that mobile content has a definable or
relevant “freshness” value. The “freshness” of mobile content
can be determined, either with certainty, or with some heu-
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ristics having a tolerance within which the user experience is
enhanced, or not negatively impacted, or negatively impacted
but is either not perceptible to the user or within a tolerable
threshold level.

The disclosed innovation transparently determines such
“freshness” by monitoring, analyzing, and applying rules
(which may be heuristically determined) the transactions (re-
quests/responses) between applications (e.g., mobile applica-
tions) and the peers (corresponding server or other clients).
Moreover, the technology is further able to effectively cache
content which may be marked by its originating/host server as
being “non-cacheable” and identify some “freshness” value
which can then be used in implementing application-specific
caching. In general, the “freshness” value has an approximate
minimum value which is typically determined using the
update interval (e.g., interval with which requests are sent)
between the application and its corresponding server/host.

One embodiment of the disclosed technology includes a
system that optimizes multiple aspects of the connection with
wired and wireless networks and devices through a compre-
hensive view of device and application activity including:
loading, current application needs on a device, controlling the
type of access (push vs. pull or hybrid), location, concentra-
tion of users in a single area, time of day, how often the user
interacts with the application, content or device, and using
this information to shape traffic to a cooperative client/server
or simultaneously mobile devices without a cooperative cli-
ent. Because the disclosed server is not tied to any specific
network provider it has visibility into the network perfor-
mance across all service providers. This enables optimiza-
tions to be applied to devices regardless of the operator or
service provider, thereby enhancing the user experience and
managing network utilization while roaming. Bandwidth has
been considered a major issue in wireless networks today.
More and more research has been done related to the need for
additional bandwidth to solve access problems. Many of the
performance enhancing solutions and next generation stan-
dards, such as those commonly referred to as 3.5G, LTE, 4G,
and WIMAX, are focused on providing increased bandwidth.
Although partially addressed by the standards, a key problem
that remains is lack of bandwidth on the signaling channel
more so than the data channel and the standard does not
address battery life very well.

Embodiments of the disclosed technology includes, for
example, alignment of requests from multiple applications to
minimize the need for several polling requests; leverage spe-
cific content types to determine how to proxy/manage a con-
nection/content; and applying specific heuristics associated
with device, user behavioral patterns (how often they interact
with the device/application) and/or network parameters.

Embodiments of the present technology can further
include, moving recurring HTTP polls performed by various
widgets, RSS readers, etc., to remote network node (e.g.,
Network Operation Center (NOC)), thus considerably lower-
ing device battery/power consumption, radio channel signal-
ing and bandwidth usage. Additionally, the offloading can be
performed transparently so that existing applications do not
need to be changed.

In some embodiments, this can be implemented using a
local proxy on the mobile device (e.g., any wireless device)
which automatically detects recurring requests for the same
content (RSS feed, Widget data set) that matches a specific
rule (e.g., happens every 15 minutes). The local proxy can
automatically cache the content on the mobile device while
delegating the polling to the server (e.g., a proxy server oper-
ated as an element of a communications network). The server
can then notify the mobile/client proxy if the content changes,
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and if content has not changed (or not changed sufficiently, or
in an identified manner or amount) the mobile proxy provides
the latest version in its cache to the user (without need to
utilize the radio at all). This way the mobile or wireless device
(e.g., a mobile phone, smart phone, M2M module/MODEM,
orany other wireless devices, etc.) does not need to open (e.g.,
thus powering on the radio) or use a data connection if the
request is for content that is monitored and that has been not
flagged as new/changed.

The logic for automatically adding content sources/appli-
cation servers (e.g., including URLs/content) to be monitored
can also check for various factors like how often the content
is the same, how often the same request is made (is there a
fixed interval/pattern?), which application is requesting the
data, etc. Similar rules to decide between using the cache and
request the data from the original source may also be imple-
mented and executed by the local proxy and/or server.

For example, when the request comes at an unscheduled/
unexpected time (user initiated check), or after every (n)
consecutive times the response has been provided from the
cache, etc., or if the application is running in the background
vs. in a more interactive mode of the foreground. As more and
more mobile applications or wireless enabled applications
base their features on resources available in the network, this
becomes increasingly important. In addition, the disclosed
technology allows elimination of unnecessary chatter from
the network, benefiting the operators trying to optimize the
wireless spectrum usage.

Traffic Categorization and Policy

In some embodiments, the disclosed proxy system is able
to establish policies for choosing traffic (data, content, mes-
sages, updates, etc.) to cache and/or shape. Additionally, by
combining information from observing the application mak-
ing the network requests, getting explicit information from
the application, or knowing the network destination the appli-
cation is reaching, the disclosed technology can determine or
infer what category the transmitted traffic belongs to.

For example, in one embodiment, mobile or wireless traffic
can be categorized as: (al) interactive traffic or (a2) back-
ground traffic. The difference is that in (al) a user is actively
waiting for a response, while in (2) a user is not expecting a
response. This categorization can be used in conjunction with
or in lieu of a second type of categorization of traffic: (b1)
immediate, (b2) low priority, (b3) immediate if the requesting
application is in the foreground and active.

For example, a new update, message or email may be in the
(b1) category to be delivered immediately, but it still is (a2)
background traffic—a user is not actively waiting for it. A
similar categorization applies to instant messages when they
come outside of an active chat session. During an active chat
session a user is expecting a response faster. Such user expec-
tations are determined or inferred and factored into when
optimizing network use and device resources in performing
traffic categorization and policy implementation.

Some examples of the applications of the described cat-
egorization scheme, include the following: (al) interactive
traffic can be categorized as (b1) immediate—but (a2) back-
ground traffic may also be (b2) or (b3). An example of a low
priority transfer is email or message maintenance transaction
such as deleting email or other messages or marking email as
read at the mail or application server. Such a transfer can
typically occur at the earlier of (a) timer exceeding a timeout
value (for example, 2 minutes), and (b) data being sent for
other purposes.

An example of (b3) is IM presence updates, stock ticker
updates, weather updates, status updates, news feeds. When
the Ul of'the application is in the foreground and/or active (for
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example, as indicated by the backlight of the device/phone
being lit or as determined or inferred from the status of other
sensors), updates can be considered immediate whenever
server has something to push to the device. When the appli-
cation is not in the foreground or not active, such updates can
be suppressed until the application comes to foreground and
is active.

With some embodiments, networks can be selected or opti-
mized simultaneously for (al) interactive traffic and (a2)
background traffic.

In some embodiments, as the wireless device or mobile
device proxy (separately or in conjunction with the server
proxy) is able to categorize the traffic as (for example) (al)
interactive traffic or (a2) background traffic, it can apply
different policies to different types of traffic. This means that
it can internally operate differently for (al) and (a2) traffic
(for example, by allowing interactive traffic to go through to
the network in whole or in part, and apply stricter traffic
control to background traffic; or the device side only allows a
request to activate the radio if it has received information
from the server that the content at the host has been updated,
etc.).

When the request does require access over the wireless
network, the disclosed technology can request the radio layer
to apply different network configurations to different traffic.
Depending on the type of traffic and network this may be
achieved by different means:

(1) Using 3G/4G for (al) and 2G/2.5G for (a2);

(2) Explicitly specifying network configuration for difter-
ent data sets (e.g. in terms of use of FACH (forward access
channel) vs. DCH (dedicated channel), or otherwise request-
ing lower/more network efficient data rates for background
traffic); or

(3) Utilizing different network access points for different
data sets (access points which would be configured to use
network resources differently similar to (1) and (2) above).

Additionally, 3GPP Fast Dormancy calls for improve-
ments so that applications, operating systems or the mobile
device would have awareness of the traffic type to be more
efficient in the future. Embodiments of the disclosed system,
having the knowledge of the traffic category and being able to
utilize Fast Dormancy appropriately may solve the problem
identified in Fast Dormancy. This way the mobile or broad-
band network does not need to be configured with a compro-
mised configuration that adversely impacts both battery con-
sumption and network signaling resources.

Polling Schedule

Detecting (or determining) a polling schedule allows the
proxy server (server-side of the distributed cache system) to
be as close as possible with its polls to the application polls.
Many applications employ scheduled interval polling (e.g.,
every 4 hours or every 30 seconds, at another time interval).
The client side proxy can detect automatic polls based on time
measurements and create a automatic polling profile for an
application. As an example, the local proxy attempts to detect
the time interval between requests and after 2, 3, 4, or more
polls, determines an automatic rate if the time intervals are all
within 1 second (or another measure of relative closeness) of
each other. If not, the client may collect data from a greater
number of polling events (e.g., 10-12 polls) and apply a
statistical analysis to determine, compute, or estimate a value
for the average interval that is used. The polling profile is
delivered to the server where it is used. If it is a frequent
manual request, the locally proxy can substitute it with a
default interval for this application taken from a profile for
non-critical applications.
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In some embodiments, the local proxy (e.g., device side
proxy) may keep monitoring the application/client polls and
update the polling interval. If it changes by more than 30% (or
another predetermined/dynamic/conditional value) from the
current value, it is communicated to the proxy server (e.g.,
server-side proxy). This approach can be referred to as the
scenario of “lost interest.” In some instances, the local proxy
can recognize requests made outside of this schedule, con-
sider them “manual,” and treat them accordingly.
Application Classes/Modes of Caching

In some embodiments, applications can be organized into
three groups or modes of caching. Each mobile client/appli-
cation can be categorized to be treated as one of these modes,
or treated using multiple modes, depending on one or more
conditions.

A) Fully cached—local proxy updates (e.g., sends appli-
cation requests directly over the network to be serviced by the
application server/content host) only when the proxy server
tells the local proxy to update. In this mode, the local proxy
can ignore manual requests and the proxy server uses the
detected automatic profile (e.g., sports score applets, Face-
book, every 10, 15, 30, or more polls) to poll the application
server/content provider.

B) Partially cached—the local proxy uses the local or inter-
nal cache for automatic requests (e.g., application automatic
refreshes), other scheduled requests but passes through some
manual requests (e.g., email download, Ebay or some Face-
book requests); and

C) Never cached (e.g., real-time stock ticker, sports scores/
statuses; however, in some instances, 15 minutes delayed
quotes can be safely placed on 30 seconds schedules—B or
even A).

The actual application or caching mode classification can
be determined based on the rate of content change and critical
character of data. Unclassified applications by default can be
set as class C.

Backlight and Active Applications

In some embodiments, the local proxy starts by detecting
the device backlight status. Requests made with the screen
light ‘off” can be allowed to use the local cache if a request
with identical signature is registered with the proxy server,
which is polling the original host server/content server(s) to
which the requests are directed. If the screen light is ‘on’,
further detection can be made to determine whether it is a
background application or for other indicators that local
cache entries can or cannot be used to satisty the request.
When identified, the requests for which local entries can be
used may be processed identically to the screen light off
situation. Foreground requests can use the aforementioned
application classification to assess when cached data is safeto
use to process requests.

FIG. 1A illustrates an example diagram of a system where
a host server 100 facilitates management of traffic, content
caching, and/or resource conservation between mobile
devices (e.g., wireless devices 150), and an application server
or content provider 110, or other servers such as an ad server
120A, promotional content server 120B, or an e-coupon
server 120C in a wireless network (or broadband network) for
resource conservation. The host server can further facilitate
resource sharing on the device side to further conserve net-
work resources.

The client devices 150 can be any system and/or device,
and/or any combination of devices/systems that is able to
establish a connection, including wired, wireless, cellular
connections with another device, a server and/or other sys-
tems such as host server 100 and/or application server/content
provider 110. Client devices 150 will typically include a
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display and/or other output functionalities to present infor-
mation and data exchanged between among the devices 150
and/or the host server 100 and/or application server/content
provider 110. The application server/content provider 110
can by any server including third party servers or service/
content providers further including advertisement, promo-
tional content, publication, or electronic coupon servers or
services. Similarly, separate advertisement servers 120A,
promotional content servers 120B, and/or e-Coupon servers
120C as application servers or content providers are illus-
trated by way of example.

For example, the client devices 150 can include mobile,
hand held or portable devices, wireless devices, or non-por-
table devices and can be any of, but not limited to, a server
desktop, a desktop computer, a computer cluster, or portable
devices, including a notebook, a laptop computer, a handheld
computer, a palmtop computer, a mobile phone, a cell phone,
a smart phone, a PDA, a Blackberry device, a Palm device, a
handheld tablet (e.g., an iPad or any other tablet), a hand held
console, a hand held gaming device or console, any Super-
Phone such as the iPhone, and/or any other portable, mobile,
hand held devices, or fixed wireless interface such as a M2M
device, etc. In one embodiment, the client devices 150, host
server 100, and application server 110 are coupled via a
network 106 and/or a network 108. In some embodiments, the
devices 150 and host server 100 may be directly connected to
one another.

The input mechanism on client devices 150 can include
touch screen keypad (including single touch, multi-touch,
gesture sensing in 2D or 3D, etc.), a physical keypad, a
mouse, a pointer, a track pad, motion detector (e.g., including
1-axis, 2-axis, 3-axis accelerometer, etc.), a light sensor,
capacitance sensor, resistance sensor, temperature sensor,
proximity sensor, a piezoelectric device, device orientation
detector (e.g., electronic compass, tilt sensor, rotation sensor,
gyroscope, accelerometer), or a combination of the above.

Signals received or detected indicating user activity at cli-
ent devices 150 through one or more of the above input
mechanism, or others, can be used in the disclosed technol-
ogy in acquiring context awareness at the client device 150.
Context awareness at client devices 150 generally includes,
by way of example but not limitation, client device 150 opera-
tion or state acknowledgement, management, user activity/
behavior/interaction awareness, detection, sensing, tracking,
trending, and/or application (e.g., mobile applications) type,
behavior, activity, operating state, etc.

Context awareness in the present disclosure also includes
knowledge and detection of network side contextual data and
can include network information such as network capacity,
bandwidth, traffic, type of network/connectivity, and/or any
other operational state data. Network side contextual data can
be received from and/or queried from network service pro-
viders (e.g., cell provider 112 and/or Internet service provid-
ers) of the network 106 and/or network 108 (e.g., by the host
server and/or devices 150). In addition to application context
awareness as determined from the client 150 side, the appli-
cation context awareness may also be received from or
obtained/queried from the respective application/service pro-
viders 110 (by the host 100 and/or client devices 150).

The host server 100 can use, for example, contextual infor-
mation obtained for client devices 150, networks 106/108,
applications (e.g., mobile applications), application server/
provider 110, or any combination of the above, to manage the
traffic in the system to satisfy data needs of the client devices
150 (e.g., to satisfy application or any other request including
HTTP request). In one embodiment, the traffic is managed by
the host server 100 to satisty data requests made in response
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to explicit or non-explicit user 103 requests and/or device/
application maintenance tasks. The traffic can be managed
such that network consumption, for example, use of the cel-
lular network is conserved for effective and efficient band-
width utilization. In addition, the host server 100 can manage
and coordinate such traffic in the system such that use of
device 150 side resources (e.g., including but not limited to
battery power consumption, radio use, processor/memory
use) are optimized with a general philosophy for resource
conservation while still optimizing performance and user
experience.

For example, in context of battery conservation, the device
150 can observe user activity (for example, by observing user
keystrokes, backlight status, or other signals via one or more
input mechanisms, etc.) and alters device 150 behaviors. The
device 150 can also request the host server 100 to alter the
behavior for network resource consumption based on user
activity or behavior.

In one embodiment, the traffic management for resource
conservation is performed using a distributed system between
the host server 100 and client device 150. The distributed
system can include proxy server and cache components on the
server side 100 and on the device/client side, for example, as
shown by the server cache 135 on the server 100 side and the
local cache 185 on the client 150 side.

Functions and techniques disclosed for context aware traf-
fic management for resource conservation in networks (e.g.,
network 106 and/or 108) and devices 150, reside in a distrib-
uted proxy and cache system. The proxy and cache system
can be distributed between, and reside on, a given client
device 150 in part or in whole and/or host server 100 in part or
in whole. The distributed proxy and cache system are illus-
trated with further reference to the example diagram shown in
FIG. 1B. Functions and techniques performed by the proxy
and cache components in the client device 150, the host server
100, and the related components therein are described,
respectively, in detail with further reference to the examples
of FIGS. 2-3.

In one embodiment, client devices 150 communicate with
the host server 100 and/or the application server 110 over
network 106, which can be a cellular network and/or a broad-
band network. To facilitate overall traffic management
between devices 150 and various application servers/content
providers 110 to implement network (bandwidth utilization)
and device resource (e.g., battery consumption), the host
server 100 can communicate with the application server/pro-
viders 110 over the network 108, which can include the Inter-
net (e.g., a broadband network).

In general, the networks 106 and/or 108, over which the
client devices 150, the host server 100, and/or application
server 110 communicate, may be a cellular network, a broad-
band network, a telephonic network, an open network, such
as the Internet, or a private network, such as an intranet and/or
the extranet, or any combination thereof. For example, the
Internet can provide file transfer, remote log in, email, news,
RSS, cloud-based services, instant messaging, visual voice-
mail, push mail, VoIP, and other services through any known
or convenient protocol, such as, but is not limited to the
TCP/IP protocol, UDP, HTTP, DNS, FTP, UPnP, NSF, ISDN,
PDH, RS-232, SDH, SONET, etc.

The networks 106 and/or 108 can be any collection of
distinct networks operating wholly or partially in conjunction
to provide connectivity to the client devices 150 and the host
server 100 and may appear as one or more networks to the
serviced systems and devices. In one embodiment, commu-
nications to and from the client devices 150 can be achieved
by, an open network, such as the Internet, or a private net-
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work, broadband network, such as an intranet and/or the
extranet. In one embodiment, communications can be
achieved by a secure communications protocol, such as
secure sockets layer (SSL), or transport layer security (TLS).

In addition, communications can be achieved via one or
more networks, such as, but are not limited to, one or more of
WiMax, a Local Area Network (LAN), Wireless Local Area
Network (WLAN), a Personal area network (PAN), a Campus
area network (CAN), a Metropolitan area network (MAN), a
Wide area network (WAN), a Wireless wide area network
(WWAN), or any broadband network, and further enabled
with technologies such as, by way of example, Global System
for Mobile Communications (GSM), Personal Communica-
tions Service (PCS), Bluetooth, WiFi, Fixed Wireless Data,
2G, 2.5G, 3G, 4G, IMT-Advanced, pre-4G, LTE Advanced,
mobile WiMax, WiMax 2, WirelessMAN-Advanced net-
works, enhanced data rates for GSM evolution (EDGE), Gen-
eral packet radio service (GPRS), enhanced GPRS, iBurst,
UMTS, HSPDA, HSUPA, HSPA, UMTS-TDD, 1xRTT, EV-
DO, messaging protocols such as, TCP/IP, SMS, MMS,
extensible messaging and presence protocol (XMPP), real
time messaging protocol (RTMP), instant messaging and
presence protocol (IMPP), instant messaging, USSD, IRC, or
any other wireless data networks, broadband networks, or
messaging protocols.

FIG. 1B illustrates an example diagram of a proxy and
cache system distributed between the host server 100 and
device 150 which facilitates network traffic management
between the device 150 and an application server or content
provider 110, or other servers such as an ad server 120A,
promotional content server 120B, or an e-coupon server 120C
for resource conservation and content caching. The proxy
system distributed among the host server 100 and the device
150 can further facilitate resource sharing on the device side
to further conserve network resources.

The distributed proxy and cache system can include, for
example, the proxy server 125 (e.g., remote proxy) and the
server cache, 135 components on the server side. The server-
side proxy 125 and cache 135 can, as illustrated, reside inter-
nal to the host server 100. In addition, the proxy server 125
and cache 135 on the server-side can be partially or wholly
external to the host server 100 and in communication via one
or more of the networks 106 and 108. For example, the proxy
server 125 may be external to the host server and the server
cache 135 may be maintained at the host server 100. Alterna-
tively, the proxy server 125 may be within the host server 100
while the server cache is external to the host server 100. In
addition, each of the proxy server 125 and the cache 135 may
be partially internal to the host server 100 and partially exter-
nal to the host server 100. The application server/content
provider 110 can by any server including third party servers or
service/content providers further including advertisement,
promotional content, publication, or electronic coupon serv-
ers or services. Similarly, separate advertisement servers
120A, promotional content servers 120B, and/or e-Coupon
servers 120C as application servers or content providers are
illustrated by way of example.

The distributed system can also, include, in one embodi-
ment, client-side components, including by way of example
but not limitation, a local proxy 175 (e.g., a mobile client on
a mobile device) and/or a local cache 185, which can, as
illustrated, reside internal to the device 150 (e.g., a mobile
device).

In addition, the client-side proxy 175 and local cache 185
can be partially or wholly external to the device 150 and in
communication via one or more of the networks 106 and 108.
For example, the local proxy 175 may be external to the
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device 150 and the local cache 185 may be maintained at the
device 150. Alternatively, the local proxy 175 may be within
the device 150 while the local cache 185 is external to the
device 150. In addition, each of the proxy 175 and the cache
185 may be partially internal to the host server 100 and
partially external to the host server 100.

In one embodiment, the distributed system can include an
optional caching proxy server 199. The caching proxy server
199 can be a component which is operated by the application
server/content provider 110, the host server 100, or a network
service provider 112, and or any combination of the above to
facilitate network traffic management for network and device
resource conservation. Proxy server 199 can be used, for
example, for caching content to be provided to the device 150,
for example, from one or more of, the application server/
provider 110, host server 100, and/or a network service pro-
vider 112. Content caching can also be entirely or partially
performed by the remote proxy 125 to satisfy application
requests or other data requests at the device 150.

In context aware traffic management and optimization for
resource conservation in a network (e.g., cellular or other
wireless networks), characteristics of user activity/behavior
and/or application behavior at a mobile device (e.g., any
wireless device) 150 can be tracked by the local proxy 175
and communicated, over the network 106 to the proxy server
125 component in the host server 100, for example, as con-
nection metadata. The proxy server 125 which in turn is
coupled to the application server/provider 110 provides con-
tent and data to satisfy requests made at the device 150.

In addition, the local proxy 175 can identify and retrieve
mobile device properties, including one or more of, battery
level, network that the device is registered on, radio state, or
whether the mobile device is being used (e.g., interacted with
by a user). In some instances, the local proxy 175 can delay,
expedite (prefetch), and/or modify data prior to transmission
to the proxy server 125, when appropriate, as will be further
detailed with references to the description associated with the
examples of FIGS. 2-3.

The local database 185 can be included in the local proxy
175 or coupled to the local proxy 175 and can be queried for
a locally stored response to the data request prior to the data
request being forwarded on to the proxy server 125. Locally
cached responses can be used by the local proxy 175 to satisfy
certain application requests of the mobile device 150, by
retrieving cached content stored in the cache storage 185,
when the cached content is still valid.

Similarly, the proxy server 125 of the host server 100 can
also delay, expedite, or modify data from the local proxy prior
to transmission to the content sources (e.g., the application
server/content provider 110). In addition, the proxy server
125 uses device properties and connection metadata to gen-
erate rules for satisfying request of applications on the mobile
device 150. The proxy server 125 can gather real time traffic
information about requests of applications for later use in
optimizing similar connections with the mobile device 150 or
other mobile devices.

In general, the local proxy 175 and the proxy server 125 are
transparent to the multiple applications executing on the
mobile device. The local proxy 175 is generally transparent to
the operating system or platform of the mobile device and
may or may not be specific to device manufacturers. In some
instances, the local proxy 175 is optionally customizable in
part or in whole to be device specific. In some embodiments,
the local proxy 175 may be bundled into a wireless model, a
firewall, and/or a router.

In one embodiment, the host server 100 can in some
instances, utilize the store and forward functions of a short
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message service center (SMSC) 112, such as that provided by
the network service provider, in communicating with the
device 150 in achieving network traffic management. Note
that 112 can also utilize any other type of alternative channel
including USSD or other network control mechanisms. As
will be further described with reference to the example of
FIG. 3, the host server 100 can forward content or HTTP
responses to the SMSC 112 such that it is automatically
forwarded to the device 150 if available, and for subsequent
forwarding if the device 150 is not currently available.

In general, the disclosed distributed proxy and cache sys-
tem allows optimization of network usage, for example, by
serving requests from the local cache 185, the local proxy 175
reduces the number of requests that need to be satisfied over
the network 106. Further, the local proxy 175 and the proxy
server 125 may filter irrelevant data from the communicated
data. In addition, the local proxy 175 and the proxy server 125
can also accumulate low priority data and send it in batches to
avoid the protocol overhead of sending individual data frag-
ments. The local proxy 175 and the proxy server 125 can also
compress or transcode the traffic, reducing the amount of data
sent over the network 106 and/or 108. The signaling traffic in
the network 106 and/or 108 can be reduced, as the networks
are now used less often and the network traffic can be syn-
chronized among individual applications.

With respect to the battery life of the mobile device 150, by
serving application or content requests from the local cache
185, the local proxy 175 can reduce the number of times the
radio module is powered up. The local proxy 175 and the
proxy server 125 can work in conjunction to accumulate low
priority data and send it in batches to reduce the number of
times and/or amount of time when the radio is powered up.
The local proxy 175 can synchronize the network use by
performing the batched data transfer for all connections
simultaneously.

FIG. 1C depicts an example showing how virtual memory
sharing and database management enables peer-to-peer dis-
tribution of information among mobile devices that are co-
located and/or based on other commonalities.

For example, the two mobile devices 102A and 102B are
co-located or located within proximity to one another (e.g.,
such that they can both communicate with a local Wifi net-
work or with one another via Bluetooth or near field wireless
communication network). In one embodiment, when the
devices 102 A and B are attempting to access the same content
or detected to receive the same content, instead, the content
can be transmitted to only one of the devices (e.g., 102A) via
amobile or cellular network. For example, during a big game,
both users might wish to stay on top of the current score and
is thus monitoring the same site or different sites but access-
ing the same content (e.g., the scores of a local sporting event
such as the Knicks basketball game).

Instead of sending the score to both these devices over
separate cellular or other mobile wireless connection, the
score is sent to one device (e.g., device 102A) and the other
device (e.g., device 102B) can obtain the score from the
device 102A. This allows network (e.g., mobile network)
resources to be conserved and also device storage on 102B to
be conserved through device resource sharing. This process
can be performed, for example, when commonalities between
the devices 102A and 102B are detected. The commonalities
can include, for example, co-location, close geographical
proximity, same users, same user groups, accessing same site
or using the same applications at or around the same time.
Furthermore, content can be cached on other devices using
the same method.
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For example, if it is detected that users 103A and 103B
share common friends in a social network, the updates per-
taining to these shared friends in the social network (e.g.,
feeds, posts, tweets, comments, etc.) may be sent to one
device 102A. The other device 102B can obtain (e.g., either
via a request to device 102A and/or via a push from device
102A) such feeds when relevant from the device 102A, for
example, through a peer to peer connection or other non-
cellular connections (e.g., WiFi, Bluetooth, near field com-
munication network, LAN, RFID, etc.). Additional examples
of commonalities for detecting whether the devices meet the
criteria for memory and device resource sharing for social
caching are further illustrated in the examples of FIGS. 25A-
B.

FIG. 1D depicts a table showing an example state profile
192 for a device (Device X) having location-based state pro-
files for resource sharing and pooling with other devices.

Note that device state profiles, in addition to being loca-
tion-based, can also be time-based or include a timing param-
eter. Device state profiles can also include information
regarding device state (e.g., on, off, background, foreground),
current user, applications installed, applications launched,
etc.

FIGS. 1E-F depict tables showing virtual resource alloca-
tion to a given device (Device X) based on device state.

Table 194 illustrates virtual memory allocation to Device X
including Device X’s own memory and those of other devices
allocated to Device X for each state (state profiles 1-5) of
device X. Table 196 illustrates database allocation to device X
for each state (state profile 1-5) including Device X’s own
database and those of other devices (Device 2, 3, 5, 6, and 7)
allocated to Device X

FIG. 2A depicts a block diagram illustrating an example of
client-side components in a distributed proxy and cache sys-
tem residing on a mobile device (e.g., wireless device) 250
that manages traffic in a wireless network (or broadband
network) for resource conservation, content caching, and/or
traffic management. The client-side proxy (or local proxy
275) can further categorize mobile traffic and/or implement
delivery policies based on application behavior, content pri-
ority, user activity, and/or user expectations.

The device 250, which can be a portable or mobile device
(e.g., any wireless device), such as a portable phone, gener-
ally includes, for example, a network interface 208 an oper-
ating system 204, a context API 206, and mobile applications
which may be proxy-unaware 210 or proxy-aware 220. Note
that the device 250 is specifically illustrated in the example of
FIG. 2 as a mobile device, such is not a limitation and that
device 250 may be any wireless, broadband, portable/mobile
or non-portable device able to receive, transmit signals to
satisfy data requests over a network including wired or wire-
less networks (e.g., WiFi, cellular, Bluetooth, LAN, WAN,
etc.).

The network interface 208 can be a networking module that
enables the device 250 to mediate data in a network with an
entity that is external to the host server 250, through any
known and/or convenient communications protocol sup-
ported by the host and the external entity. The network inter-
face 208 can include one or more of a network adaptor card,
a wireless network interface card (e.g., SMS interface, WiFi
interface, interfaces for various generations of mobile com-
munication standards including but not limited to 2G, 3G,
3.5G, 4G, LTE, etc.), Bluetooth, or whether or not the con-
nection is via a router, an access point, a wireless router, a
switch, a multilayer switch, a protocol converter, a gateway, a
bridge, a bridge router, a hub, a digital media receiver, and/or
a repeater.
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Device 250 can further include, client-side components of
the distributed proxy and cache system which can include, a
local proxy 275 (e.g., amobile client of a mobile device) and
acache 285. In one embodiment, the local proxy 275 includes
a user activity module 215, a proxy API 225, a request/
transaction manager 235, a caching policy manager 245 hav-
ing an application protocol module 248, a traffic shaping
engine 255, and/or a connection manager 265. The traffic
shaping engine 255 may further include an alignment module
256 and/or a batching module 257, the connection manager
265 may further include a radio controller 266. The request/
transaction manager 235 can further include an application
behavior detector 236 and/or a prioritization engine 241, the
application behavior detector 236 may further include a pat-
tern detector 237 and/or and application profile generator
239. Additional or less components/modules/engines can be
included in the local proxy 275 and each illustrated compo-
nent.

As used herein, a “module,” “a manager,” a “handler,” a
“detector,” an “interface,” a “controller,” a “normalizer,” a
“generator,” an “invalidator,” or an “engine” includes a gen-
eral purpose, dedicated or shared processor and, typically,
firmware or software modules that are executed by the pro-
cessor. Depending upon implementation-specific or other
considerations, the module, manager, handler, detector, inter-
face, controller, normalizer, generator, invalidator, or engine
can be centralized or its functionality distributed. The mod-
ule, manager, handler, detector, interface, controller, normal-
izer, generator, invalidator, or engine can include general or
special purpose hardware, firmware, or software embodied in
a computer-readable (storage) medium for execution by the
processor.

Asused herein, a computer-readable medium or computer-
readable storage medium is intended to include all mediums
that are statutory (e.g., in the United States, under 35 U.S.C.
§101), and to specifically exclude all mediums that are non-
statutory in nature to the extent that the exclusion is necessary
for a claim that includes the computer-readable (storage)
medium to be valid. Known statutory computer-readable
mediums include hardware (e.g., registers, random access
memory (RAM), non-volatile (NV) storage, to name a few),
but may or may not be limited to hardware.

In one embodiment, a portion of the distributed proxy and
cache system for network traffic management resides in or is
in communication with device 250, including local proxy 275
(mobile client) and/or cache 285. The local proxy 275 can
provide an interface on the device 250 for users to access
device applications and services including email, IM, voice
mail, visual voicemail, feeds, Internet, games, productivity
tools, or other applications, etc.

The proxy 275 is generally application independent and
can be used by applications (e.g., both proxy-aware and
proxy-unaware applications 210 and 220 and other mobile
applications) to open TCP connections to a remote server
(e.g., the server 100 in the examples of FIGS. 1A-1B and/or
server proxy 125/325 shown in the examples of FIG. 1B and
FIG. 3A). In some instances, the local proxy 275 includes a
proxy API 225 which can be optionally used to interface with
proxy-aware applications 220 (or applications (e.g., mobile
applications) on a mobile device (e.g., any wireless device)).

The applications 210 and 220 can generally include any
user application, widgets, software, HT'TP-based application,
web browsers, video or other multimedia streaming or down-
loading application, video games, social network applica-
tions, email clients, RSS management applications, applica-
tion stores, document management applications, productivity
enhancement applications, etc. The applications can be pro-
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vided with the device OS, by the device manufacturer, by the
network service provider, downloaded by the user, or pro-
vided by others.

One embodiment of the local proxy 275 includes or is
coupled to a context API 206, as shown. The context AP1 206
may be a part of the operating system 204 or device platform
or independent of the operating system 204, as illustrated.
The operating system 204 can include any operating system
including but not limited to, any previous, current, and/or
future versions/releases of, Windows Mobile, i0S, Android,
Symbian, Palm OS, Brew MP, Java 2 Micro Edition (J2ME),
Blackberry, etc.

The context API 206 may be a plug-in to the operating
system 204 or a particular client/application on the device
250. The context AP1 206 can detect signals indicative of user
or device activity, for example, sensing motion, gesture,
device location, changes in device location, device backlight,
keystrokes, clicks, activated touch screen, mouse click or
detection of other pointer devices. The context AP1206 canbe
coupled to input devices or sensors on the device 250 to
identify these signals. Such signals can generally include
input received in response to explicit user input at an input
device/mechanism at the device 250 and/or collected from
ambient signals/contextual cues detected at or in the vicinity
of the device 250 (e.g., light, motion, piezoelectric, etc.).

In one embodiment, the user activity module 215 interacts
with the context API 206 to identify, determine, infer, detect,
compute, predict, and/or anticipate, characteristics of user
activity on the device 250. Various inputs collected by the
context API 206 can be aggregated by the user activity mod-
ule 215 to generate a profile for characteristics of user activity.
Such a profile can be generated by the user activity module
215 with various temporal characteristics. For instance, user
activity profile can be generated in real-time for a given
instant to provide a view of what the user is doing or not doing
at a given time (e.g., defined by a time window, in the last
minute, in the last 30 seconds, etc.), a user activity profile can
also be generated for a ‘session’ defined by an application or
web page that describes the characteristics of user behavior
with respect to a specific task they are engaged in on the
device 250, or for a specific time period (e.g., for the last 2
hours, for the last 5 hours).

Additionally, characteristic profiles can be generated by
the user activity module 215 to depict a historical trend for
user activity and behavior (e.g., 1 week, 1 mo., 2 mo., etc.).
Such historical profiles can also be used to deduce trends of
user behavior, for example, access frequency at different
times of day, trends for certain days of the week (weekends or
week days), user activity trends based on location data (e.g.,
1P address, GPS, or cell tower coordinate data) or changes in
location data (e.g., user activity based on user location, or user
activity based on whether the user is on the go, or traveling
outside a home region, etc.) to obtain user activity character-
istics.

In one embodiment, user activity module 215 can detect
and track user activity with respect to applications, docu-
ments, files, windows, icons, and folders on the device 250.
For example, the user activity module 215 can detect when an
application or window (e.g., a web browser or any other type
of application) has been exited, closed, minimized, maxi-
mized, opened, moved into the foreground, or into the back-
ground, multimedia content playback, etc.

In one embodiment, characteristics of the user activity on
the device 250 can be used to locally adjust behavior of the
device (e.g., mobile device or any wireless device) to opti-
mize its resource consumption such as battery/power con-
sumption and more generally, consumption of other device
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resources including memory, storage, and processing power.
In one embodiment, the use of a radio on a device can be
adjusted based on characteristics of user behavior (e.g., by the
radio controller 266 of the connection manager 265) coupled
to the user activity module 215. For example, the radio con-
troller 266 can turn the radio on or off, based on characteris-
tics of the user activity on the device 250. In addition, the
radio controller 266 can adjust the power mode of the radio
(e.g., to be in a higher power mode or lower power mode)
depending on characteristics of user activity.

In one embodiment, characteristics of the user activity on
device 250 can also be used to cause another device (e.g.,
other computers, a mobile device, a wireless device, or a
non-portable device) or server (e.g., host server 100 and 300
in the examples of FIGS. 1A-B and FIG. 3A) which can
communicate (e.g., via a cellular or other network) with the
device 250 to modify its communication frequency with the
device 250. The local proxy 275 can use the characteristics
information of user behavior determined by the user activity
module 215 to instruct the remote device as to how to modu-
late its communication frequency (e.g., decreasing commu-
nication frequency, such as data push frequency if the user is
idle, requesting that the remote device notify the device 250 if
new data, changed, data, or data of a certain level of impor-
tance becomes available, etc.).

In one embodiment, the user activity module 215 can, in
response to determining that user activity characteristics indi-
cate that a user is active after a period of inactivity, request
that a remote device (e.g., server host server 100 and 300 in
the examples of FIGS. 1A-B and FIG. 3A) send the data that
was buffered as a result of the previously decreased commu-
nication frequency.

In addition, or in alternative, the local proxy 275 can com-
municate the characteristics of user activity at the device 250
to the remote device (e.g., host server 100 and 300 in the
examples of FIGS. 1A-B and FIG. 3A) and the remote device
determines how to alter its own communication frequency
with the device 250 for network resource conservation and
conservation of device 250 resources.

One embodiment of the local proxy 275 further includes a
request/transaction manager 235, which can detect, identify,
intercept, process, manage, data requests initiated on the
device 250, for example, by applications 210 and/or 220,
and/or directly/indirectly by a user request. The request/trans-
action manager 235 can determine how and when to process
a given request or transaction, or a set of requests/transac-
tions, based on transaction characteristics.

The request/transaction manager 235 can prioritize
requests or transactions made by applications and/or users at
the device 250, for example by the prioritization engine 241.
Importance or priority of requests/transactions can be deter-
mined by the request/transaction manager 235 by applying a
rule set, for example, according to time sensitivity of the
transaction, time sensitivity of the content in the transaction,
time criticality of the transaction, time criticality of the data
transmitted in the transaction, and/or time criticality or
importance of an application making the request.

In addition, transaction characteristics can also depend on
whether the transaction was a result of user-interaction or
other user-initiated action on the device (e.g., user interaction
with a application (e.g., a mobile application)). In general, a
time critical transaction can include a transaction resulting
from a user-initiated data transfer, and can be prioritized as
such. Transaction characteristics can also depend on the
amount of data that will be transferred or is anticipated to be
transferred as a result of the requested transaction. For
example, the connection manager 265, can adjust the radio
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mode (e.g., high power or low power mode via the radio
controller 266) based on the amount of data that will need to
be transferred.

In addition, the radio controller 266/connection manager
265 can adjust the radio power mode (high or low) based on
time criticality/sensitivity of the transaction. The radio con-
troller 266 can trigger the use of high power radio mode when
atime-critical transaction (e.g., a transaction resulting from a
user-initiated data transfer, an application running in the fore-
ground, any other event meeting a certain criteria) is initiated
or detected.

In general, the priorities can be set by default, for example,
based on device platform, device manufacturer, operating
system, etc. Priorities can alternatively or in additionally be
set by the particular application; for example, the Facebook
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manual settings specified by the user may take precedence
over device OS settings, network provider parameters/limi-
tations (e.g., set in default for a network service area, geo-
graphic locale, set for a specific time of day, or set based on
service/fee type) may limit any user-specified settings and/or
application-set priorities. In some instances, a manual syn-
chronization request received from a user can override some,
most, or all priority settings in that the requested synchroni-
zation is performed when requested, regardless of the indi-
vidually assigned priority or an overall priority ranking for
the requested action.

Priority can be specified and tracked internally in any
known and/or convenient manner, including but not limited
to, a binary representation, a multi-valued representation, a
graded representation and all are considered to be within the
scope of the disclosed technology.

TABLE I
Change Change
(initiated on device) Priority (initiated on server) Priority
Send email High Receive email High
Delete email Low Edit email Often not possible to sync
(Low if possible)

(Un)read email Low
Move message Low New email in deleted items Low
Read more High
Download High Delete an email Low
attachment (Un)Read an email Low
New Calendar event High Move messages Low
Edit/change Calendar event High Any calendar change High

Any contact change High
Add a contact High Wipe/lock device High
Edit a contact High Settings change High
Search contacts High Any folder change High
Change a setting High Connector restart High (if no changes nothing is

sent)

Manual send/receive High
IM status change Medium Social Network Status Updates Medium
Auction outbid or change High Sever Weather Alerts High
notification
Weather Updates Low News Updates Low

application (e.g., a mobile application) can set its own priori-
ties for various transactions (e.g., a status update can be of
higher priority than an add friend request or a poke request, a
message send request can be ofhigher priority than a message
delete request, for example), an email client or IM chat client
may have its own configurations for priority. The prioritiza-
tion engine 241 may include set of rules for assigning priority.

The prioritization engine 241 can also track network pro-
vider limitations or specifications on application or transac-
tion priority in determining an overall priority status for a
request/transaction. Furthermore, priority can in part or in
whole be determined by user preferences, either explicit or
implicit. A user, can in general, set priorities at different tiers,
such as, specific priorities for sessions, or types, or applica-
tions (e.g., a browsing session, a gaming session, versus an
IM chat session, the user may set a gaming session to always
have higher priority than an IM chat session, which may have
higher priority than web-browsing session). A user can set
application-specific priorities, (e.g., auser may set Facebook-
related transactions to have a higher priority than LinkedIn-
related transactions), for specific transaction types (e.g., for
all send message requests across all applications to have
higher priority than message delete requests, for all calendar-
related events to have a high priority, etc.), and/or for specific
folders.

The prioritization engine 241 can track and resolve con-
flicts in priorities set by different entities. For example,
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Table 1 above shows, for illustration purposes, some
examples of transactions with examples of assigned priorities
in a binary representation scheme. Additional assignments
are possible for additional types of events, requests, transac-
tions, and as previously described, priority assignments can
be made at more or less granular levels, e.g., at the session
level or at the application level, etc.

As shown by way of example in the above table, in general,
lower priority requests/transactions can include, updating
message status as being read, unread, deleting of messages,
deletion of contacts; higher priority requests/transactions,
can in some instances include, status updates, new IM chat
message, new email, calendar event update/cancellation/de-
letion, an event in a mobile gaming session, or other enter-
tainment related events, a purchase confirmation through a
web purchase or online, request to load additional or down-
load content, contact book related events, a transaction to
change a device setting, location-aware or location-based
events/transactions, or any other events/request/transactions
initiated by a user or where the user is known to be, expected
to be, or suspected to be waiting for a response, etc.

Inbox pruning events (e.g., email, or any other types of
messages), are generally considered low priority and absent
other impending events, generally will not trigger use of the
radio on the device 250. Specifically, pruning events to
remove old email or other content can be ‘piggy backed’ with
other communications if the radio is not otherwise on, at the
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time of a scheduled pruning event. For example, if the user
has preferences set to ‘keep messages for 7 days old,” then
instead of powering on the device radio to initiate a message
delete from the device 250 the moment that the message has
exceeded 7 days old, the message is deleted when the radio is
powered on next. If the radio is already on, then pruning may
occur as regularly scheduled.

The request/transaction manager 235, can use the priorities
for requests (e.g., by the prioritization engine 241) to manage
outgoing traffic from the device 250 for resource optimization
(e.g., to utilize the device radio more efficiently for battery
conservation). For example, transactions/requests below a
certain priority ranking may not trigger use of the radio on the
device 250 if the radio is not already switched on, as con-
trolled by the connection manager 265. In contrast, the radio
controller 266 can turn on the radio such a request can be sent
when arequest for a transaction is detected to be over a certain
priority level.

In one embodiment, priority assignments (such as that
determined by the local proxy 275 or another device/entity)
can be used cause a remote device to modity its communica-
tion with the frequency with the mobile device or wireless
device. For example, the remote device can be configured to
send notifications to the device 250 when data of higher
importance is available to be sent to the mobile device or
wireless device.

In one embodiment, transaction priority can be used in
conjunction with characteristics of user activity in shaping or
managing traffic, for example, by the traffic shaping engine
255. For example, the traffic shaping engine 255 can, in
response to detecting that a user is dormant or inactive, wait to
send low priority transactions from the device 250, for a
period of time. In addition, the traffic shaping engine 255 can
allow multiple low priority transactions to accumulate for
batch transferring from the device 250 (e.g., via the batching
module 257). In one embodiment, the priorities can be set,
configured, or readjusted by a user. For example, content
depicted in Table I in the same or similar form can be acces-
sible in a user interface on the device 250 and for example,
used by the user to adjust or view the priorities.

The batching module 257 can initiate batch transfer based
on certain criteria. For example, batch transfer (e.g., of mul-
tiple occurrences of events, some of which occurred at differ-
ent instances in time) may occur after a certain number of low
priority events have been detected, or after an amount of time
elapsed after the first of the low priority event was initiated. In
addition, the batching module 257 can initiate batch transfer
of the cumulated low priority events when a higher priority
event is initiated or detected at the device 250. Batch transfer
can otherwise be initiated when radio use is triggered for
another reason (e.g., to receive data from a remote device
such as host server 100 or 300). In one embodiment, an
impending pruning event (pruning of an inbox), or any other
low priority events, can be executed when a batch transfer
occurs.

In general, the batching capability can be disabled or
enabled at the event/transaction level, application level, or
session level, based on any one or combination of the follow-
ing: user configuration, device limitations/settings, manufac-
turer specification, network provider parameters/limitations,
platform-specific limitations/settings, device OS settings,
etc. In one embodiment, batch transfer can be initiated when
an application/window/file is closed out, exited, or moved
into the background; users can optionally be prompted before
initiating a batch transfer; users can also manually trigger
batch transfers.
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In one embodiment, the local proxy 275 locally adjusts
radio use on the device 250 by caching data in the cache 285.
When requests or transactions from the device 250 can be
satisfied by content stored in the cache 285, the radio control-
ler 266 need not activate the radio to send the request to a
remote entity (e.g., the host server 100, 300, as shown in FI1G.
1A and FIG. 3A or a content provider/application server such
as the server/provider 110 shown in the examples of FIG. 1A
and FIG. 1B). As such, the local proxy 275 can use the local
cache 285 and the cache policy manager 245 to locally store
data for satisfying data requests to eliminate or reduce the use
of'the device radio for conservation of network resources and
device battery consumption.

In leveraging the local cache, once the request/transaction
manager 225 intercepts a data request by an application on the
device 250, the local repository 285 can be queried to deter-
mine if there is any locally stored response, and also deter-
mine whether the response is valid. When a valid response is
available in the local cache 285, the response can be provided
to the application on the device 250 without the device 250
needing to access the cellular network or wireless broadband
network.

If a valid response is not available, the local proxy 275 can
query a remote proxy (e.g., the server proxy 325 of FIG. 3A)
to determine whether a remotely stored response is valid. If
s0, the remotely stored response (e.g., which may be stored on
the server cache 135 or optional caching server 199 shown in
the example of FIG. 1B) can be provided to the mobile device,
possibly without the mobile device 250 needing to access the
cellular network, thus relieving consumption of network
resources.

If a valid cache response is not available, or if cache
responses are unavailable for the intercepted data request, the
local proxy 275, for example, the caching policy manager
245, can send the data request to a remote proxy (e.g., server
proxy 325 of FIG. 3A) which forwards the data request to a
content source (e.g., application server/content provider 110
of FIG. 1A) and a response from the content source can be
provided through the remote proxy, as will be further
described in the description associated with the example host
server 300 of FIG. 3A. The cache policy manager 245 can
manage or process requests that use a variety of protocols,
including but not limited to HTTP, HTTPS, IMAP, POP,
SMTP, XMPP, and/or ActiveSync. The caching policy man-
ager 245 can locally store responses for data requests in the
local database 285 as cache entries, for subsequent use in
satisfying same or similar data requests.

The caching policy manager 245 can request that the
remote proxy monitor responses for the data request and the
remote proxy can notify the device 250 when an unexpected
response to the data request is detected. In such an event, the
cache policy manager 245 can erase or replace the locally
stored response(s) on the device 250 when notified of the
unexpected response (e.g., new data, changed data, additional
data, etc.) to the data request. In one embodiment, the caching
policy manager 245 is able to detect or identify the protocol
used for a specific request, including but not limited to HTTP,
HTTPS, IMAP, POP, SMTP, XMPP, and/or ActiveSync. In
one embodiment, application specific handlers (e.g., via the
application protocol module 246 of the caching policy man-
ager 245) on the local proxy 275 allows for optimization of
any protocol that can be port mapped to a handler in the
distributed proxy (e.g., port mapped on the proxy server 325
in the example of FIG. 3A).

In one embodiment, the local proxy 275 notifies the remote
proxy such that the remote proxy can monitor responses
received for the data request from the content source for
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changed results prior to returning the result to the device 250,
for example, when the data request to the content source has
yielded same results to be returned to the mobile device. In
general, the local proxy 275 can simulate application server
responses for applications on the device 250, using locally
cached content. This can prevent utilization of the cellular
network for transactions where new/changed data is not avail-
able, thus freeing up network resources and preventing net-
work congestion.

In one embodiment, the local proxy 275 includes an appli-
cation behavior detector 236 to track, detect, observe, moni-
tor, applications (e.g., proxy-aware and/or unaware applica-
tions 210 and 220) accessed or installed on the device 250.
Application behaviors, or patterns in detected behaviors (e.g.,
via the pattern detector 237) of one or more applications
accessed on the device 250 can be used by the local proxy 275
to optimize traffic in a wireless network needed to satisfy the
data needs of these applications.

For example, based on detected behavior of multiple appli-
cations, the traffic shaping engine 255 can align content
requests made by at least some of the applications over the
network (wireless network) (e.g., via the alignment module
256). The alignment module 256 can delay or expedite some
earlier received requests to achieve alignment. When requests
are aligned, the traffic shaping engine 255 can utilize the
connection manager to poll over the network to satisfy appli-
cation data requests. Content requests for multiple applica-
tions can be aligned based on behavior patterns or rules/
settings including, for example, content types requested by
the multiple applications (audio, video, text, etc.), device
(e.g., mobile or wireless device) parameters, and/or network
parameters/traffic conditions, network service provider con-
straints/specifications, etc.

In one embodiment, the pattern detector 237 can detect
recurrences in application requests made by the multiple
applications, for example, by tracking patterns in application
behavior. A tracked pattern can include, detecting that certain
applications, as a background process, poll an application
server regularly, at certain times of day, on certain days of the
week, periodically in a predictable fashion, with a certain
frequency, with a certain frequency in response to a certain
type of event, in response to a certain type user query, fre-
quency that requested content is the same, frequency with
which a same request is made, interval between requests,
applications making a request, or any combination of the
above, for example.

Such recurrences can be used by traffic shaping engine 255
to offload polling of content from a content source (e.g., from
an application server/content provider 110 of FIG. 1A) that
would result from the application requests that would be
performed at the mobile device or wireless device 250 to be
performed instead, by a proxy server (e.g., proxy server 125
of FIG. 1B or proxy server 325 of FIG. 3A) remote from the
device 250. Traffic shaping engine 255 can decide to offload
the polling when the recurrences match a rule. For example,
there are multiple occurrences or requests for the same
resource that have exactly the same content, or returned value,
or based on detection of repeatable time periods between
requests and responses such as a resource that is requested at
specific times during the day. The offloading of the polling
can decrease the amount of bandwidth consumption needed
by the mobile device 250 to establish a wireless (cellular or
other wireless broadband) connection with the content source
for repetitive content polls.

As a result of the offloading of the polling, locally cached
content stored in the local cache 285 can be provided to
satisfy data requests at the device 250, when content change
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is not detected in the polling of the content sources. As such,
when data has not changed, application data needs can be
satisfied without needing to enable radio use or occupying
cellular bandwidth in a wireless network. When data has
changed and/or new data has been received, the remote entity
to which polling is offloaded, can notify the device 250. The
remote entity may be the host server 300 as shown in the
example of FIG. 3A.

In one embodiment, the local proxy 275 can mitigate the
need/use of periodic keep-alive messages (heartbeat mes-
sages) to maintain TCP/IP connections, which can consume
significant amounts of power thus having detrimental impacts
onmobile device battery life. The connection manager 265 in
the local proxy (e.g., the heartbeat manager 267) can detect,
identify, and intercept any or all heartbeat (keep-alive) mes-
sages being sent from applications.

The heartbeat manager 267 can prevent any or all of these
heartbeat messages from being sent over the cellular, or other
network, and instead rely on the server component of the
distributed proxy system (e.g., shown in FIG. 1B) to generate
the and send the heartbeat messages to maintain a connection
with the backend (e.g., application server/provider 110 in the
example of FIG. 1A).

The local proxy 275 generally represents any one or a
portion of the functions described for the individual manag-
ers, modules, and/or engines. The local proxy 275 and device
250 can include additional or less components; more or less
functions can be included, in whole or in part, without devi-
ating from the novel art of the disclosure.

FIG. 2B depicts a block diagram illustrating a further
example of components in the cache system shown in the
example of FIG. 2A which is capable of caching and adapting
caching strategies for mobile application behavior and/or net-
work conditions.

In one embodiment, the caching policy manager 245
includes a metadata generator 203, a cache look-up engine
205, a cache appropriateness decision engine 246, a poll
schedule generator 247, an application protocol module 248,
a cache or connect selection engine 249 and/or a local cache
invalidator 244. The cache appropriateness decision engine
246 can further include a timing predictor 246a, a content
predictor 2465, a request analyzer 246¢, and/or a response
analyzer 2464, and the cache or connect selection engine 249
includes a response scheduler 249a. The metadata generator
203 and/or the cache look-up engine 205 are coupled to the
cache 285 (or local cache) for modification or addition to
cache entries or querying thereof.

The cache look-up engine 205 may further include an ID or
URI filter 2054, the local cache invalidator 244 may further
include a TTL manager 244a, and the poll schedule generator
247 may further include a schedule update engine 247a and/
or a time adjustment engine 2475. One embodiment of cach-
ing policy manager 245 includes an application cache policy
repository 243. In one embodiment, the application behavior
detector 236 includes a pattern detector 237, a poll interval
detector 238, an application profile generator 239, and/or a
priority engine 241. The poll interval detector 238 may fur-
ther include a long poll detector 238a having a response/
request tracking engine 238b. The poll interval detector 238
may further include a long poll hunting detector 238¢. The
application profile generator 239 can further include a
response delay interval tracker 239a.

The pattern detector 237, application profile generator 239,
and the priority engine 241 were also described in association
with the description of the pattern detector shown in the
example of FIG. 2A. One embodiment further includes an
application profile repository 242 which can be used by the
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local proxy 275 to store information or metadata regarding
application profiles (e.g., behavior, patterns, type of HTTP
requests, etc.)

The cache appropriateness decision engine 246 can detect,
assess, or determine whether content from a content source
(e.g., application server/content provider 110 in the example
of FIG. 1B) with which a mobile device 250 interacts and has
content that may be suitable for caching. For example, the
decision engine 246 can use information about a request
and/or a response received for the request initiated at the
mobile device 250 to determine cacheability, potential cache-
ability, or non-cacheability. In some instances, the decision
engine 246 can initially verify whether a request is directed to
a blacklisted destination or whether the request itself origi-
nates from a blacklisted client or application. If so, additional
processing and analysis may not be performed by the decision
engine 246 and the request may be allowed to be sent over the
air to the server to satisfy the request. The black listed desti-
nations or applications/clients (e.g., mobile applications) can
be maintained locally in the local proxy (e.g., in the applica-
tion profile repository 242) or remotely (e.g., in the proxy
server 325 or another entity).

In one embodiment, the decision engine 246, for example,
via the request analyzer 246c¢, collects information about an
application or client request generated at the mobile device
250. The request information can include request character-
istics information including, for example, request method.
For example, the request method can indicate the type of
HTTP request generated by the mobile application or client.
In one embodiment, response to a request can be identified as
cacheable or potentially cacheable if the request method is a
GET request or POST request. Other types of requests (e.g.,
OPTIONS, HEAD, PUT, DELETE, TRACE, or CONNECT)
may or may not be cached. In general, HTTP requests with
uncacheable request methods will not be cached.

Request characteristics information can further include
information regarding request size, for example. Responses
to requests (e.g., HTTP requests) with body size exceeding a
certain size will not be cached. For example, cacheability can
be determined if the information about the request indicates
that a request body size of the request does not exceed a
certain size. In some instances, the maximum cacheable
request body size can be set to 8092 bytes. In other instances,
different values may be used, dependent on network capacity
or network operator specific settings, for example.

In some instances, content from a given application server/
content provider (e.g., the server/content provider 110 of FIG.
1B) is determined to be suitable for caching based on a set of
criteria, for example, criteria specifying time criticality of the
content that is being requested from the content source. In one
embodiment, the local proxy (e.g., the local proxy 175 or 275
of FIG. 1B and FIG. 2A) applies a selection criteria to store
the content from the host server which is requested by an
application as cached elements in a local cache on the mobile
device to satisfy subsequent requests made by the application.

The cache appropriateness decision engine 246, further
based on detected patterns of requests sent from the mobile
device 250 (e.g., by a mobile application or other types of
clients on the device 250) and/or patterns of received
responses, can detect predictability in requests and/or
responses. For example, the request characteristics informa-
tion collected by the decision engine 246, (e.g., the request
analyzer 246¢) can further include periodicity information
between a request and other requests generated by a same
client on the mobile device or other requests directed to the
same host (e.g., with similar or same identifier parameters).
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Periodicity can be detected, by the decision engine 246 or
the request analyzer 246¢, when the request and the other
requests generated by the same client occur at a fixed rate or
nearly fixed rate, or at a dynamic rate with some identifiable
or partially or wholly reproducible changing pattern. If the
requests are made with some identifiable pattern (e.g., regular
intervals, intervals having a detectable pattern, or trend (e.g.,
increasing, decreasing, constant, etc.) the timing predictor
246a can determine that the requests made by a given appli-
cation on a device is predictable and identify it to be poten-
tially appropriate for caching, at least from a timing stand-
point.

An identifiable pattern or trend can generally include any
application or client behavior which may be simulated either
locally, for example, on the local proxy 275 on the mobile
device 250 or simulated remotely, for example, by the proxy
server 325 on the host 300, or a combination of local and
remote simulation to emulate application behavior.

In one embodiment, the decision engine 246, for example,
via the response analyzer 2464, can collect information about
a response to an application or client request generated at the
mobile device 250. The response is typically received from a
server or the host of the application (e.g., mobile application)
or client which sent the request at the mobile device 250. In
some instances, the mobile client or application can be the
mobile version of an application (e.g., social networking,
search, travel management, voicemail, contact manager,
email) or a web site accessed via a web browser or via a
desktop client.

For example, response characteristics information can
include an indication of whether transfer encoding or
chunked transfer encoding is used in sending the response. In
some instances, responses to HTTP requests with transfer
encoding or chunked transfer encoding are not cached, and
therefore are also removed from further analysis. The ratio-
nale here is that chunked responses are usually large and
non-optimal for caching, since the processing of these trans-
actions may likely slow down the overall performance. There-
fore, in one embodiment, cacheability or potential for cache-
ability can be determined when transfer encoding is not used
in sending the response.

In addition, the response characteristics information can
include an associated status code of the response which can be
identified by the response analyzer 2464. In some instances,
HTTP responses with uncacheable status codes are typically
not cached. The response analyzer 2464 can extract the status
code from the response and determine whether it matches a
status code which is cacheable or uncacheable. Some cache-
able status codes include by way of example: 200—OK,
301—Redirect, 302—Found, 303—See other, 304—Not
Modified, 307 Temporary Redirect, or 500—Internal server
error. Some uncacheable status codes can include, for
example, 403—Forbidden or 404—Not found.

In one embodiment, cacheability or potential for cache-
ability can be determined if the information about the
response does not indicate an uncacheable status code or
indicates a cacheable status code. If the response analyzer
246d detects an uncacheable status code associated with a
given response, the specific transaction (request/response
pair) may be eliminated from further processing and deter-
mined to be uncacheable on a temporary basis, a semi-per-
manent, or a permanent basis. If the status code indicates
cacheability, the transaction (e.g., request and/or response
pair) may be subject to further processing and analysis to
confirm cacheability, as shown in the example flow charts of
FIGS. 9-13.
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Response characteristics information can also include
response size information. In general, responses can be
cached locally at the mobile device 250 if the responses do not
exceed a certain size. In some instances, the default maximum
cached response size is set to 115 KB. In other instances, the
max cacheable response size may be diftferent and/or dynami-
cally adjusted based on operating conditions, network condi-
tions, network capacity, user preferences, network operator
requirements, or other application-specific, user specific,
and/or device-specific reasons. In one embodiment, the
response analyzer 2464 can identify the size of the response,
and cacheability or potential for cacheability can be deter-
mined if a given threshold or max value is not exceeded by the
response size.

Furthermore, response characteristics information can
include response body information for the response to the
request and other response to other requests generated by a
same client on the mobile device, or directed to a same con-
tent host or application server. The response body informa-
tion for the response and the other responses can be com-
pared, for example, by the response analyzer 2464, to prevent
the caching of dynamic content (or responses with content
that changes frequently and cannot be efficiently served with
cache entries, such as financial data, stock quotes, news feeds,
real-time sporting event activities, etc.), such as content that
would no longer be relevant or up-to-date if served from
cached entries.

The cache appropriateness decision engine 246 (e.g., the
content predictor 2465) can definitively identify repeatability
oridentify indications of repeatability, potential repeatability,
or predictability in responses received from a content source
(e.g., the content host/application server 110 shown in the
example of FIGS. 1A-B). Repeatability can be detected by,
for example, tracking at least two responses received from the
content source and determines if the two responses are the
same. For example, cacheability can be determined, by the
response analyzer 2464, if the response body information for
the response and the other responses sent by the same mobile
client or directed to the same host/server are same or substan-
tially the same. The two responses may or may not be
responses sent in response to consecutive requests. In one
embodiment, hash values of the responses received for
requests from a given application are used to determine
repeatability of content (with or without heuristics) for the
application in general and/or for the specific request. Addi-
tional same responses may be required for some applications
or under certain circumstances.

Repeatability in received content need not be 100% ascer-
tained. For example, responses can be determined to be
repeatable if a certain number or a certain percentage of
responses are the same, or similar. The certain number or
certain percentage of same/similar responses can be tracked
over a select period of time, set by default or set based on the
application generating the requests (e.g., whether the appli-
cation is highly dynamic with constant updates or less
dynamic with infrequent updates). Any indicated predictabil-
ity or repeatability, or possible repeatability, can be utilized
by the distributed system in caching content to be provided to
a requesting application or client on the mobile device 250.

In one embodiment, for a long poll type request, the local
proxy 175 can begin to cache responses on a third request
when the response delay times for the first two responses are
the same, substantially the same, or detected to be increasing
inintervals. In general, the received responses for the first two
responses should be the same, and upon verifying that the
third response received for the third request is the same (e.g.,
if RO=R1=R2), the third response can be locally cached on the
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mobile device. Less or more same responses may be required
to begin caching, depending on the type of application, type
of data, type of content, user preferences, or carrier/network
operator specifications.

Increasing response delays with same responses for long
polls can indicate a hunting period (e.g., a period in which the
application/client on the mobile device is seeking the longest
time between a request and response that a given network will
allow, a timing diagram showing timing characteristics is
illustrated in FIG. 8), as detected by the long poll hunting
detector 238¢ of the application behavior detector 236.

An example can be described below using TO, T1, T2,
where T indicates the delay time between when a request is
sent and when a response (e.g., the response header) is
detected/received for consecutive requests:

70=Response0(#)-RequestO(¢)=180 s. (+/-tolerance)
T1=Responsel(#)-Request1(#)=240 s. (+/-tolerance)

T2=Response2(#)-Request2(¥)=500 s. (+/-tolerance)

In the example timing sequence shown above, TO<T1<T2,
this may indicate a hunting pattern for a long poll when
network timeout has not yet been reached or exceeded. Fur-
thermore, if the responses R0, R1, and R2 received for the
three requests are the same, R2 can be cached. In this
example, R2 is cached during the long poll hunting period
without waiting for the long poll to settle, thus expediting
response caching (e.g., this is optional accelerated caching
behavior which can be implemented for all or select applica-
tions).

As such, the local proxy 275 can specify information that
can be extracted from the timing sequence shown above (e.g.,
polling schedule, polling interval, polling type) to the proxy
server and begin caching and to request the proxy server to
begin polling and monitoring the source (e.g., using any of
TO, T1, T2 as polling intervals but typically T2, or the largest
detected interval without timing out, and for which responses
from the source is received will be sent to the proxy server 325
of FIG. 3A for use in polling the content source (e.g., appli-
cation server/service provider 310)).

However, if the time intervals are detected to be getting
shorter, the application (e.g., mobile application)/client may
still be hunting for a time interval for which a response can be
reliably received from the content source (e.g., application/
server server/provider 110 or 310), and as such caching typi-
cally should not begin until the request/response intervals
indicate the same time interval or an increasing time interval,
for example, for a long poll type request.

An example of handling a detected decreasing delay can be
described below using T0O, T1, T2, T3, and T4 where T indi-
cates the delay time between when a request is sent and when
aresponse (e.g., the response header) is detected/received for
consecutive requests:

70=Response0(#)-RequestO(¢)=160 s. (+/-tolerance)
T1=Responsel(#)-Request1(#)=240 s. (+/-tolerance)
T2=Response2(#)-Request2(¥)=500 s. (+/-tolerance)
73=Time out at 700 s. (+/-tolerance)

T4=Response4(?)-Requestd(r)=600 (+/-tolerance)

If a pattern for response delays T1<T2<T3>T4 is detected,
as shown in the above timing sequence (e.g., detected by the
long poll hunting detector 238¢ of the application behavior
detector 236), it can be determined that T3 likely exceeded the
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network time out during a long poll hunting period. In
Request 3, a response likely was not received since the con-
nection was terminated by the network, application, server, or
other reason before a response was sent or available. On
Request 4 (after T4), if a response (e.g., Response 4) is
detected or received, the local proxy 275 can then use the
response for caching (if the content repeatability condition is
met). The local proxy can also use T4 as the poll interval in the
polling schedule set for the proxy server to monitor/poll the
content source.

Note that the above description shows that caching can
begin while long polls are in hunting mode in the event of
detecting increasing response delays, as long as responses are
received and not timed out for a given request. This can be
referred to as the optional accelerated caching during long
poll hunting. Caching can also begin after the hunting mode
(e.g., after the poll requests have settled to a constant or near
constant delay value) has completed. Note that hunting may
or may not occur for long polls and when hunting occurs; the
proxy 275 can generally detect this and determine whether to
begin to cache during the hunting period (increasing intervals
with same responses) or wait until the hunt settles to a stable
value.

In one embodiment, the timing predictor 246a of the cache
appropriateness decision engine 246 can track timing of
responses received from outgoing requests from an applica-
tion (e.g., mobile application) or client to detect any identifi-
able patterns which can be partially wholly reproducible,
such that locally cached responses can be provided to the
requesting client on the mobile device 250 in a manner that
simulates content source (e.g., application server/content
provider 110 or 310) behavior. For example, the manner in
which (e.g., from a timing standpoint) responses or content
would be delivered to the requesting application/client on the
device 250. This ensures preservation of user experience
when responses to application or mobile client requests are
served from a local and/or remote cache instead of being
retrieved/received directly from the content source (e.g.,
application, content provider 110 or 310).

In one embodiment, the decision engine 246 or the timing
predictor 246a determines the timing characteristics a given
application (e.g., mobile application) or client from, for
example, the request/response tracking engine 2384 and/or
the application profile generator 239 (e.g., the response delay
interval tracker 239a). Using the timing characteristics, the
timing predictor 246a determines whether the content
received in response to the requests are suitable or are poten-
tially suitable for caching. For example, poll request intervals
between two consecutive requests from a given application
can be used to determine whether request intervals are repeat-
able (e.g., constant, near constant, increasing with a pattern,
decreasing with a pattern, etc.) and can be predicted and thus
reproduced at least some of the times either exactly or
approximated within a tolerance level.

In some instances, the timing characteristics of a given
request type for a specific application, for multiple requests of
an application, or for multiple applications can be stored in
the application profile repository 242. The application profile
repository 242 can generally store any type of information or
metadata regarding application request/response characteris-
tics including timing patterns, timing repeatability, content
repeatability, etc.

The application profile repository 242 can also store meta-
data indicating the type of request used by a given application
(e.g., long polls, long-held HTTP requests, HI'TP streaming,
push, COMET push, etc.) Application profiles indicating
request type by applications can be used when subsequent

10

15

20

25

30

35

40

45

50

55

60

65

30

same/similar requests are detected, or when requests are
detected from an application which has already been catego-
rized. In this manner, timing characteristics for the given
request type or for requests of a specific application which has
been tracked and/or analyzed, need not be reanalyzed.

Application profiles can be associated with a time-to-live
(e.g., or a default expiration time). The use of an expiration
time for application profiles, or for various aspects of an
application or request’s profile can be used on a case by case
basis. The time-to-live or actual expiration time of application
profile entries can be set to a default value or determined
individually, or a combination thereof. Application profiles
can also be specific to wireless networks, physical networks,
network operators, or specific carriers.

One embodiment includes an application blacklist man-
ager 201. The application blacklist manager 201 can be
coupled to the application cache policy repository 243 and
can be partially or wholly internal to local proxy or the cach-
ing policy manager 245. Similarly, the blacklist manager 201
can be partially or wholly internal to local proxy or the appli-
cation behavior detector 236. The blacklist manager 201 can
aggregate, track, update, manage, adjust, or dynamically
monitor a list of destinations of servers/host that are “black-
listed,” or identified as not cached, on a permanent or tempo-
rary basis. The blacklist of destinations, when identified in a
request, can potentially be used to allow the request to be sent
over the (cellular) network for servicing. Additional process-
ing on the request may not be performed since it is detected to
be directed to a blacklisted destination.

Blacklisted destinations can be identified in the application
cache policy repository 243 by address identifiers including
specific URIs or patterns of identifiers including URI pat-
terns. In general, blacklisted destinations can be set by or
modified for any reason by any party including the user
(owner/user of mobile device 250), operating system/mobile
platform of device 250, the destination itself, network opera-
tor (of cellular network), Internet service provider, other third
parties, or according to a list of destinations for applications
known to be uncacheable/not suited for caching. Some entries
in the blacklisted destinations may include destinations
aggregated based on the analysis or processing performed by
the local proxy (e.g., cache appropriateness decision engine
246).

For example, applications or mobile clients on the mobile
device for which responses have been identified as non-suit-
able for caching can be added to the blacklist. Their corre-
sponding hosts/servers may be added in addition to or in lieu
of'an identification of the requesting application/client on the
mobile device 250. Some or all of such clients identified by
the proxy system can be added to the blacklist. For example,
for all application clients or applications that are temporarily
identified as not being suitable for caching, only those with
certain detected characteristics (based on timing, periodicity,
frequency of response content change, content predictability,
size, etc.) can be blacklisted.

The blacklisted entries may include a list of requesting
applications or requesting clients on the mobile device (rather
than destinations) such that, when a request is detected from
a given application or given client, it may be sent through the
network for a response, since responses for blacklisted cli-
ents/applications are in most circumstances not cached.

A given application profile may also be treated or pro-
cessed differently (e.g., different behavior of the local proxy
275 and the remote proxy 325) depending on the mobile
account associated with a mobile device from which the
application is being accessed. For example, a higher paying
account, or a premier account may allow more frequent
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access of the wireless network or higher bandwidth allowance
thus affecting the caching policies implemented between the
local proxy 275 and proxy server 325 with an emphasis on
better performance compared to conservation of resources. A
given application profile may also be treated or processed
differently under different wireless network conditions (e.g.,
based on congestion or network outage, etc.).

Note that cache appropriateness can be determined,
tracked, and managed for multiple clients or applications on
the mobile device 250. Cache appropriateness can also be
determined for different requests or request types initiated by
a given client or application on the mobile device 250. The
caching policy manager 245, along with the timing predictor
246a and/or the content predictor 2465 which heuristically
determines or estimates predictability or potential predict-
ability, can track, manage and store cacheability information
for various application or various requests for a given appli-
cation. Cacheability information may also include conditions
(e.g., an application can be cached at certain times of the day,
or certain days of the week, or certain requests of a given
application can be cached, or all requests with a given desti-
nation address can be cached) under which caching is appro-
priate which can be determined and/or tracked by the cache
appropriateness decision engine 246 and stored and/or
updated when appropriate in the application cache policy
repository 243 coupled to the cache appropriateness decision
engine 246.

The information in the application cache policy repository
243 regarding cacheability of requests, applications, and/or
associated conditions can be used later on when same
requests are detected. In this manner, the decision engine 246
and/or the timing and content predictors 246a/b need not
track and reanalyze request/response timing and content
characteristics to make an assessment regarding cacheability.
In addition, the cacheability information can in some
instances be shared with local proxies of other mobile devices
by way of direct communication or via the host server (e.g.,
proxy server 325 of host server 300).

For example, cacheability information detected by the
local proxy 275 on various mobile devices can be sent to a
remote host server or a proxy server 325 on the host server
(e.g., host server 300 or proxy server 325 shown in the
example of FIG. 3A, host 100 and proxy server 125 in the
example of FIGS. 1A-B). The remote host or proxy server can
then distribute the information regarding application-spe-
cific, request-specific cacheability information and/or any
associated conditions to various mobile devices or their local
proxies in a wireless network or across multiple wireless
networks (same service provider or multiple wireless service
providers) for their use.

In general, the selection criteria for caching can further
include, by way of example but not limitation, the state of the
mobile device indicating whether the mobile device is active
or inactive, network conditions, and/or radio coverage statis-
tics. The cache appropriateness decision engine 246 can in
any one or any combination of the criteria, and in any order,
identifying sources for which caching may be suitable.

Once application servers/content providers having identi-
fied or detected content that is potentially suitable for local
caching on the mobile device 250, the cache policy manager
245 can proceed to cache the associated content received
from the identified sources by storing content received from
the content source as cache elements in a local cache (e.g.,
local cache 185 or 285 shown in the examples of FIG. 1B and
FIG. 2A, respectively) on the mobile device 250.

The response can be stored in the cache 285 (e.g., also
referred as the local cache) as a cache entry. In addition to the
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response to a request, the cached entry can include response
metadata having additional information regarding caching of
the response. The metadata may be generated by the metadata
generator 203 and can include, for example, timing data such
as the access time of the cache entry or creation time of the
cache entry. Metadata can include additional information,
such as any information suited for use in determining whether
the response stored as the cached entry is used to satisty the
subsequent response. For example, metadata information can
further include, request timing history (e.g., including request
time, request start time, request end time), hash of the request
and/or response, time intervals or changes in time intervals,
etc.

The cache entry is typically stored in the cache 285 in
association with a time-to-live (TTL), which for example may
be assigned or determined by the TTL manager 244a of the
cache invalidator 244. The time-to-live of a cache entry is the
amount of time the entry is persisted in the cache 285 regard-
less of whether the response is still valid or relevant for a
given request or client/application on the mobile device 250.
For example, if the time-to-live of a given cache entry is set to
12 hours, the cache entry is purged, removed, or otherwise
indicated as having exceeded the time-to-live, even if the
response body contained in the cache entry is still current and
applicable for the associated request.

A default time-to-live can be automatically used for all
entries unless otherwise specified (e.g., by the TTL manager
244a), or each cache entry can be created with its individual
TTL (e.g., determined by the TTL manager 244a based on
various dynamic or static criteria). Note that each entry can
have a single time-to-live associated with both the response
data and any associated metadata. In some instances, the
associated metadata may have a different time-to-live (e.g., a
longer time-to-live) than the response data. Examples of rep-
resentations of a data model of a cache entry are illustrated in
FIG. 24 and FIG. 25.

The content source having content for caching can, in
addition or in alternate, be identified to a proxy server (e.g.,
proxy server 125 or 325 shown in the examples of FIG. 1B
and FIG. 3 A, respectively) remote from and in wireless com-
munication with the mobile device 250 such that the proxy
server can monitor the content source (e.g., application
server/content provider 110) for new or changed data. Simi-
larly, the local proxy (e.g., the local proxy 175 or 275 of FIG.
1B and FIG. 2A, respectively) can identify to the proxy server
that content received from a specific application server/con-
tent provider is being stored as cached elements in the local
cache 285.

Once content has been locally cached, the cache policy
manager 245, upon receiving future polling requests to con-
tact the application server/content host (e.g., 110 or 310), can
retrieve the cached elements from the local cache to respond
to the polling request made at the mobile device 250 such that
a radio of the mobile device is not activated to service the
polling request. For example, the cache look-up engine 205
can query the cache 285 to identify the response to be served
to a response. The response can be served from the cache in
response to identifying a matching cache entry and also using
any metadata stored with the response in the cache entry. The
cache entries can be queried by the cache look-up engine
using a URI of the request or another type of identifier (e.g.,
via the ID or URI filter 205a). The cache-lookup engine 205
can further use the metadata (e.g., extract any timing infor-
mation or other relevant information) stored with the match-
ing cache entry to determine whether response is still suited
for use in being served to a current request.
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Note that the cache-look-up can be performed by the
engine 205 using one or more of various multiple strategies.
In one embodiment, multiple cook-up strategies can be
executed sequentially on each entry store din the cache 285,
until at least one strategy identifies a matching cache entry.
The strategy employed to performing cache look-up can
include a strict matching criteria or a matching criteria which
allows for non-matching parameters.

For example, the look-up engine 205 can perform a strict
matching strategy which searches for an exact match between
an identifier (e.g., a URI for a host or resource) referenced in
apresent request for which the proxy is attempting to identify
acache entry and an identifier stored with the cache entries. In
the case where identifiers include URIs or URLSs, the match-
ing algorithm for strict matching will search for a cache entry
where all the parameters in the URLs match. For example:

Example 1

1. Cache contains entry for http://test.com/products/
2. Request is being made to URI http://test.com/products/
Strict strategy will find a match, since both URIs are same.

Example 2

1. Cache contains entry for http:/test.com/products/
?query=all

2. Request is being made to URI http://test.com/products/
?query=sub

Under the strict strategy outlined above, a match will not be
found since the URIs differ in the query parameter.

In another example strategy, the look-up engine 205 looks
for a cache entry with an identifier that partially matches the
identifier references in a present request for which the proxy
is attempting to identify a matching cache entry. For example,
the look-up engine 205 may look for a cache entry with an
identifier which differs from the request identifier by a query
parameter value. In utilizing this strategy, the look-up engine
205 can collect information collected for multiple previous
requests (e.g., a list of arbitrary parameters in an identifier) to
be later checked with the detected arbitrary parameter in the
current request. For example, in the case where cache entries
are stored with URI or URL identifiers, the look-up engine
searches for a cache entry with a URI differing by a query
parameter. If found, the engine 205 can examine the cache
entry for information collected during previous requests (e.g.
a list of arbitrary parameters) and checked whether the arbi-
trary parameter detected in or extracted from the current
URI/URL belongs to the arbitrary parameters list.

Example 1

1. Cache contains entry for http:/test.com/products/
?query=all, where query is marked as arbitrary.

2. Request is being made to URI http://text.com/products/
?query=sub
Match will be found, since query parameter is marked as
arbitrary.

Example 2

1. Cache contains entry for http:/test.com/products/
?query=all, where query is marked as arbitrary.

2. Request is being made to URI http://test.com/products/
?query=sub&sort=asc
Match will not be found, since current request contains sort
parameter which is not marked as arbitrary in the cache entry.
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Additional strategies for detecting cache hit may be
employed. These strategies can be implemented singly or in
any combination thereof. A cache-hit can be determined
when any one of these strategies determines a match. A cache
miss may be indicated when the look-up engine 205 deter-
mines that the requested data cannot be served from the cache
285, for any reason. For example, a cache miss may be deter-
mined when no cache entries are identified for any or all
utilized look-up strategies.

Cache miss may also be determined when a matching
cache entry exists but determined to be invalid or irrelevant
for the current request. For example, the look-up engine 205
may further analyze metadata (e.g., which may include tim-
ing data of the cache entry) associated with the matching
cache entry to determine whether it is still suitable for use in
responding to the present request.

When the look-up engine 205 has identified a cache hit
(e.g., an event indicating that the requested data can be served
from the cache), the stored response in the matching cache
entry can be served from the cache to satisfy the request of an
application/client.

By servicing requests using cache entries stored in cache
285, network bandwidth and other resources need not be used
to request/receive poll responses which may have not
changed from a response that has already been received at the
mobile device 250. Such servicing and fulfilling application
(e.g., mobile application) requests locally via cache entries in
the local cache 285 allows for more efficient resource and
mobile network traffic utilization and management since the
request need not be sent over the wireless network further
consuming bandwidth. In general, the cache 285 can be per-
sisted between power on/off of the mobile device 250, and
persisted across application/client refreshes and restarts.

For example, the local proxy 275, upon receipt of an out-
going request from its mobile device 250 or from an applica-
tion or other type of client on the mobile device 250, can
intercept the request and determine whether a cached
response is available in the local cache 285 of the mobile
device 250. If so, the outgoing request is responded to by the
local proxy 275 using the cached response on the cache of the
mobile device. As such, the outgoing request can be filled or
satisfied without a need to send the outgoing request over the
wireless network, thus conserving network resources and
battery consumption.

In one embodiment, the responding to the requesting appli-
cation/client on the device 250 is timed to correspond to a
manner in which the content server would have responded to
the outgoing request over a persistent connection (e.g., over
the persistent connection, or long-held HTTP connection,
long poll type connection, that would have been established
absent interception by the local proxy). The timing of the
response can be emulated or simulated by the local proxy 275
to preserve application behavior such that end user experi-
ence is not affected, or minimally affected by serving stored
content from the local cache 285 rather than fresh content
received from the intended content source (e.g., content host/
application server 110 of FIGS. 1A-B). The timing can be
replicated exactly or estimated within a tolerance parameter,
which may go unnoticed by the user or treated similarly by the
application so as to not cause operation issues.

For example, the outgoing request can be a request for a
persistent connection intended for the content server (e.g.,
application server/content provider of examples of FIGS.
1A-1B). In a persistent connection (e.g., long poll, COMET-
style push or any other push simulation in asynchronous
HTTP requests, long-held HTTP request, HTTP streaming,
or others) with a content source (server), the connection is
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held for some time after a request is sent. The connection can
typically be persisted between the mobile device and the
server until content is available at the server to be sent to the
mobile device. Thus, there typically can be some delay in
time between when a long poll request is sent and when a
response is received from the content source. If a response is
not provided by the content source for a certain amount of
time, the connection may also terminate due to network rea-
sons (e.g., socket closure) if a response is not sent.

Thus, to emulate a response from a content server sent over
apersistent connection (e.g., a long poll style connection), the
manner of response of the content server can be simulated by
allowing a time interval to elapse before responding to the
outgoing request with the cached response. The length of the
time interval can be determined on a request by request basis
or on an application by application (client by client basis), for
example.

In one embodiment, the time interval is determined based
on request characteristics (e.g., timing characteristics) of an
application on the mobile device from which the outgoing
request originates. For example, poll request intervals (e.g.,
which can be tracked, detected, and determined by the long
poll detector 238a of the poll interval detector 238) can be
used to determine the time interval to wait before responding
to a request with a local cache entry and managed by the
response scheduler 2494.

One embodiment of the cache policy manager 245 includes
a poll schedule generator 247 which can generate a polling
schedule for one or more applications on the mobile device
250. The polling schedule can specify a polling interval that
can be employed by an entity which is physically distinct
and/or separate from the mobile device 250 in monitoring the
content source for one or more applications (such that cached
responses can be verified periodically by polling a host server
(host server 110 or 310) to which the request is directed) on
behalf of the mobile device. One example of such an external
entity which can monitor the content at the source for the
mobile device 250 is a proxy server (e.g., proxy server 125 or
325 shown in the examples of FIG. 1B and FIG. 3A-C).

The polling schedule (e.g., including a rate/frequency of
polling) can be determined, for example, based on the interval
between the polling requests directed to the content source
from the mobile device. The polling schedule or rate of poll-
ing may be determined at the mobile device 250 (by the local
proxy). In one embodiment, the poll interval detector 238 of
the application behavior detector 236 can monitor polling
requests directed to a content source from the mobile device
250 in order to determine an interval between the polling
requests made from any or all application (e.g., mobile appli-
cation).

For example, the poll interval detector 238 can track
requests and responses for applications or clients on the
device 250. In one embodiment, consecutive requests are
tracked prior to detection of an outgoing request initiated
from the application (e.g., mobile application) on the mobile
device 250 by the same mobile client or application (e.g.,
mobile application). The polling rate can be determined using
request information collected for the request for which the
response is cached. In one embodiment, the rate is determined
from averages of time intervals between previous requests
generated by the same client which generated the request. For
example, a first interval may be computed between the current
request and a previous request, and a second interval can be
computed between the two previous requests. The polling rate
can be set from the average of the first interval and the second
interval and sent to the proxy server in setting up the caching
strategy.
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Alternate intervals may be computed in generating an aver-
age; for example, multiple previous requests in addition to
two previous requests may be used, and more than two inter-
vals may be used in computing an average. In general, in
computing intervals, a given request need not have resulted in
aresponse to be received from the host server/content source
in order to use it for interval computation. In other words, the
timing characteristics of a given request may be used in inter-
val computation, as long as the request has been detected,
even if the request failed in sending, or if the response
retrieval failed.

One embodiment of the poll schedule generator 247
includes a schedule update engine 2474 and/or a time adjust-
ment engine 247b. The schedule update engine 247a can
determine a need to update a rate or polling interval with
which a given application server/content host from a previ-
ously set value, based on a detected interval change in the
actual requests generated from a client or application (e.g.,
mobile application) on the mobile device 250.

For example, a request for which a monitoring rate was
determined may now be sent from the application (e.g.,
mobile application) or client at a different request interval.
The scheduled update engine 247a can determine the updated
polling interval of the actual requests and generate a new rate,
different from the previously set rate to poll the host at on
behalf of the mobile device 250. The updated polling rate can
be communicated to the remote proxy (proxy server 325) over
the cellular network for the remote proxy to monitor the given
host. In some instances, the updated polling rate may be
determined at the remote proxy or remote entity which moni-
tors the host.

In one embodiment, the time adjustment engine 2475 can
further optimize the poll schedule generated to monitor the
application server/content source (110 or 310). For example,
the time adjustment engine 2475 can optionally specify a time
to start polling to the proxy server. For example, in addition to
setting the polling interval at which the proxy server is to
monitor the application, server/content host can also specify
the time at which an actual request was generated at the
mobile client/application.

However, in some cases, due to inherent transmission delay
or added network delays or other types of latencies, the
remote proxy server receives the poll setup from the local
proxy with some delay (e.g., a few minutes, or a few seconds).
This has the effect of detecting response change at the source
after a request is generated by the mobile client/application
causing the invalidate of the cached response to occur after it
has once again been served to the application after the
response is no longer current or valid. This discrepancy is
further illustrated diagrammatically in the data timing dia-
gram of FIG. 21.

To resolve this non-optimal result of serving the out-dated
content once again before invalidating it, the time adjustment
engine 2475 can specify the time (t0) at which polling should
begin in addition to the rate, where the specified initial time t0
can be specified to the proxy server 325 as a time that is less
than the actual time when the request was generated by the
mobile app/client. This way, the server polls the resource
slightly before the generation of an actual request by the
mobile client such that any content change can be detected
prior to an actual application request. This prevents invalid or
irrelevant out-dated content/response from being served once
again before fresh content is served.

In one embodiment, an outgoing request from a mobile
device 250 is detected to be for a persistent connection (e.g.,
a long poll, COMET style push, and long-held (HTTP)
request) based on timing characteristics of prior requests
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from the same application or client on the mobile device 250.
For example, requests and/or corresponding responses can be
tracked by the request/response tracking engine 2385 of the
long poll detector 2384 of the poll interval detector 238.

The timing characteristics of the consecutive requests can
be determined to set up a polling schedule for the application
or client. The polling schedule can be used to monitor the
content source (content source/application server) for content
changes such that cached content stored on the local cache in
the mobile device 250 can be appropriately managed (e.g.,
updated or discarded). In one embodiment, the timing char-
acteristics can include, for example, a response delay time
(‘D’) and/or an idle time (‘IT”).

The response delay time and idle time typical of a long poll
are illustrated in the timing diagram shown below and also
described further in detail with references to FIGS. 18-22. In
one embodiment, the response/request tracking engine 2385
can track requests and responses to determine, compute, and/
or estimate, the timing diagrams for applicant or client
requests.

For example, the response/request tracking engine 2385
detects a first request (Request 0) initiated by a client on the
mobile device and a second request (Request 1) initiated by
the client on the mobile device after a response is received at
the mobile device responsive to the first request. The second
request is one that is subsequent to the first request. The
relationship between requests can be seen in the timing dia-
grams of FIGS. 18-22.

In one embodiment, the response/request tracking engine
238b can track requests and responses to determine, compute,
and/or estimate the timing diagrams for applicant or client
requests. The response/request tracking engine 2385 can
detect a first request initiated by a client on the mobile device
and a second request initiated by the client on the mobile
device after a response is received at the mobile device
responsive to the first request. The second request is one that
is subsequent to the first request.

The response/request tracking engine 2385 further deter-
mines relative timings between the first, second requests, and
the response received in response to the first request. In gen-
eral, the relative timings can be used by the long poll detector
238a to determine whether requests generated by the appli-
cation are long poll requests.

Note that in general, the first and second requests that are
used by the response/request tracking engine 2385 in com-
puting the relative timings are selected for use after a long poll
hunting period has settled or in the event when long poll
hunting does not occur. Timing characteristics that are typical
of a long poll hunting period is illustrated in the example of
FIG. 8 and can be, for example, detected by the long poll
hunting detector 238c¢. In other words, the requests tracked by
the response/request tracking engine 2386 and used for deter-
mining whether a given request is a long poll occurs after the
long poll has settled (e.g., shown in 810 of FIG. 8 after the
hunting mode 805 has completed).

In one embodiment, the long poll hunting detector 238¢
can identify or detect hunting mode, by identifying increasing
request intervals (e.g., increasing delays). The long poll hunt-
ing detector 238a can also detect hunting mode by detecting
increasing request intervals, followed by a request with no
response (e.g., connection timed out), or by detecting increas-
ing request intervals followed by a decrease in the interval. In
addition, the long poll hunting detector 238¢ can apply a filter
value or a threshold value to request-response time delay
value (e.g., an absolute value) above which the detected delay
can be considered to be a long poll request-response delay.
The filter value can be any suitable value characteristic of
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long polls and/or network conditions (e.g., 25,55, 10s,15s,
20 s., etc.) and can be used as a filter or threshold value.

The response delay time (‘D’) refers to the start time to
receive a response after a request has been sent and the idle
refers to time to send a subsequent request after the response
has been received. In one embodiment, the outgoing request
is detected to be for a persistent connection based on a com-
parison (e.g., performed by the tracking engine 2385) of the
response delay time relative (‘D’) or average of (‘D) (e.g.,
any average over any period oftime) to the idle time (‘IT”), for
example, by the long poll detector 238a. The number of
averages used can be fixed, dynamically adjusted, or changed
over a longer period of time. For example, the requests initi-
ated by the client are determined to be long poll requests if the
response delay time interval is greater than the idle time
interval (D>IT or D>>IT). In one embodiment, the tracking
engine 2385 of the long poll detector computes, determines,
or estimates the response delay time interval as the amount of
time elapsed between time of the first request and initial
detection or full receipt of the response.

In one embodiment, a request is detected to be for a per-
sistent connection when the idle time (‘IT”) is short since
persistent connections, established in response to long poll
requests or long poll HTTP requests for example, can also be
characterized in detecting immediate or near-immediate issu-
ance of a subsequent request after receipt of a response to a
previous request (e.g., [T~0). As such, the idle time (‘IT”) can
also be used to detect such immediate or near-immediate
re-request to identify long poll requests. The absolute or
relative timings determined by the tracking engine 2385 are
used to determine whether the second request is immediately
or near-immediately re-requested after the response to the
first request is received. For example, a request may be cat-
egorized as a long poll request if D+RT+IT~D+RT since IT is
small for this to hold true. IT may be determined to be small
ifitis less than a threshold value. Note that the threshold value
could be fixed or calculated over a limited time period (a
session, a day, a month, etc.), or calculated over a longer time
period (e.g., several months or the life of the analysis). For
example, for every request, the average I'T can be determined,
and the threshold can be determined using this average IT
(e.g., the average IT less a certain percentage may be used as
the threshold). This can allow the threshold to automatically
adapt over time to network conditions and changes in server
capability, resource availability or server response. A fixed
threshold can take upon any value including by way of
example but not limitation (e.g., 1 s. 25.3s. ... etc.).

In one embodiment, the long poll detector 238a can com-
pare the relative timings (e.g., determined by the tracker
engine 238b) to request-response timing characteristics for
other applications to determine whether the requests of the
application are long poll requests. For example, the requests
initiated by a client or application can be determined to be
long poll requests if the response delay interval time (‘D’) or
the average response delay interval time (e.g., averaged over
x number of requests or any number of delay interval times
averaged over x amount of time) is greater than a threshold
value.

The threshold value can be determined using response
delay interval times for requests generated by other clients,
for example by the request/response tracking engine 2385
and/or by the application profile generator 239 (e.g., the
response delay interval tracker 239a). The other clients may
reside on the same mobile device and the threshold value is
determined locally by components on the mobile device. The
threshold value can be determined for all requests over all
resources server over all networks, for example. The thresh-
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old value can be set to a specific constant value (e.g., 30
seconds, for example) to be used for all requests, or any
request which does not have an applicable threshold value
(e.g., long poll is detected if D>30 seconds).

In some instances, the other clients reside on different
mobile devices and the threshold can be determined by a
proxy server (e.g., proxy server 325 of the host 300 shown in
the example of FIGS. 3A-B) which is external to the mobile
device and able to communicate over a wireless network with
the multiple different mobile devices, as will be further
described with reference to FIG. 3B.

In one embodiment, the cache policy manager 245 sends
the polling schedule to the proxy server (e.g., proxy server
125 or 325 shown in the examples of FIG. 1B and FIG. 3A)
and can be used by the proxy server in monitoring the content
source, for example, for changed or new content (updated
response different from the cached response associated with a
request or application). A polling schedule sent to the proxy
can include multiple timing parameters including but not
limited to interval (time from request 1 to request 2) or a time
out interval (time to wait for response, used in long polls, for
example). Referring to the timing diagram of a request/re-
sponse timing sequence timing intervals ‘RI’, ‘D, ‘RT’, and/
or ‘IT’, or some statistical manipulation of the above values
(e.g., average, standard deviation, etc.) may all or in part be
sent to the proxy server.

For example, in the case when the local proxy 275 detects
a long poll, the various timing intervals in a request/response
timing sequence (e.g., ‘D’, ‘RT’, and/or ‘IT”) can be sent to
the proxy server 325 for use in polling the content source
(e.g., application server/content host 110). The local proxy
275 can also identify to the proxy server 325 that a given
application or request to be monitored is a long poll request
(e.g., instructing the proxy server to set a ‘long poll flag’, for
example). In addition, the proxy server uses the various tim-
ing intervals to determine when to send keep-alive indications
on behalf of mobile devices.

The local cache invalidator 244 of the caching policy man-
ager 245 can invalidate cache elements in the local cache
(e.g., cache 185 or 285) when new or changed data (e.g.,
updated response) is detected from the application server/
content source for a given request. The cached response can
be determined to be invalid for the outgoing request based on
a notification received from the proxy server (e.g., proxy 325
or the host server 300). The source which provides responses
to requests of the mobile client can be monitored to determine
relevancy of the cached response stored in the cache of the
mobile device 250 for the request. For example, the cache
invalidator 244 can further remove/delete the cached
response from the cache of the mobile device when the
cached response is no longer valid for a given request or a
given application.

In one embodiment, the cached response is removed from
the cache after it is provided once again to an application
which generated the outgoing request after determining that
the cached response is no longer valid. The cached response
can be provided again without waiting for the time interval or
provided again after waiting for a time interval (e.g., the time
interval determined to be specific to emulate the response
delay in a long poll). In one embodiment, the time interval is
the response delay ‘D’ or an average value of the response
delay ‘D’ over two or more values.

The new or changed data can be, for example, detected by
the proxy server (e.g., proxy server 125 or 325 shown in the
examples of FIG. 1B and FIG. 3A). When a cache entry for a
given request/poll has been invalidated, the use of the radio on
the mobile device 250 can be enabled (e.g., by the local proxy
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275 or the cache policy manager 245) to satisfy the subse-
quent polling requests, as further described with reference to
the interaction diagram of FIG. 4B.

One embodiment of the cache policy manager 245 includes
a cache or connect selection engine 249 which can decide
whether to use a locally cached entry to satisfy a poll/content
request generated at the mobile device 250 by an application
or widget. For example, the local proxy 275 or the cache
policy manger 245 canintercept a polling request, made by an
application (e.g., mobile application) on the mobile device, to
contact the application server/content provider. The selection
engine 249 can determine whether the content received for
the intercepted request has been locally stored as cache ele-
ments for deciding whether the radio of the mobile device
needs to be activated to satisfy the request made by the appli-
cation (e.g., mobile application) and also determine whether
the cached response is still valid for the outgoing request prior
to responding to the outgoing request using the cached
response.

In one embodiment, the local proxy 275, in response to
determining that relevant cached content exists and is still
valid, can retrieve the cached elements from the local cache to
provide a response to the application (e.g., mobile applica-
tion) which made the polling request such that a radio of the
mobile device is not activated to provide the response to the
application (e.g., mobile application). In general, the local
proxy 275 continues to provide the cached response each time
the outgoing request is received until the updated response
different from the cached response is detected.

When it is determined that the cached response is no longer
valid, a new request for a given request is transmitted over the
wireless network for an updated response. The request can be
transmitted to the application server/content provider (e.g.,
server/host 110) or the proxy server on the host server (e.g.,
proxy 325 on the host 300) for a new and updated response. In
one embodiment the cached response can be provided again
as a response to the outgoing request if a new response is not
received within the time interval, prior to removal of the
cached response from the cache on the mobile device.

FIG. 2C depicts a block diagram illustrating another
example of components in the application behavior detector
236 and the caching policy manager 245 in the local proxy
275 on the client-side of the distributed proxy system shown
in the example of FIG. 2A. The illustrated application behav-
ior detector 236 and the caching policy manager 245 can, for
example, enable the local proxy 275 to detect cache defeat
and perform caching of content addressed by identifiers
intended to defeat cache.

In one embodiment, the caching policy manager 245
includes a cache defeat resolution engine 221, an identifier
formalizer 211, a cache appropriateness decision engine 246,
apoll schedule generator 247, an application protocol module
248, a cache or connect selection engine 249 having a cache
query module 229, and/or a local cache invalidator 244. The
cache defeat resolution engine 221 can further include a pat-
tern extraction module 222 and/or a cache defeat parameter
detector 223. The cache defeat parameter detector 223 can
further include a random parameter detector 224 and/or a
time/date parameter detector 226. One embodiment further
includes an application cache policy repository 243 coupled
to the decision engine 246.

In one embodiment, the application behavior detector 236
includes a pattern detector 237, a poll interval detector 238, an
application profile generator 239, and/or a priority engine
241. The pattern detector 237 can further include a cache
defeat parameter detector 223 having also, for example, a
random parameter detector 233 and/or a time/date parameter
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detector 234. One embodiment further includes an applica-
tion profile repository 242 coupled to the application profile
generator 239. The application profile generator 239, and the
priority engine 241 have been described in association with
the description of the application behavior detector 236 in the
example of FIG. 2A.

The cache defeat resolution engine 221 can detect, identify,
track, manage, and/or monitor content or content sources
(e.g., servers or hosts) which employ identifiers and/or are
addressed by identifiers (e.g., resource identifiers such as
URLSs and/or URIs) with one or more mechanisms that defeat
cache or are intended to defeat cache. The cache defeat reso-
Iution engine 221 can, for example, detect from a given data
request generated by an application or client that the identifier
defeats or potentially defeats cache, where the data request
otherwise addresses content or responses from a host or
server (e.g., application server/content host 110 or 310) that is
cacheable.

In one embodiment, the cache defeat resolution engine 221
detects oridentifies cache defeat mechanisms used by content
sources (e.g., application server/content host 110 or 310)
using the identifier of a data request detected at the mobile
device 250. The cache defeat resolution engine 221 can detect
oridentify a parameter in the identifier which can indicate that
cache defeat mechanism is used. For example, a format, syn-
tax, or pattern of the parameter can be used to identify cache
defeat (e.g., a pattern, format, or syntax as determined or
extracted by the pattern extraction module 222).

The pattern extraction module 222 can parse an identifier
into multiple parameters or components and perform a
matching algorithm on each parameter to identify any of
which match one or more predetermined formats (e.g., a date
and/or time format). For example, the results of the matching
or the parsed out parameters from an identifier can be used
(e.g., by the cache defeat parameter detector 223) to identity
cache defeating parameters which can include one or more
changing parameters.

The cache defeat parameter detector 223, in one embodi-
ment can detect random parameters (e.g., by the random
parameter detector 224) and/or time and/or date parameters
which are typically used for cache defeat. The cache defeat
parameter detector 223 can detect random parameters (e.g., as
illustrated in parameters 752 shown in FIG. 7) and/or time/
dates using commonly employed formats for these param-
eters and performing pattern matching algorithms and tests.

In addition to detecting patterns, formats, and/or syntaxes,
the cache defeat parameter detector 223 further determines or
confirms whether a given parameter is defeating cache and
whether the addressed content can be cached by the distrib-
uted caching system. The cache defeat parameter detector
223 can detect this by analyzing responses received for the
identifiers utilized by a given data request. In general, a
changing parameter in the identifier is identified to indicate
cache defeat when responses corresponding to multiple data
requests are the same even when the multiple data requests
uses identifiers with the changing parameter being different
for each of the multiple data requests. For example, the
request/response pairs illustrate that the responses received
are the same, even though the resource identifier includes a
parameter that changes with each request.

For example, at least two same responses may be required
to identify the changing parameter as indicating cache defeat.
In some instances, at least three same responses may be
required. The requirement for the number of same responses
needed to determine that a given parameter with a varying
value between requests is cache defeating may be application
specific, context dependent, and/or user dependent/user
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specified, or a combination of the above. Such a requirement
may also be static or dynamically adjusted by the distributed
cache system to meet certain performance thresholds and/or
either explicit/implicit feedback regarding user experience
(e.g., whether the user or application is receiving relevant/
fresh content responsive to requests). More of the same
responses may be required to confirm cache defeat, or for the
system to treat a given parameter as intended for cache defeat
if an application begins to malfunction due to response cach-
ing and/or if the user expresses dissatisfaction (explicit user
feedback) or the system detects user frustration (implicit user
cues).

The cache appropriateness decision engine 246 can detect,
assess, or determine whether content from a content source
(e.g., application server/content provider 110 in the example
of FIG. 1B) with which a mobile device 250 interacts, has
content that may be suitable for caching. In some instances,
content from a given application server/content provider
(e.g., the server/provider 110 of FIG. 1B) is determined to be
suitable for caching based on a set of criteria (for example,
criteria specifying time criticality of the content that is being
requested from the content source). In one embodiment, the
local proxy (e.g., the local proxy 175 or 275 of FIG. 1B and
FIG. 2A) applies a selection criteria to store the content from
the host server which is requested by an application as cached
elements in a local cache on the mobile device to satisfy
subsequent requests made by the application.

The selection criteria can also include, by way of example,
but not limitation, state of the mobile device indicating
whether the mobile device is active or inactive, network con-
ditions, and/or radio coverage statistics. The cache appropri-
ateness decision engine 246 can any one or any combination
of the criteria, and in any order, in identifying sources for
which caching may be suitable.

Once application servers/content providers having identi-
fied or detected content that is potentially suitable for local
caching on the mobile device 250, the cache policy manager
245 can proceed to cache the associated content received
from the identified sources by storing content received from
the content source as cache elements in a local cache (e.g.,
local cache 185 or 285 shown in the examples of FIG. 1B and
FIG. 2A, respectively) on the mobile device 250. The content
source can also be identified to a proxy server (e.g., proxy
server 125 or 325 shown in the examples of FIG. 1B and FIG.
3 A, respectively) remote from and in wireless communica-
tion with the mobile device 250 such that the proxy server can
monitor the content source (e.g., application server/content
provider 110) for new or changed data. Similarly, the local
proxy (e.g., the local proxy 175 or 275 of FIG. 1B and FIG.
2A, respectively) can identify to the proxy server that content
received from a specific application server/content provider is
being stored as cached elements in the local cache.

In one embodiment, cache elements are stored in the local
cache 285 as being associated with anormalized version of an
identifier for an identifier employing one or more parameters
intended to defeat cache. The identifier can be normalized by
the identifier normalizer module 211 and the normalization
process can include, by way of example, one or more of:
converting the URI scheme and host to lower-case, capitaliz-
ing letters in percent-encoded escape sequences, removing a
default port, and removing duplicate slashes.

In another embodiment, the identifier is normalized by
removing the parameter for cache defeat and/or replacing the
parameter with a static value which can be used to address or
be associated with the cached response received responsive to
a request utilizing the identifier by the normalizer 211 or the
cache defeat parameter handler 212. For example, the cached
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elements stored in the local cache 285 (shown in FIG. 2A) can
be identified using the normalized version of the identifier or
a hash value of the normalized version of the identifier. The
hash value of an identifier or of the normalized identifier may
be generated by the hash engine 213.

Once content has been locally cached, the cache policy
manager 245 can, upon receiving future polling requests to
contact the content server, retrieve the cached elements from
the local cache to respond to the polling request made at the
mobile device 250 such that a radio of the mobile device is not
activated to service the polling request. Such servicing and
fulfilling application (e.g., mobile application) requests
locally via local cache entries allow for more efficient
resource and mobile network traffic utilization and manage-
ment since network bandwidth and other resources need not
be used to request/receive poll responses which may have not
changed from a response that has already been received at the
mobile device 250.

One embodiment of the cache policy manager 245 includes
a poll schedule generator 247 which can generate a polling
schedule for one or more applications on the mobile device
250. The polling schedule can specify a polling interval that
can be employed by the proxy server (e.g., proxy server 125
or 325 shown in the examples of FIG. 1B and FIG. 3A) in
monitoring the content source for one or more applications.
The polling schedule can be determined, for example, based
on the interval between the polling requests directed to the
content source from the mobile device. In one embodiment,
the poll interval detector 238 of the application behavior
detector can monitor polling requests directed to a content
source from the mobile device 250 in order to determine an
interval between the polling requests made from any or all
application (e.g., mobile application).

In one embodiment, the cache policy manager 245 sends
the polling schedule is sent to the proxy server (e.g., proxy
server 125 or 325 shown in the examples of FIG. 1B and FIG.
3A) and can be used by the proxy server in monitoring the
content source, for example, for changed or new content. The
local cache invalidator 244 of the caching policy manager 245
can invalidate cache elements in the local cache (e.g., cache
185 or 285) when new or changed data is detected from the
application server/content source for a given request. The
new or changed data can be, for example, detected by the
proxy server. When a cache entry for a given request/poll has
been invalidated and/or removed (e.g., deleted from cache)
after invalidation, the use of the radio on the mobile device
250 can be enabled (e.g., by the local proxy or the cache
policy manager 245) to satisfy the subsequent polling
requests, as further described with reference to the interaction
diagram of FIG. 4B.

In another embodiment, the proxy server (e.g., proxy
server 125 or 325 shown in the examples of FIG. 1B and FIG.
3A) uses a modified version of a resource identifier used in a
data request to monitor a given content source (the applica-
tion server/content host 110 of FIG. 1A and FIG. 1B to which
the data request is addressed) for new or changed data. For
example, in the instance where the content source or identifier
is detected to employ cache defeat mechanisms, a modified
(e.g., normalized) identifier can be used instead to poll the
content source. The modified or normalized version of the
identifier can be communicated to the proxy server by the
caching policy manager 245, or more specifically the cache
defeat parameter handler 212 of the identifier normalizer 211.

The modified identifier used by the proxy server to poll the
content source on behalf of the mobile device/application
(e.g., mobile application) may or may not be the same as the
normalized identifier. For example, the normalized identifier
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may be the original identifier with the changing cache defeat-
ing parameter removed whereas the modified identifier uses a
substitute parameter in place of the parameter that is used to
defeat cache (e.g., the changing parameter replaced with a
static value or other predetermined value known to the local
proxy and/or proxy server). The modified parameter can be
determined by the local proxy 275 and communicated to the
proxy server. The modified parameter may also be generated
by the proxy server (e.g., by the identifier modifier module
353 shown in the example of FIG. 3C).

One embodiment of the cache policy manager 245 includes
a cache or connect selection engine 249 which can decide
whether to use a locally cached entry to satisfy a poll/content
request generated at the mobile device 250 by an application
or widget. For example, the local proxy 275 or the cache
policy manger 245 can intercept a polling request made by an
application (e.g., mobile application) on the mobile device, to
contact the application server/content provider. The selection
engine 249 can determine whether the content received for
the intercepted request has been locally stored as cache ele-
ments for deciding whether the a radio of the mobile device
needs to be activated to satisfy the request made by the appli-
cation (e.g., mobile application). In one embodiment, the
local proxy 275, in response to determining that relevant
cached content exists and is still valid, can retrieve the cached
elements from the local cache to provide a response to the
application (e.g., mobile application) which made the polling
request such that a radio of the mobile device is not activated
to provide the response to the application (e.g., mobile appli-
cation).

In one embodiment, the cached elements stored in the local
cache 285 (shown in FIG. 2A) can be identified using a
normalized version of the identifier or a hash value of the
normalized version of the identifier, for example, using the
cache query module 229. Cached elements can be stored with
normalized identifiers which have cache defeating param-
eters removed or otherwise replaced such that the relevant
cached elements can be identified and retrieved in the future
to satisfy other requests employing the same type of cache
defeat. For example, when an identifier utilized in a subse-
quent request is determined to be utilizing the same cache
defeating parameter, the normalized version of this identifier
can be generated and used to identify a cached response
stored in the mobile device cache to satisfy the data request.
The hash value of an identifier or of the normalized identifier
may be generated by the hash engine 213 of the identifier
normalizer 211.

FIG. 2D depicts a block diagram illustrating examples of
additional components in the local proxy 275 shown in the
example of FIG. 2A which is further capable of performing
mobile traffic categorization and policy implementation
based on application behavior and/or user activity.

In this embodiment of the local proxy 275, the user activity
module 215 further includes one or more of, a user activity
tracker 2154, a user activity prediction engine 2155, and/or a
user expectation manager 215¢. The application behavior
detect 236 can further include a prioritization engine 241a, a
time criticality detection engine 2415, an application state
categorizer 241c¢, and/or an application traffic categorizer
241d. The local proxy 275 can further include a backlight
detector 219 and/or a network configuration selection engine
251. The network configuration selection engine 251 can
further include, one or more of, a wireless generation stan-
dard selector 2514, a data rate specifier 25154, an access chan-
nel selection engine 251¢, and/or an access point selector.

In one embodiment, the application behavior detector 236
is able to detect, determined, identify, or infer, the activity



US 9,300,719 B2

45

state of an application on the mobile device 250 to which
traffic has originated from or is directed to, for example, via
the application state categorizer 241¢ and/or the traffic cat-
egorizer 241d. The activity state can be determined by
whether the application is in a foreground or background state
on the mobile device (via the application state categorizer
241c¢) since the traffic for a foreground application vs. a
background application may be handled differently.

In one embodiment, the activity state can be determined,
detected, identified, or inferred with a level of certainty of
heuristics, based on the backlight status of the mobile device
250 (e.g., by the backlight detector 219) or other software
agents or hardware sensors on the mobile device, including
but not limited to, resistive sensors, capacitive sensors, ambi-
ent light sensors, motion sensors, touch sensors, etc. In gen-
eral, if the backlight is on, the traffic can be treated as being or
determined to be generated from an application that is active
or in the foreground, or the traffic is interactive. In addition, if
the backlight is on, the traffic can be treated as being or
determined to be traffic from user interaction or user activity,
or traffic containing data that the user is expecting within
some time frame.

In one embodiment, the activity state is determined based
on whether the traffic is interactive traffic or maintenance
traffic. Interactive traffic can include transactions from
responses and requests generated directly from user activity/
interaction with an application and can include content or
data that a user is waiting or expecting to receive. Mainte-
nance traffic may be used to support the functionality of an
application which is not directly detected by a user. Mainte-
nance traffic can also include actions or transactions that may
take place in response to a user action, but the user is not
actively waiting for or expecting a response.

For example, a mail or message delete action at a mobile
device 250 generates a request to delete the corresponding
mail or message at the server, but the user typically is not
waiting for a response. Thus, such a request may be catego-
rized as maintenance traffic, or traffic having a lower priority
(e.g., by the prioritization engine 241a) and/or is not time-
critical (e.g., by the time criticality detection engine 2145).

Contrastingly, a mail ‘read’ or message ‘read’ request ini-
tiated by a user a the mobile device 250, can be categorized as
‘interactive traffic’ since the user generally is waiting to
access content or data when they request to read a message or
mail. Similarly, such a request can be categorized as having
higher priority (e.g., by the prioritization engine 241a) and/or
as being time critical/time sensitive (e.g., by the time critical-
ity detection engine 2415).

The time criticality detection engine 2415 can generally
determine, identify, infer the time sensitivity of data con-
tained in traffic sent from the mobile device 250 or to the
mobile device from a host server (e.g., host 300) or applica-
tion server (e.g., app server/content source 110). For example,
time sensitive data can include, status updates, stock infor-
mation updates, IM presence information, email messages or
other messages, actions generated from mobile gaming appli-
cations, webpage requests, location updates, etc. Data that is
not time sensitive or time critical, by nature of the content or
request, can include requests to delete messages, mark-as-
read or edited actions, application-specific actions such as a
add-friend or delete-friend request, certain types of messages,
or other information which does not frequently changing by
nature, etc. In some instances when the data is not time
critical, the timing with which to allow the traffic to pass
through is set based on when additional data needs to be sent
from the mobile device 250. For example, traffic shaping
engine 255 can align the traffic with one or more subsequent
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transactions to be sent together in a single power-on event of
the mobile device radio (e.g., using the alignment module 256
and/or the batching module 257). The alignment module 256
can also align polling requests occurring close in time
directed to the same host server, since these request are likely
to be responded to with the same data.

In the alternate or in combination, the activity state can be
determined from assessing, determining, evaluating, infer-
ring, identifying user activity at the mobile device 250 (e.g.,
via the user activity module 215). For example, user activity
can be directly detected and tracked using the user activity
tracker 215a. The traffic resulting therefrom can then be cat-
egorized appropriately for subsequent processing to deter-
mine the policy for handling. Furthermore, user activity can
be predicted or anticipated by the user activity prediction
engine 2155b. By predicting user activity or anticipating user
activity, the traffic thus occurring after the prediction can be
treated as resulting from user activity and categorized appro-
priately to determine the transmission policy.

In addition, the user activity module 215 can also manage
user expectations (e.g., via the user expectation manager 215¢
and/or in conjunction with the activity tracker 215 and/or the
prediction engine 215b) to ensure that traffic is categorized
appropriately such that user expectations are generally met.
For example, a user-initiated action should be analyzed (e.g.,
by the expectation manager 215) to determine or infer
whether the user would be waiting for a response. If so, such
traffic should be handled under a policy such that the user
does not experience an unpleasant delay in receiving such a
response or action.

In one embodiment, an advanced generation wireless stan-
dard network is selected for use in sending traffic between a
mobile device and a host server in the wireless network based
onthe activity state of the application on the mobile device for
which traffic is originated from or directed to. An advanced
technology standards such as the 3G, 3.5G, 3G+, 4G, or LTE
network can be selected for handling traffic generated as a
result of user interaction, user activity, or traffic containing
data that the user is expecting or waiting for. Advanced gen-
eration wireless standard network can also be selected for to
transmit data contained in traffic directed to the mobile device
which responds to foreground activities.

In categorizing traffic and defining a transmission policy
for mobile traffic, a network configuration can be selected for
use (e.g., by the network configuration selection engine 251)
on the mobile device 250 in sending traffic between the
mobile device and a proxy server (325) and/or an application
server (e.g., app server/host 110). The network configuration
that is selected can be determined based on information gath-
ered by the application behavior module 236 regarding appli-
cation activity state (e.g., background or foreground traffic),
application traffic category (e.g., interactive or maintenance
traffic), any priorities of the data/content, time sensitivity/
criticality.

The network configuration selection engine 2510 can
select or specify one or more of, a generation standard (e.g.,
via wireless generation standard selector 251a), a data rate
(e.g., via data rate specifier 2515), an access channel (e.g.,
access channel selection engine 251¢), and/or an access point
(e.g., via the access point selector 251d), in any combination.

For example, a more advanced generation (e.g., 3G, LTE,
or 4G or later) can be selected or specified for traffic when the
activity state is in interaction with a user or in a foreground on
the mobile device. Contrastingly, an older generation stan-
dard (e.g., 2G, 2.5G, or 3G or older) can be specified for traffic
when one or more of the following is detected, the application
is not interacting with the user, the application is running in
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the background on the mobile device, or the data contained in
the traffic is not time critical, or is otherwise determined to
have lower priority.

Similarly, a network configuration with a slower data rate
can be specified for traffic when one or more of the following
is detected, the application is not interacting with the user, the
application is running in the background on the mobile
device, or the data contained in the traffic is not time critical.
The access channel (e.g., Forward access channel or dedi-
cated channel) can be specified.

FIG. 3 A depicts a block diagram illustrating an example of
server-side components in a distributed proxy and cache sys-
tem residing on a host server 300 that manages traffic in a
wireless network for resource conservation. The server-side
proxy (or proxy server 325) can further categorize mobile
traffic and/or implement delivery policies based on applica-
tion behavior, content priority, user activity, and/or user
expectations.

The host server 300 generally includes, for example, a
network interface 308 and/or one or more repositories 312,
314, and 316. Note that server 300 may be any portable/
mobile or non-portable device, server, cluster of computers
and/or other types of processing units (e.g., any number of a
machine shown in the example of FIG. 11) able to receive or
transmit signals to satisfy data requests over a network
including any wired or wireless networks (e.g., WiFi, cellular,
Bluetooth, etc.).

The network interface 308 can include networking module
(s) or devices(s) that enable the server 300 to mediate data in
anetwork with an entity that is external to the host server 300,
through any known and/or convenient communications pro-
tocol supported by the host and the external entity. Specifi-
cally, the network interface 308 allows the server 300 to
communicate with multiple devices including mobile phone
devices 350 and/or one or more application servers/content
providers 310.

The host server 300 can store information about connec-
tions (e.g., network characteristics, conditions, types of con-
nections, etc.) with devices in the connection metadata
repository 312. Additionally, any information about third
party application or content providers can also be stored in the
repository 312. The host server 300 can store information
about devices (e.g., hardware capability, properties, device
settings, device language, network capability, manufacturer,
device model, OS, OS version, etc.) in the device information
repository 314. Additionally, the host server 300 can store
information about network providers and the various network
service areas in the network service provider repository 316.

The communication enabled by network interface 308
allows for simultaneous connections (e.g., including cellular
connections) with devices 350 and/or connections (e.g.,
including wired/wireless, HTTP, Internet connections, LAN,
WiF1i, etc.) with content servers/providers 310 to manage the
traffic between devices 350 and content providers 310, for
optimizing network resource utilization and/or to conserver
power (battery) consumption on the serviced devices 350.
The host server 300 can communicate with mobile devices
350 serviced by different network service providers and/or in
the same/different network service areas. The host server 300
can operate and is compatible with devices 350 with varying
types or levels of mobile capabilities, including by way of
example but not limitation, 1G, 2G, 2G transitional (2.5G,
2.75G), 3G (IMT-2000), 3G transitional (3.5G, 3.75G, 3.9G),
4G (IMT-advanced), etc.

In general, the network interface 308 can include one or
more of a network adaptor card, a wireless network interface
card (e.g., SMS interface, WiFi interface, interfaces for vari-
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ous generations of mobile communication standards includ-
ing but not limited to 1G, 2G, 3G, 3.5G, 4G type networks
such as LTE, WiIMAX, etc.), Bluetooth, WiFi, or any other
network whether or not connected via a router, an access
point, a wireless router, a switch, a multilayer switch, a pro-
tocol converter, a gateway, a bridge, a bridge router, a hub, a
digital media receiver, and/or a repeater.

The host server 300 can further include server-side com-
ponents of the distributed proxy and cache system which can
include a proxy server 325 and a server cache 335. In one
embodiment, the proxy server 325 can include an HTTP
access engine 345, a caching policy manager 355, a proxy
controller 365, a traffic shaping engine 375, a new data detec-
tor 347 and/or a connection manager 395.

The HTTP access engine 345 may further include a heart-
beat manager 398; the proxy controller 365 may further
include a data invalidator module 368; the traffic shaping
engine 375 may further include a control protocol 376 and a
batching module 377. Additional or less components/mod-
ules/engines can be included in the proxy server 325 and each
illustrated component.

As used herein, a “module,” a “manager,” a “handler,” a
“detector,” an “interface,” a “controller,” a “normalizer,” a
“generator,” an “invalidator,” or an “engine” includes a gen-
eral purpose, dedicated or shared processor and, typically,
firmware or software modules that are executed by the pro-
cessor. Depending upon implementation-specific or other
considerations, the module, manager, handler, detector, inter-
face, controller, normalizer, generator, invalidator, or engine
can be centralized or its functionality distributed. The mod-
ule, manager, handler, detector, interface, controller, normal-
izer, generator, invalidator, or engine can include general or
special purpose hardware, firmware, or software embodied in
a computer-readable (storage) medium for execution by the
processor. As used herein, a computer-readable medium or
computer-readable storage medium is intended to include all
mediums that are statutory (e.g., in the United States, under
35U.S.C. §101), and to specifically exclude all mediums that
are non-statutory in nature to the extent that the exclusion is
necessary for a claim that includes the computer-readable
(storage) medium to be valid. Known statutory computer-
readable mediums include hardware (e.g., registers, random
access memory (RAM), non-volatile (NV) storage, to name a
few), but may or may not be limited to hardware.

In the example of a device (e.g., mobile device 350) mak-
ing an application or content request to an application server
or content provider 310, the request may be intercepted and
routed to the proxy server 325 which is coupled to the device
350 and the application server/content provider 310. Specifi-
cally, the proxy server is able to communicate with the local
proxy (e.g., proxy 175 and 275 of the examples of FIG. 1 and
FIG. 2 respectively) of the mobile device 350, the local proxy
forwards the data request to the proxy server 325 in some
instances for further processing and, if needed, for transmis-
sion to the application server/content server 310 for a
response to the data request.

In such a configuration, the host 300, or the proxy server
325 in the host server 300 can utilize intelligent information
provided by the local proxy in adjusting its communication
with the device in such a manner that optimizes use of net-
work and device resources. For example, the proxy server 325
can identify characteristics of user activity on the device 350
to modify its communication frequency. The characteristics
of user activity can be determined by, for example, the activ-
ity/behavior awareness module 366 in the proxy controller
365 via information collected by the local proxy on the device
350.
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In one embodiment, communication frequency can be con-
trolled by the connection manager 395 of the proxy server
325, for example, to adjust push frequency of content or
updates to the device 350. For instance, push frequency can be
decreased by the connection manager 395 when characteris-
tics of the user activity indicate that the user is inactive. In one
embodiment, when the characteristics of the user activity
indicate that the user is subsequently active after a period of
inactivity, the connection manager 395 can adjust the com-
munication frequency with the device 350 to send data that
was buffered as a result of decreased communication fre-
quency to the device 350.

In addition, the proxy server 325 includes priority aware-
ness of various requests, transactions, sessions, applications,
and/or specific events. Such awareness can be determined by
the local proxy on the device 350 and provided to the proxy
server 325. The priority awareness module 367 of the proxy
server 325 can generally assess the priority (e.g., including
time-criticality, time-sensitivity, etc.) of various events or
applications; additionally, the priority awareness module 367
can track priorities determined by local proxies of devices
350.

In one embodiment, through priority awareness, the con-
nection manager 395 can further modify communication fre-
quency (e.g., use or radio as controlled by the radio controller
396) of the server 300 with the devices 350. For example, the
server 300 can notify the device 350, thus requesting use of
the radio if it is not already in use when data or updates of an
importance/priority level which meets a criteria becomes
available to be sent.

In one embodiment, the proxy server 325 can detect mul-
tiple occurrences of events (e.g., transactions, content, data
received from server/provider 310) and allow the events to
accumulate for batch transfer to device 350. Batch transfer
can be cumulated and transfer of events can be delayed based
on priority awareness and/or user activity/application behav-
ior awareness as tracked by modules 367 and/or 366. For
example, batch transfer of multiple events (of a lower prior-
ity) to the device 350 can be initiated by the batching module
377 when an event of a higher priority (meeting a threshold or
criteria) is detected at the server 300. In addition, batch trans-
fer from the server 300 can be triggered when the server
receives data from the device 350, indicating that the device
radio is already in use and is thus on. In one embodiment, the
proxy server 325 can order the each messages/packets in a
batch for transmission based on event/transaction priority
such that higher priority content can be sent first in case
connection is lost or the battery dies, etc.

In one embodiment, the server 300 caches data (e.g., as
managed by the caching policy manager 355) such that com-
munication frequency over a network (e.g., cellular network)
with the device 350 can be modified (e.g., decreased). The
data can be cached, for example, in the server cache 335 for
subsequent retrieval or batch sending to the device 350 to
potentially decrease the need to turn on the device 350 radio.
The server cache 335 can be partially or wholly internal to the
host server 300, although in the example of FIG. 3A it is
shown as being external to the host 300. In some instances, the
server cache 335 may be the same as and/or integrated in part
or in whole with another cache managed by another entity
(e.g., the optional caching proxy server 199 shown in the
example of FIG. 1B), such as being managed by an applica-
tion server/content provider 310, a network service provider,
or another third party.

In one embodiment, content caching is performed locally
on the device 350 with the assistance of host server 300. For
example, proxy server 325 in the host server 300 can query

20

25

30

40

45

50

the application server/provider 310 with requests and monitor
changes in responses. When changed or new responses are
detected (e.g., by the new data detector 347), the proxy server
325 can notify the mobile device 350 such that the local proxy
on the device 350 can make the decision to invalidate (e.g.,
indicated as out-dated) the relevant cache entries stored as any
responses in its local cache. Alternatively, the data invalidator
module 368 can automatically instruct the local proxy of the
device 350 to invalidate certain cached data, based on
received responses from the application server/provider 310.
The cached data is marked as invalid, and can get replaced or
deleted when new content is received from the content server
310.

Note that data change can be detected by the detector 347
in one or more ways. For example, the server/provider 310
can notity the host server 300 upon a change. The change can
also be detected at the host server 300 in response to a direct
poll of the source server/provider 310. In some instances, the
proxy server 325 can in addition, pre-load the local cache on
the device 350 with the new/updated data. This can be per-
formed when the host server 300 detects that the radio on the
mobile device is already in use, or when the server 300 has
additional content/data to be sent to the device 350.

One or more the above mechanisms can be implemented
simultaneously or adjusted/configured based on application
(e.g., different policies for different servers/providers 310). In
some instances, the source provider/server 310 may notify the
host 300 for certain types of events (e.g., events meeting a
priority threshold level). In addition, the provider/server 310
may be configured to notify the host 300 at specific time
intervals, regardless of event priority.

In one embodiment, the proxy server 325 of the host 300
can monitor/track responses received for the data request
from the content source for changed results prior to returning
the result to the mobile device, such monitoring may be
suitable when data request to the content source has yielded
same results to be returned to the mobile device, thus prevent-
ing network/power consumption from being used when no
new changes are made to a particular requested. The local
proxy of the device 350 can instruct the proxy server 325 to
perform such monitoring or the proxy server 325 can auto-
matically initiate such a process upon receiving a certain
number of the same responses (e.g., or a number of the same
responses in a period of time) for a particular request.

In one embodiment, the server 300, through the activity/
behavior awareness module 366, is able to identify or detect
user activity at a device that is separate from the mobile
device 350. For example, the module 366 may detect that a
user’s message inbox (e.g., email or types of inbox) is being
accessed. This can indicate that the user is interacting with
his/her application using a device other than the mobile
device 350 and may not need frequent updates, if at all.

The server 300, in this instance, can thus decrease the
frequency with which new or updated content is sent to the
mobile device 350, or eliminate all communication for as
long as the user is detected to be using another device for
access. Such frequency decrease may be application specific
(e.g., for the application with which the user is interacting
with on another device), or it may be a general frequency
decrease (E.g., since the user is detected to be interacting with
one server or one application via another device, he/she could
also use it to access other services.) to the mobile device 350.

In one embodiment, the host server 300 is able to poll
content sources 310 on behalf of devices 350 to conserve
power or battery consumption on devices 350. For example,
certain applications on the mobile device 350 can poll its
respective server 310 in a predictable recurring fashion. Such
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recurrence or other types of application behaviors can be
tracked by the activity/behavior module 366 in the proxy
controller 365. The host server 300 can thus poll content
sources 310 for applications on the mobile device 350 that
would otherwise be performed by the device 350 through a
wireless (e.g., including cellular connectivity). The host
server can poll the sources 310 for new or changed data by
way of the HTTP access engine 345 to establish HTTP con-
nection or by way of radio controller 396 to connect to the
source 310 over the cellular network. When new or changed
data is detected, the new data detector 347 can notify the
device 350 that such data is available and/or provide the
new/changed data to the device 350.

In one embodiment, the connection manager 395 deter-
mines that the mobile device 350 is unavailable (e.g., the
radio is turned off) and utilizes SMS to transmit content to the
device 350, for instance, via the SMSC shown in the example
of FIG. 1B. SMS is used to transmit invalidation messages,
batches of invalidation messages, or even content in the case
where the content is small enough to fit into just a few (usually
one or two) SMS messages. This avoids the need to access the
radio channel to send overhead information. The host server
300 can use SMS for certain transactions or responses having
a priority level above a threshold or otherwise meeting a
criteria. The server 300 can also utilize SMS as an out-of-
band trigger to maintain or wake-up an IP connection as an
alternative to maintaining an always-on IP connection.

In one embodiment, the connection manager 395 in the
proxy server 325 (e.g., the heartbeat manager 398) can gen-
erate and/or transmit heartbeat messages on behalf of con-
nected devices 350 to maintain a backend connection with a
provider 310 for applications running on devices 350.

For example, in the distributed proxy system, local cache
on the device 350 can prevent any or all heartbeat messages
needed to maintain TCP/IP connections required for applica-
tions from being sent over the cellular, or other, network and
instead rely on the proxy server 325 on the host server 300 to
generate and/or send the heartbeat messages to maintain a
connection with the backend (e.g., application server/pro-
vider 110 in the example of FIG. 1A). The proxy server can
generate the keep-alive (heartbeat) messages independent of
the operations of the local proxy on the mobile device.

The repositories 312, 314, and/or 316 can additionally
store software, descriptive data, images, system information,
drivers, and/or any other data item utilized by other compo-
nents of the host server 300 and/or any other servers for
operation. The repositories may be managed by a database
management system (DBMS), for example, which may be but
is not limited to Oracle, DB2, Microsoft Access, Microsoft
SQL Server, PostgreSQL, MySQL, FileMaker, etc.

The repositories can be implemented via object-oriented
technology and/or via text files and can be managed by a
distributed database management system, an object-oriented
database management system (OODBMS) (e.g., Concept-
Base, FastDB Main Memory Database Management System,
JDOlnstruments, ObjectDB, etc.), an object-relational data-
base management system (ORDBMS) (e.g., Informix, Open-
Link Virtuoso, VMDS, etc.), a file system, and/or any other
convenient or known database management package.

FIG. 3B depicts a block diagram illustrating a further
example of components in the caching policy manager 355 in
the cache system shown in the example of FIG. 3A which is
capable of caching and adapting caching strategies for appli-
cation (e.g., mobile application) behavior and/or network
conditions.

The caching policy manager 355, in one embodiment, can
further include a metadata generator 303, a cache look-up
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engine 305, an application protocol module 356, a content
source monitoring engine 357 having a poll schedule man-
ager 358, a response analyzer 361, and/or an updated or new
content detector 359. In one embodiment, the poll schedule
manager 358 further includes a host timing simulator 3584, a
long poll request detector/manager 3585, a schedule update
engine 358¢, and/or a time adjustment engine 3584. The
metadata generator 303 and/or the cache look-up engine 305
can be coupled to the cache 335 (or, server cache) for modi-
fication or addition to cache entries or querying thereof.

In one embodiment, the proxy server (e.g., the proxy server
125 or 325 of the examples of FIG. 1B and FIG. 3A) can
monitor a content source for new or changed data via the
monitoring engine 357. The proxy server, as shown, is an
entity external to the mobile device 250 of FIGS. 2A-B. The
content source (e.g., application server/content provider 110
of FIG. 1B) can be one that has been identified to the proxy
server (e.g., by the local proxy) as having content that is being
locally cached on a mobile device (e.g., mobile device 150 or
250). The content source can be monitored, for example, by
the monitoring engine 357 at a frequency that is based on
polling frequency of the content source at the mobile device.
The poll schedule can be generated, for example, by the local
proxy and sent to the proxy server. The poll frequency can be
tracked and/or managed by the poll schedule manager 358.

For example, the proxy server can poll the host (e.g., con-
tent provider/application server) on behalf of the mobile
device and simulate the polling behavior of the client to the
host via the host timing simulator 358a. The polling behavior
can be simulated to include characteristics of a long poll
request-response sequences experienced in a persistent con-
nection with the host (e.g., by the long poll request detector/
manager 3585). Note that once a polling interval/behavior is
set, the local proxy 275 on the device-side and/or the proxy
server 325 on the server-side can verify whether application
and application server/content host behavior match or can be
represented by this predicted pattern. In general, the local
proxy and/or the proxy server can detect deviations and, when
appropriate, re-evaluate and compute, determine, or estimate
another polling interval.

In one embodiment, the caching policy manager 355 on the
server-side of the distribute proxy can, in conjunction with or
independent of the proxy server 275 on the mobile device,
identify or detect long poll requests. For example, the caching
policy manager 355 can determine a threshold value to be
used in comparison with a response delay interval time in a
request-response sequence for an application request to iden-
tify or detect long poll requests, possible long poll requests
(e.g., requests for a persistent connection with a host with
which the client communicates including, but not limited to,
a long-held HTTP request, a persistent connection enabling
COMET style push, request for HT'TP streaming, etc.), or
other requests which can otherwise be treated as a long poll
request.

For example, the threshold value can be determined by the
proxy 325 using response delay interval times for requests
generated by clients/applications across mobile devices
which may be serviced by multiple different cellular or wire-
less networks. Since the proxy 325 resides on host 300 is able
to communicate with multiple mobile devices via multiple
networks, the caching policy manager 355 has access to
application/client information at a global level which can be
used in setting threshold values to categorize and detect long
polls.

By tracking response delay interval times across applica-
tions across devices over different or same networks, the
caching policy manager 355 can set one or more threshold
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values to be used in comparison with response delay interval
times for long poll detection. Threshold values set by the
proxy server 325 can be static or dynamic, and can be asso-
ciated with conditions and/or a time-to-live (an expiration
time/date in relative or absolute terms).

In addition, the caching policy manager 355 of the proxy
325 can further determine the threshold value, in whole or in
part, based on network delays of a given wireless network,
networks serviced by a given carrier (service provider), or
multiple wireless networks. The proxy 325 can also deter-
mine the threshold value for identification of long poll
requests based on delays of one or more application server/
content provider (e.g., 110) to which application (e.g., mobile
application) or mobile client requests are directed.

The proxy server can detect new or changed data at a
monitored content source and transmits a message to the
mobile device notifying it of such a change such that the
mobile device (or the local proxy on the mobile device) can
take appropriate action (e.g., to invalidate the cache elements
in the local cache). In some instances, the proxy server (e.g.,
the caching policy manager 355) upon detecting new or
changed data can also store the new or changed data in its
cache (e.g., the server cache 135 or 335 of the examples of
FIG. 1B and FIG. 3A, respectively). The new/updated data
stored in the server cache 335 can be used in some instances
to satisfy content requests at the mobile device; for example,
it can be used after the proxy server has notified the mobile
device of the new/changed content and that the locally cached
content has been invalidated.

The metadata generator 303, similar to the metadata gen-
erator 203 shown in the example of FIG. 2B, can generate
metadata for responses cached for requests at the mobile
device 250. The metadata generator 303 can generate meta-
data for cache entries stored in the server cache 335. Simi-
larly, the cache look-up engine 305 can include the same or
similar functions are those described for the cache look-up
engine 205 shown in the example of FIG. 2B.

The response analyzer 361 can perform any or all of the
functionalities related to analyzing responses received for
requests generated at the mobile device 250 in the same or
similar fashion to the response analyzer 246d of the local
proxy shown in the example of FIG. 2B. Since the proxy
server 325 is able to receive responses from the application
server/content source 310 directed to the mobile device 250,
the proxy server 325 (e.g., the response analyzer 361) can
perform similar response analysis steps to determine cache-
ability, as described for the response analyzer of the local
proxy. Examples of response analysis procedures are also
described in conjunction with the flow charts shown in the
examples of FIGS. 11-13. The responses can be analyzed in
addition to or in lieu of the analysis that can be performed at
the local proxy 275 on the mobile device 250.

Furthermore, the schedule update engine 358¢ can update
the polling interval of a given application server/content host
based on application request interval changes of the applica-
tion at the mobile device 250 as described for the schedule
update engine in the local proxy 275. The time adjustment
engine 3584 can set an initial time at which polls of the
application server/content host is to begin to prevent the serv-
ing of out of date content once again before serving fresh
content as described for the schedule update engine in the
local proxy 275. Both the schedule updating and the time
adjustment algorithms can be performed in conjunction with
or in lieu of the similar processes performed at the local proxy
275 on the mobile device 250.

FIG. 3C depicts a block diagram illustrating another
example of components in the caching policy manager 355 in
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the proxy server 375 on the server-side of the distributed
proxy system shown in the example of FIG. 3A which is
capable of managing and detecting cache defeating mecha-
nisms and monitoring content sources.

The caching policy manager 355, in one embodiment, can
further include a cache defeating source manager 352, a con-
tent source monitoring engine 357 having a poll schedule
manager 358, and/or an updated or new content detector 359.
The cache defeating source manager 352 can further include
an identifier modifier module 353 and/or an identifier pattern
tracking module 354.

In one embodiment, the proxy server (e.g., the proxy server
125 or 325 of the examples of FIG. 1B and FIG. 3A) can
monitor a content source for new or changed data via the
monitoring engine 357. The content source (e.g., application
server/content provider 110 of FIG. 1B or 310 of FIG. 3A) can
be one that has been identified to the proxy server (e.g., by the
local proxy) as having content that is being locally cached on
amobile device (e.g., mobile device 150 or 250). The content
source 310 can be monitored, for example, by the monitoring
engine 357 at a frequency that is based on polling frequency
of the content source at the mobile device. The poll schedule
can be generated, for example, by the local proxy and sent to
the proxy server 325. The poll frequency can be tracked
and/or managed by the poll schedule manager 358.

In one embodiment, the proxy server 325 uses a normal-
ized identifier or modified identifier in polling the content
source 310 to detect new or changed data (responses). The
normalized identifier or modified identifier can also be used
by the proxy server 325 in storing responses on the server
cache 335. In general, the normalized or modified identifiers
can be used when cache defeat mechanisms are employed for
cacheable content. Cache defeat mechanisms can be in the
form of a changing parameter in an identifier such as a URI or
URL and can include a changing time/data parameter, a ran-
domly varying parameter, or other types parameters.

The normalized identifier or modified identifier removes or
otherwise replaces the changing parameter for association
with subsequent requests and identification of associated
responses and can also be used to poll the content source. In
one embodiment, the modified identifier is generated by the
cache defeating source manager 352 (e.g., the identifier modi-
fier module 353) of the caching policy manager 355 on the
proxy server 325 (server-side component of the distributed
proxy system). The modified identifier can utilize a substitute
parameter (which is generally static over a period of time) in
place of the changing parameter that is used to defeat cache.

The cache defeating source manager 352 optionally
includes the identifier pattern tracking module 354 to track,
store, and monitor the various modifications of an identifier or
identifiers that address content for one or more content
sources (e.g., application server/content host 110 or 310) to
continuously verify that the modified identifiers and/or nor-
malized identifiers used by the proxy server 325 to poll the
content sources work as predicted or intended (e.g., receive
the same responses or responses that are otherwise still rel-
evant compared to the original, unmodified identifier).

In the event that the pattern tracking module 354 detects a
modification or normalization of an identifier that causes
erratic or unpredictable behavior (e.g., unexpected responses
to be sent) on the content source, the tracking module 354 can
log the modification and instruct the cache defeating source
manager 352 to generate another modification/normalization,
or notify the local proxy (e.g., local proxy 275) to generate
another modification/normalization for use in polling the
content source. In the alternative or in parallel, the requests
from the given mobile application/client on the mobile device
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(e.g., mobile device 250) can temporarily be sent across the
network to the content source for direct responses to be pro-
vided to the mobile device and/or until a modification of an
identifier which works can be generated.

In one embodiment, responses are stored as server cache
elements in the server cache when new or changed data is
detected for a response that is already stored on a local cache
(e.g., cache 285) of the mobile device (e.g., mobile device
250). Therefore, the mobile device or local proxy 275 can
connect to the proxy server 325 to retrieve the new or changed
data for a response to a request which was previously cached
locally in the local cache 285 (now invalid, out-dated, or
otherwise determined to be irrelevant).

The proxy server 325 can detect new or changed data at a
monitored application server/content host 310 and transmits a
message to the mobile device notifying it of such a change
such that the mobile device (or the local proxy on the mobile
device) can take appropriate action (e.g., to invalidate the
cache elements in the local cache). In some instances, the
proxy server (e.g., the caching policy manager 355), upon
detecting new or changed data, can also store the new or
changed data in its cache (e.g., the server cache 135 or 335 of
the examples of FIG. 1B and FIG. 3A, respectively). The
updated/new data stored in the server cache can be used, in
some instances, to satisfy content requests at the mobile
device; for example, it can be used after the proxy server has
notified the mobile device of the new/changed content and
that the locally cached content has been invalidated.

FIG. 3D depicts a block diagram illustrating examples of
additional components in proxy server 325 shown in the
example of FIG. 3A which is further capable of performing
mobile traffic categorization and policy implementation
based on application behavior and/or traffic priority.

In one embodiment of the proxy server 325, the traffic
shaping engine 375 is further coupled to a traffic analyzer 336
for categorizing mobile traffic for policy definition and imple-
mentation for mobile traffic and transactions directed to one
or more mobile devices (e.g., mobile device 250 of FIGS.
2A-2D) or to an application server/content host (e.g., 110 of
FIGS. 1A-1B). In general, the proxy server 325 is remote
from the mobile devices and remote from the host server, as
shown in the examples of FIGS. 1A-1B. The proxy server 325
or the host server 300 can monitor the traffic for multiple
mobile devices and is capable of categorizing traffic and
devising traffic policies for different mobile devices.

In addition, the proxy server 325 or host server 300 can
operate with multiple carriers or network operators and can
implement carrier-specific policies relating to categorization
oftraffic and implementation of traffic policies for the various
categories. For example, the traffic analyzer 336 of the proxy
server 325 or host server 300 can include one or more of, a
prioritization engine 341a, a time criticality detection engine
3415, an application state categorizer 341c¢, and/or an appli-
cation traffic categorizer 341d.

Each of these engines or modules can track different crite-
rion for what is considered priority, time critical, background/
foreground, or interactive/maintenance based on different
wireless carriers. Different criterion may also exist for differ-
ent mobile device types (e.g., device model, manufacturer,
operating system, etc.). In some instances, the user of the
mobile devices can adjust the settings or criterion regarding
traffic category and the proxy server 325 is able to track and
implement these user adjusted/configured settings.

In one embodiment, the traffic analyzer 336 is able to
detect, determined, identity, or infer, the activity state of an
application on one or more mobile devices (e.g., mobile
device 150 or 250) which traffic has originated from or is
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directed to, for example, via the application state categorizer
341c and/or the traffic categorizer 341d. The activity state can
be determined based on whether the application is in a fore-
ground or background state on one or more of the mobile
devices (via the application state categorizer 341c¢) since the
traffic for a foreground application vs. a background applica-
tion may be handled differently to optimize network use.

In the alternate or in combination, the activity state of an
application can be determined by the wirelessly connected
mobile devices (e.g., via the application behavior detectors in
the local proxies) and communicated to the proxy server 325.
For example, the activity state can be determined, detected,
identified, or inferred with a level of certainty of heuristics,
based on the backlight status at mobile devices (e.g., by a
backlight detector) or other software agents or hardware sen-
sors on the mobile device, including but not limited to, resis-
tive sensors, capacitive sensors, ambient light sensors, motion
sensors, touch sensors, etc. In general, if the backlight is on,
the traffic can be treated as being or determined to be gener-
ated from an application that is active or in the foreground, or
the traffic is interactive. In addition, if the backlight is on, the
traffic can be treated as being or determined to be traffic from
user interaction or user activity, or traffic containing data that
the user is expecting within some time frame.

The activity state can be determined from assessing, deter-
mining, evaluating, inferring, identifying user activity at the
mobile device 250 (e.g., via the user activity module 215) and
communicated to the proxy server 325. In one embodiment,
the activity state is determined based on whether the traffic is
interactive traffic or maintenance traffic. Interactive traffic
can include transactions from responses and requests gener-
ated directly from user activity/interaction with an applica-
tion and can include content or data that a user is waiting or
expecting to receive. Maintenance traffic may be used to
support the functionality of an application which is not
directly detected by a user. Maintenance traffic can also
include actions or transactions that may take place inresponse
to a user action, but the user is not actively waiting for or
expecting a response.

The time criticality detection engine 34156 can generally
determine, identify, infer the time sensitivity of data con-
tained in traffic sent from the mobile device 250 or to the
mobile device from the host server 300 or proxy server 325, or
the application server (e.g., app server/content source 110).
For example, time sensitive data can include, status updates,
stock information updates, IM presence information, email
messages or other messages, actions generated from mobile
gaming applications, webpage requests, location updates, etc.

Data that is not time sensitive or time critical, by nature of
the content or request, can include requests to delete mes-
sages, mark-as-read or edited actions, application-specific
actions such as a add-friend or delete-friend request, certain
types of messages, or other information which does not fre-
quently changing by nature, etc. In some instances when the
data is not time critical, the timing with which to allow the
traffic to be sent to a mobile device is based on when there is
additional data that needs to the sent to the same mobile
device. For example, traffic shaping engine 375 can align the
traffic with one or more subsequent transactions to be sent
together in a single power-on event of the mobile device radio
(e.g., using the alignment module 378 and/or the batching
module 377). The alignment module 378 can also align poll-
ing requests occurring close in time directed to the same host
server, since these request are likely to be responded to with
the same data.

In general, whether new or changed data is sent from a host
server to a mobile device can be determined based on whether
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an application on the mobile device to which the new or
changed data is relevant, is running in a foreground (e.g., by
the application state categorizer 341c¢), or the priority or time
criticality of the new or changed data. The proxy server 325
can send the new or changed data to the mobile device if the
application is in the foreground on the mobile device, or if the
application is in the foreground and in an active state inter-
acting with a user on the mobile device, and/or whether a user
is waiting for a response that would be provided in the new or
changed data. The proxy server 325 (or traffic shaping engine
375) can send the new or changed data that is of'a high priority
or is time critical.

Similarly, the proxy server 325 (or the traffic shaping
engine 375) can suppressing the sending of the new or
changed data if the application is in the background on the
mobile device. The proxy server 325 can also suppress the
sending of the new or changed data if the user is not waiting
for the response provided in the new or changed data; wherein
the suppressing is performed by a proxy server coupled to the
host server and able to wirelessly connect to the mobile
device.

In general, if data, including new or change data is of a low
priority or is not time critical, the proxy server can waiting to
transfer the data until after a time period, or until there is
additional data to be sent (e.g. via the alignment module 378
and/or the batching module 377).

FIG. 4A depicts a block diagram illustrating another
example of client-side components in a distributed proxy and
cache system, further including a social caching module 401.
FIG. 4B depicts a block diagram illustrating additional com-
ponents in the social caching module 401 shown in the
example of FIG. 4A.

In one embodiment, the local proxy 275 of FIG. 4A
includes a social information retriever 405, a geo-location
detector 406, a distributed database manager 407, a virtual
resources manager 408, a state detector 811 having a poll
requestor 416 and/or a poll synchronizer 418, a distributed
database manager 821, and/or some shared memory compo-
nents 491, which may include any portion or all of the physi-
cal memory on the device. The proxy 275 can be coupled to or
include a repository storing shared database parameters.
Additional or less components/modules/engines can be
included in the local proxy 275 and each illustrated compo-
nent.

In the context of mobile devices such as mobile phones
(e.g., devices 102A-N shown in the example networked envi-
ronment with shared virtual memory of FIG. 1C), shared poll
states can be created for commonly polled sites/servers or
application servers/content providers by using virtual
memory and shared memory management (e.g., managed by
the virtual resources manager 408 and/or the distributed data-
base manager 407). The state detector 415 can track and/or
manage states for certain sites or application servers and
synchronize polls for some or all devices in the shared virtual
memory environment (e.g., using the poll synchronizer 418).

For example, multiple mobile phones or Smart phones
co-located in a sports bar may be polling ESPN.com. By
managing virtual memory for these co-located mobile
devices, updated content from ESPN.com can be sent to one
of the mobile devices which provides the updated content to
the other devices in the same sports bar (e.g., via Wifi, Blue-
tooth, etc.). In addition, mobile phones (e.g., devices 102A-N
of FIG. 1C) may merely share cache based on storage avail-
ability, for example, if one phone has a full cache, subsequent
operations can be offloaded to the cache of another phone.

Virtual memory management and sharing can be based on
explicit or inferred common interest. Common interest can be
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inferred, for example, by the social information retriever 405,
based on common social networks and/or temporal and/or
spatial location similarities (e.g., by the geo-location module
406). Information can be shared based on users of devices
having common social networks. For example, two users may
have the same or similar ‘friends’ on Facebook and are hang-
ing out at the same bar, when the mobile phone/device of one
user refreshes or polls for updated content from Facebook,
this information can be provided through a peer-to-peer con-
nection to the mobile device of the other user in the same bar
(or any other users/devices which may find this information
relevant).

This relieves the load off the radio network and off the
application server/provider (e.g., Facebook server), or
another intermediate server managing the polls (e.g., the host
server 100, 200 or 300). Furthermore, this enables device
without radio connection (without cellular connectivity) to
also receive the same updates through non-cellular connec-
tions with other devices in the shared memory network. Such
devices may be recipients of content in a co-located virtual
memory network.

Note that not all devices in a shared virtual memory net-
work require a local virtual memory manager or database
manager of its own. The local device proxies can thus include
fewer components. An example of the included components
are shown in FIG. 4B, as including, by way of example, a
social information retriever 405, a geo-location detector 406,
a state detector 415 having a poll requestor 416, a poll syn-
chronizer, and a shared memory component 491. Such
devices can receive shared information or other information/
content relevant in the virtual network without necessarily
managing resources/state across other devices in the same
network.

In general, the virtual memory management can be per-
formed by one or more devices in a virtual memory environ-
ment (e.g., any number of devices 102A-N in an environment
shown in FIG. 1C), via the virtual resources manager 408
and/or the distributed database manager 407 through shared
parameters, for example, stored in a shared repository, and
managed using state profiles and resource allocation tables
illustrated in FIGS. 1D-1F. In addition, virtual memory man-
agement, allocation, sharing and tracking can additionally or
alternatively be managed by a remote server (e.g., the host
server 100, 200, 300 in the examples of FIGS. 1-3 respec-
tively. For example, FIG. 5A depicts a block diagram illus-
trating an example of server-side components in the proxy
server 325 in a virtual memory sharing and database manage-
ment system.

FIG. 5A depicts a block diagram illustrating an example of
server-side components in a distributed proxy and cache sys-
tem, further including a social caching module 501.

FIG. 5B depicts a block diagram illustrating additional
components in the social caching module 501 shown in the
example of FIG. 5A.

The social caching module 501 on the server-side of the
distributed cache system can include a virtual memory man-
ager 501, a device state manager 511, an application state
manager 521 having a poll synchronizer, a social interest
tracker 531, and/or a co-location detector 541. The virtual
memory manager 501 can setup various virtual memory net-
works (e.g., such as those shown in the examples of FIGS.
1C-1F) and individually manage the respective memory net-
works based on their commonalities (e.g., location, interest,
social profile, network status/capability, etc.).

Virtual memory network can automatically be setup by the
manager 501 based on information detected by the social
interest tracker 531 and/or the co-location detector 541,
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which identifies devices that are suitable to be included into a
virtual memory network at a given place and/or time. The
creation of a virtual memory network may also be requested
by a given device (e.g., such as a device in the networks shown
in the example of FIG. 1C). The management of the virtual
memory sharing and allocation can reside in the local
memory network (networks of FIG. 1C), or reside on
remotely on the remote proxy of 325, or distributed and
shared between the local memory network and the remote
Proxy.

The device state manager 511 manages content or applica-
tion states on devices in a shared memory network. The
application state manager 521 determines whether updated or
new content is available on servers/content providers polled
by devices on the various shared virtual memory networks.
The poll synchronizer 522 can detect that multiple devices in
aparticular shared virtual memory network are polling one or
more of the same content sources, and synchronize the polls
to conserve resources. The result of the polls (e.g., whether it
includes new/updated content, an invalidate command, or an
indication that no new content is available) can be sent to one
of the devices in a given shared virtual memory network for
distribution by that device to other devices of interest.

FIG. 6A depicts another flow diagram illustrating an
example process for distributed content caching between a
mobile device and a proxy server and the distributed manage-
ment of content caching.

As shown in the distributed system interaction diagram in
the example of FIG. 4, the disclosed technology is a distrib-
uted caching model with various aspects of caching tasks split
between the client-side/mobile device side (e.g., mobile
device 450 in the example of FIG. 4) and the server side (e.g.,
server side 470 including the host server 485 and/or the
optional caching proxy 475).

In general the device-side responsibilities can include
deciding whether a response to a particular request can be
and/or should be cached. The device-side of the proxy can
make this decision based on information (e.g., timing char-
acteristics, detected pattern, detected pattern with heuristics,
indication of predictability or repeatability) collected from/
during both request and response and cache it (e.g., storing it
in a local cache on the mobile device). The device side can
also notify the server-side in the distributed cache system of
the local cache event and notify it monitor the content source
(e.g., application server/content provider 110 of FIGS.
1A-B).

The device side can further instruct the server side of the
distributed proxy to periodically validate the cache response
(e.g., by way of polling, or sending polling requests to the
content source). The device side can further decide whether a
response to a particular cache request should be returned from
the local cache (e.g., whether a cache hit is detected). The
decision can be made by the device side (e.g., the local proxy
on the device) using information collected from/during
request and/or responses received from the content source.

In general, the server-side responsibilities can include vali-
dating cached responses for relevancy (e.g., determine
whether a cached response is still valid or relevant to its
associated request). The server-side can send the mobile
device an invalidation request to notify the device side when
a cached response is detected to be no longer valid or no
longer relevant (e.g., the server invalidates a given content
source). The device side then can remove the response from
the local cache.

The diagram of FIG. 6 A illustrates caching logic processes
performed for each detected or intercepted request (e.g.,
HTTPrequest) detected at a mobile device (e.g., client-side of
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the distributed proxy). In step 602, the client-side of the proxy
(e.g., local proxy 275 shown in FIGS. 2A-B or mobile device
450 of FIG. 4) receives a request (from an application (e.g.,
mobile application) or mobile client). In step 604, URL is
normalized and in step 606 the client-side checks to deter-
mine if the request is cacheable. If the request is determined
to be not cacheable in step 612, the request is sent to the
source (application server/content provider) in step 608 and
the response is received 610 and delivered to the requesting
application 622, similar to a request-response sequence with-
out interception by the client side proxy.

Ifthe request is determined to be cacheable, in step 612, the
client-side looks up the cache to determine whether a cache
entry exists for the current request. If so, in step 624, the
client-side can determine whether the entry is valid and if so,
the client side can check the request to see if includes a
validator (e.g., a modified header or an entity tag) in step 615.
For example, the concept of validation is eluded to in section
13.3 of RFC 2616 which describes in possible types of head-
ers (e.g., eTAG, Modified_Since, must_revalidate, pragma
no_cache) and forms a validating response 632 if so to be
delivered to the requesting application in step 622. If the
request does not include a validator as determined by step
615, a response is formed from the local cache in step 630 and
delivered to the requesting application in step 622. This vali-
dation step can be used for content that would otherwise
normally be considered un-cacheable.

If, instead, in step 624, the cache entry is found but deter-
mined to be no longer valid or invalid, the client side of the
proxy sends the request 616 to the content source (application
server/content host) and receives a response directly from the
source in step 618. Similarly, if in step 612, a cache entry was
not found during the look up, the request is also sent in step
616. Once the response is received, the client side checks the
response to determine if it is cacheable in step 626. If so, the
response is cached in step 620. The client then sends another
poll in step 614 and then delivers the response to the request-
ing application in step 622.

FIG. 6B depicts a diagram showing how data requests from
a mobile device 450 to an application server/content provider
495 in a wireless network can be coordinated by a distributed
proxy system 460 in a manner such that network and battery
resources are conserved through using content caching and
monitoring performed by the distributed proxy system 460.

In satisfying application or client requests on a mobile
device 450 without the distributed proxy system 460, the
mobile device 450, or the software widget executing on the
device 450, performs a data request 452 (e.g., an HTTP GET,
POST, or other request) directly to the application server 495
and receives a response 404 directly from the server/provider
495. If the data has been updated, the widget 455 on the
mobile device 450 can refreshes itselfto reflect the update and
waits for small period of time and initiates another data
request to the server/provider 495.

In one embodiment, the requesting client or software wid-
get 455 on the device 450 can utilize the distributed proxy
system 460 in handling the data request made to server/
provider 495. In general, the distributed proxy system 460 can
include a local proxy 465 (which is typically considered a
client-side component of the system 460 and can reside on the
mobile device 450), a caching proxy 475 (considered a
server-side component 470 of the system 460 and can reside
on the host server 485 or be wholly or partially external to the
host server 485), and a host server 485. The local proxy 465
can be connected to the caching proxy 475 and host server
485 via any network or combination of networks.
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When the distributed proxy system 460 is used for data/
application requests, the widget 455 can perform the data
request 456 via the local proxy 465. The local proxy 465, can
intercept the requests made by device applications, and can
identify the connection type of the request (e.g., an HTTP get
request or other types of requests). The local proxy 465 can
then query the local cache for any previous information about
the request (e.g., to determine whether a locally stored
response is available and/or still valid). If a locally stored
response is not available or if there is an invalid response
stored, the local proxy 465 can update or store information
about the request, the time it was made, and any additional
data, in the local cache. The information can be updated for
use in potentially satisfying subsequent requests.

The local proxy 465 can then send the request to the host
server 485 and the host server 485 can perform the request
456 and returns the results in response 458. The local proxy
465 can store the result and, in addition, information about the
result and returns the result to the requesting widget 455.

In one embodiment, if the same request has occurred mul-
tiple times (within a certain time period) and it has often
yielded same results, the local proxy 465 can notify 460 the
server 485 that the request should be monitored (e.g., steps
462 and 464) for result changes prior to returning a result to
the local proxy 465 or requesting widget 455.

In one embodiment, if a request is marked for monitoring,
the local proxy 465 can now store the results into the local
cache. Now, when the data request 466, for which a locally
response is available, is made by the widget 455 and inter-
cepted at the local proxy 465, the local proxy 465 can return
the response 468 from the local cache without needing to
establish a connection communication over the wireless net-
work.

In addition, the server proxy performs the requests marked
for monitoring 470 to determine whether the response 472 for
the given request has changed. In general, the host server 485
can perform this monitoring independently of the widget 455
or local proxy 465 operations. Whenever an unexpected
response 472 is received for a request, the server 485 can
notify the local proxy 465 that the response has changed (e.g.,
the invalidate notification in step 474) and that the locally
stored response on the client should be erased or replaced
with a new response.

In this case, a subsequent data request 476 by the widget
455 from the device 450 results in the data being returned
from host server 485 (e.g., via the caching proxy 475), and in
step 478, the request is satisfied from the caching proxy 475.
Thus, through utilizing the distributed proxy system 460, the
wireless (cellular) network is intelligently used when the
content/data for the widget or software application 455 on the
mobile device 450 has actually changed. As such, the traffic
needed to check for the changes to application data is not
performed over the wireless (cellular) network. This reduces
the amount of generated network traffic and shortens the total
time and the number of times the radio module is powered up
on the mobile device 450, thus reducing battery consumption
and, in addition, frees up network bandwidth.

FIG. 7 depicts a table 700 showing examples of different
traffic or application category types which can be used in
implementing network access and content delivery policies.
For example, traffic/application categories can include inter-
active or background, whether a user is waiting for the
response, foreground/background application, and whether
the backlight is on or off.

FIG. 8 depicts a table 800 showing examples of different
content category types which can be used in implementing
network access and content delivery policies. For example,
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content category types can include content of high or low
priority, and time critical or non-time critical content/data.

FIG. 9 depicts an interaction diagram showing how appli-
cation (e.g., mobile application) 955 polls having data
requests from a mobile device to an application server/con-
tent provider 995 over a wireless network can be can be
cached on the local proxy 965 and managed by the distributed
caching system (including local proxy 965 and the host server
985 (having server cache 935 or caching proxy server 975)).

In one example, when the mobile application/widget 955
polls an application server/provider 932, the poll can locally
be intercepted 934 on the mobile device by local proxy 965.
The local proxy 965 can detect that the cached content is
available for the polled content in the request and can thus
retrieve a response from the local cache to satisfy the inter-
cepted poll 936 without requiring use of wireless network
bandwidth or other wireless network resources. The mobile
application/widget 955 can subsequently receive a response
to the poll from a cache entry 938.

In another example, the mobile application widget 955
polls the application server/provider 940. The poll is inter-
cepted 942 by the local proxy 965 and detects that cache
content is unavailable in the local cache and decides to set up
the polled source for caching 944. To satisfy the request, the
poll is forwarded to the content source 946. The application
server/provider 995 receives the poll request from the appli-
cation and provides a response to satisfy the current request
948. In 950, the application (e.g., mobile application)/widget
955 receives the response from the application server/pro-
vider to satisfy the request.

In conjunction, in order to set up content caching, the local
proxy 965 tracks the polling frequency of the application and
can set up a polling schedule to be sent to the host server 952.
The local proxy sends the cache set up to the host server 954.
The host server 985 can use the cache set up which includes,
for example, an identification of the application server/pro-
vider to be polled and optionally a polling schedule 956. The
host server 985 can now poll the application server/provider
995 to monitor responses to the request 958 on behalf of the
mobile device. The application server receives the poll from
the host server and responds 960. The host server 985 deter-
mines that the same response has been received and polls the
application server 995 according to the specified polling
schedule 962. The application server/content provider 995
receives the poll and responds accordingly 964.

The host server 985 detects changed or new responses and
notifies the local proxy 965. The host server 985 can addi-
tional store the changed or new response in the server cache or
caching proxy 968. The local proxy 965 receives notification
from the host server 985 that new or changed data is now
available and can invalidate the affected cache entries 970.
The next time the application (e.g., mobile application)/wid-
get 955 generates the same request for the same server/con-
tent provider 972, the local proxy determines that no valid
cache entry is available and instead retrieves a response from
the server cache 974, for example, through an HTTP connec-
tion. The host server 985 receives the request for the new
response and sends the response back 976 to the local proxy
965. The request is thus satisfied from the server cache or
caching proxy 978 without the need for the mobile device to
utilize its radio or to consume mobile network bandwidth thus
conserving network resources.

Alternatively, when the application (e.g., mobile applica-
tion) generates the same request in step 980, the local proxy
965, in response to determining that no valid cache entry is
available, forwards the poll to the application server/provider
in step 982 over the mobile network. The application server/



US 9,300,719 B2

63

provider 995 receives the poll and sends the response back to
the mobile device in step 984 over the mobile network. The
request is thus satisfied from the server/provider using the
mobile network in step 986.

FIG. 10 depicts an interaction diagram showing how appli-
cation 1055 polls for content from an application server/
content provider 1095 which employs cache-defeating
mechanisms in content identifiers (e.g., identifiers intended to
defeat caching) over a wireless network can still be detected
and locally cached.

In one example, when the application (e.g., mobile appli-
cation)/widget 1055 polls an application server/provider in
step 1032, the poll can locally be intercepted in step 1034 on
the mobile device by local proxy 1065. In step 1034, the local
proxy 1065 on the mobile device may also determine (with
some level of certainty and heuristics) that a cache defeating
mechanism is employed or may be employed by the server
provider.

The local proxy 1065 can detect that the cached content is
available for the polled content in the request and can thus
retrieve a response from the local cache to satisfy the inter-
cepted poll 1036 without requiring use of wireless network
bandwidth or other wireless network resources. The applica-
tion (e.g., mobile application)/widget 1055 can subsequently
receive a response to the poll from a cache entry in step 1038
(e.g., a locally stored cache entry on the mobile device).

In another example, the application (e.g., mobile applica-
tion) widget 1055 polls the application server/provider 1095
in step 1040. The poll is intercepted in step 1042 by the local
proxy 1065 which determines that a cache defeat mechanism
is employed by the server/provider 1095. The local proxy
1065 also detects that cached content is unavailable in the
local cache for this request and decides to setup the polled
content source for caching in step 1044. The local proxy 1065
can then extract a pattern (e.g., a format or syntax) of an
identifier of the request and track the polling frequency of the
application to setup a polling schedule of the host server 1085
in step 1046.

To satisty the request, the poll request is forwarded to the
content provider 1095 in step 1048. The application server/
provider 1095 receives the poll request from the application
and provides a response to satisfy the current request in step
1050. In step 1052, the application (e.g., mobile application)/
widget 1055 receives the response from the application
server/provider 1095 to satisty the request.

In conjunction, in order to setup content caching, the local
proxy 1065 caches the response and stores a normalized
version of the identifier (or a hash value of the normalized
identifier) in association with the received response for future
identification and retrieval in step 1054. The local proxy
sends the cache setup to the host server 1085 in step 1056. The
cache setup includes, for example, the identifier and/or a
normalized version of the identifier. In some instances, a
modified identifier, different from the normalized identifier, is
sent to the host server 1085.

The host server 1085 can use the cache setup, which
includes, for example, an identification of the application
server/provider to be polled and optionally a polling schedule
in step 1058. The host server 1085 can now poll the applica-
tion server/provider 1095 to monitor responses to the request
in step 1060 on behalf of the mobile device. The application
server 1095 receives the poll from the host server 1085
responds in step 1062. The host server 1085 determines that
the same response has been received and polls the application
server 1095, for example, according to the specified polling
schedule and using the normalized or modified identifier in
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step 1064. The application server/content provider 1095
receives the poll and responds accordingly in step 1066.

This time, the host server 1085 detects changed or new
responses and notifies the local proxy 1065 in step 1068. The
host server 1085 can additionally store the changed or new
response in the server cache 1035 or caching proxy 1075 in
step 1070. The local proxy 1065 receives notification from the
host server 1085 that new or changed data is now available
and can invalidate the affected cache entries in step 1072. The
next time the application (e.g., mobile application)/widget
generates the same request for the same server/content pro-
vider 1095 in step 1074, the local proxy 1065 determines that
no valid cache entry is available and instead retrieves a
response from the server cache in step 1076, for example,
through an HTTP connection. The host server 1085 receives
the request for the new response and sends the response back
to the local proxy 1065 in step 1078. The request is thus
satisfied from the server cache or caching proxy in step 1080
without the need for the mobile device to utilize its radio or to
consume mobile network bandwidth thus conserving net-
work resources.

Alternatively, when the application (e.g., mobile applica-
tion) 1055 generates the same request, the local proxy 1065,
in response to determining that no valid cache entry is avail-
able in step 1084, forwards the poll to the application server
provider 1095 in step 1082 over the mobile network. The
application server/provider 1095 receives the poll and sends
the response back to the mobile device in step 1086 over the
mobile network. The request is thus satisfied from the server/
provider using the mobile network 1086 in step 1088.

FIG. 11 depicts a flow chart illustrating an example process
for collecting information about a request and the associated
response to identify cacheability and caching the response.

In process 1102, information about a request and informa-
tion about the response received for the request is collected. In
processes 1104 and 1106, information about the request ini-
tiated at the mobile device and information about the response
received for the request are used in aggregate or indepen-
dently to determine cacheability at step 1108. The details of
the steps for using request and response information for
assessing cacheability are illustrated at flow A as further
described in the example of FIG. 12.

In step 1108, if based on flow A it is determined that the
response is not cacheable, then the response is not cached in
step 1110, and the flow can optionally restart at 1102 to
collect information about a request or response to again assess
cacheability.

In step 1108, if it is determined from flow A that the
response is cacheable, then in 1112 the response can be stored
in the cache as a cache entry including metadata having
additional information regarding caching of the response.
The cached entry, in addition to the response, includes meta-
data having additional information regarding caching of the
response. The metadata can include timing data including, for
example, access time of the cache entry or creation time of the
cache entry.

After the response is stored in the cache, a parallel process
can occur to determine whether the response stored in the
cache needs to be updated in process 1120. If so, the response
stored in the cache of the mobile device is invalided or
removed from the cache of the mobile device, in process
1122. For example, relevance or validity of the response can
be verified periodically by polling a host server to which the
request is directed on behalf of the mobile device. The host
server can be polled at a rate determined at the mobile device
using request information collected for the request for which
the response is cached. The rate is determined from averages
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of time intervals between previous requests generated by the
same client which generated the request.

The veritying can be performed by an entity that is physi-
cally distinct from the mobile device. In one embodiment, the
entity is a proxy server coupled to the mobile device and able
to communicate wirelessly with the mobile device and the
proxy server polls a host server to which the request is
directed at the rate determined at the mobile device based on
timing intervals between previous requests generated by the
same client which generated the request.

In process 1114, a subsequent request for the same client or
application is detected. In process 1116, cache look-up in the
local cache is performed to identify the cache entry to be used
in responding to the subsequent request. In one embodiment,
the metadata is used to determine whether the response stored
as the cached entry is used to satisfy the subsequent response.
Inprocess 1118, the response can be served from the cache to
satisfy a subsequent request. The response can be served in
response to identifying a matching cache entry for the subse-
quent request determined at least in part using the metadata.

FIG. 12 depicts a flow chart illustrating an example process
for a decision flow to determine whether a response to a
request can be cached.

Process 1202 determines if the request is directed to a
blacklisted destination. If so, the response is not cached, in
step 1285. If a blacklisted destination is detected, or if the
request itself is associated with a blacklisted application, the
remainder of the analysis shown in the figure may not be
performed. The process can continue to steps 1204 and 1206
if the request and its destination are not blacklisted.

In process 1204, request characteristics information asso-
ciated with the request is analyzed. In analyzing the request,
in process 1208, the request method is identified and in step
1214, it is determined whether the response can be cached
based on the request method. If an uncacheable request is
detected, the request is not cached and the process may ter-
minate at process 1285. Ifthe request method is determined to
be cacheable, or not uncacheable, then the response can be
identified as cacheable or potentially cacheable (e.g., cache-
able but subject to the other tests and analysis shown in the
figure) at step 1295.

In process 1210, the size of the request is determined. In
process 1216, it is determined whether the request size
exceeds a cacheable size. If so, the response is not cached and
the analysis may terminate here at process 1285. If the request
size does not exceed a cacheable size in step 1216, then the
response can be identified as cacheable or potentially cache-
able (e.g., cacheable but subject to the other tests and analysis
shown in the figure) at step 1295.

In step 1212, the periodicity information between the
request and other requests generated by the same client is
determined. In step 1218, it is determined whether periodicity
has been identified. If not, the response is not cached and the
analysis may terminate here at process 1285. If so, then the
response can be identified as cacheable or potentially cache-
able (e.g., cacheable but subject to the other tests and analysis
shown in the figure) at step 1295.

In process 1206, the request characteristics information
associated with the response received for the request is ana-
lyzed.

In process 1220, the status code is identified and deter-
mined whether the status code indicates a cacheable response
status code in process 1228. If an uncacheable status code is
detected, the request is not cached and the process may ter-
minate at process 1285. If the response status code indicates
cacheability, or not uncacheable, then the response can be
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identified as cacheable or potentially cacheable (e.g., cache-
able but subject to the other tests and analysis shown in the
figure) at step 1295.

In process 1222, the size of the response is determined. In
process 1230, it is determined whether the response size
exceeds a cacheable size. If so, the response is not cached and
the analysis may terminate here at process 1285. If the
response size does not exceed a cacheable size in step 1230,
then the response can be identified as cacheable or potentially
cacheable (e.g., cacheable but subject to the other tests and
analysis shown in the figure) at step 1295.

In process 1224, the response body is analyzed. In process
1232, it is determined whether the response contains dynamic
content or highly dynamic content. Dynamic content includes
data that changes with a high frequency and/or has a short
time to live or short time of relevance due to the inherence
nature of the data (e.g., stock quotes, sports scores of fast pace
sporting events, etc.). If so, the response is not cached and the
analysis may terminate here at process 1285. If not, then the
response can be identified as cacheable or potentially cache-
able (e.g., cacheable but subject to the other tests and analysis
shown in the figure) at step 1295.

Process 1226 determines whether transfer encoding or
chunked transfer encoding is used in the response. If so, the
response is not cached and the analysis may terminate here at
process 1285. If not, then the response can be identified as
cacheable or potentially cacheable (e.g., cacheable but sub-
ject to the other tests and analysis shown in the figure) at step
1295.

Not all of the tests described above need to be performed to
determined whether a response is cached. Additional tests not
shown may also be performed. Note that any of the tests 1208,
1210, 1212, 1220, 1222, 1224, and 1226 can be performed,
singly or in any combination to determine cacheability. In
some instances, all of the above tests are performed. In some
instances, all tests performed (any number of the above tests
that are actually performed) need to confirm cacheability for
the response to be determined to be cacheable. In other words,
in some cases, if any one of the above tests indicate non-
cacheability, the response is not cached, regardless of the
results of the other tests. In other cases, different criteria can
be used to determine which tests or how many tests need to
pass for the system to decide to cache a given response, based
on the combination of request characteristics and response
characteristics.

FIG. 13 depicts a flow chart illustrating an example process
for determining potential for cacheability based on request
periodicity and/or response repeatability.

In process 1302, requests generated by the client are
tracked to detect periodicity of the requests. In process 1306,
it is determined whether there are predictable patterns in the
timing of the requests. If so, the response content may be
cached in process 1395. If not, in process 1308 it is deter-
mined whether the request intervals fall within a tolerance
level. If so, the response content may be cached in process
1395. If not, the response is not cached in process 1385.

In process 1304, responses received for requests generated
by the client are tracked to detect repeatability in content of
the responses. In process 1310, hash values of response bod-
ies of the responses received for the client are examined and
in process 1312 the status codes associated with the responses
are examined. In process 1314, it is determined whether there
is similarity in the content of at least two of the responses
using hash values and/or the status codes. If so, the response
may be cached in process 1395. If not, the response is not
cached in 1385.
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FIG. 14 depicts a flow chart illustrating an example process
for dynamically adjusting caching parameters for a given
request or client.

In process 1402, requests generated by a client or directed
to a host are tracked at the mobile device to detect periodicity
of the requests. Process 1404 determines if the request inter-
vals between the two or more requests are the same or
approximately the same. In process 1406, it is determined that
the request intervals between the two or more requests fall
within the tolerance level.

Based on the results of steps 1404 and 1406, the response
for the requests for which periodicity is detected is received in
process 1408.

In process 1412, a response is cached as a cache entry in a
cache of the mobile device. In process 1414, the host is
monitored at a rate to verify relevance or validity of the cache
entry, and simultaneously, in process 1416, the response can
be served from the cache to satisfy a subsequent request.

In process 1410, a rate to monitor a host is determined from
the request interval, using, for example, the results of pro-
cesses 1404 and/or 1406. In process 1420, the rate at which
the given host is monitored is set to verify relevance or valid-
ity of the cache entry for the requests. In process 1422, a
change in request intervals for requests generated by the
client is detected. In process 1424, a different rate is com-
puted based on the change in request intervals. The rate at
which the given host is monitored to verify relevance or
validity of the cache entry for the requests is updated in step
1420.

FIG. 15 depicts a flow chart illustrating example processes
for application and/or traffic (data) categorization while fac-
toring in user activity and expectations for implementation of
network access and content delivery policies.

In process 1502, a system or server detects that new or
changed data is available to be sent to a mobile device. The
data, new, changed, or updated, can include one or more of,
IM presence updates, stock ticker updates, weather updates,
mail, text messages, news feeds, friend feeds, blog entries,
articles, documents, any multimedia content (e.g., images,
audio, photographs, video, etc.), or any others that can be sent
over HTTP or wireless broadband networks, either to be
consumed by a user or for use in maintaining operation of an
end device or application.

In process 1504, the application to which the new or
changed data is directed is identified. In process 1506, the
application is categorized based on the application. In process
1508, the priority or time criticality of the new or changed
data is determined. In process 1510, the data is categorized.
Based on the information determined from the application
and/or priority/time-sensitivity of the relevant data, any or all
of a series of evaluations can be performed to categorize the
traffic and/or to formulate a policy for delivery and/or pow-
ering on the mobile device radio.

For example, using the identified application information,
in process 1512, it is determined whether the application is in
an active state interacting with a user on a mobile device. In
process 1514, it is determined if the application is running in
the foreground on the mobile device.

If'the answer is “Yes’ to any number of the test of processes
1512 or 1514, the system or server can then determine that the
new or changed data is to be sent to the mobile device in step
1526, and sent without delay. Alternatively, the process can
continue at flow ‘C’ where the timing, along with other trans-
mission parameters such as network configuration, can be
selected, as further illustrated in the example of FIG. 16C. If
the answer is ‘No’ to the tests of 1512 or 1514, the other test
can be performed in any order. As long as one of the tests 1512
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or 1514 is ‘Yes,” then the system or server having the data can
proceed to step 1526 and/or flow ‘C.

If'the answer is ‘No’ to the tests 1512 and 1514 based on the
application or application characteristics, then the process
can proceed to step 1524, where the sending of the new or
changed data is suppressed, at least on a temporary basis. The
process can continue in flow ‘A’ for example steps for further
determining the timing of when to send the data to optimize
network use and/or device power consumption, as further
described in the example of flow chart in FIG. 29.

Similarly, in process 1516, it is determined whether the
application is running in the background. If so, the process
can proceed to step 1524 where the sending of the new or
changed data is suppressed. However, even if the application
is in the background state, any of the remaining tests can be
performed. For example, even if an application is in the back-
ground state, new or changed data may still be sentifofa high
priority or is time critical.

Using the priority or time sensitivity information, in pro-
cess 1518, it is determined whether the data is of high priority
1518. In process 1520, it is determined whether the data is
time critical. In process 1522, it is determined whether a user
is waiting for a response that would be provided in the avail-
able data.

Ifthe answer is “Yes’ to any number of the test of processes
1518, 1520, or 1522, the system or server can then determine
that the new or changed data is to be sent to the mobile device
in step 1526, and sent without delay. Alternatively, the pro-
cess can continue at flow ‘C’ where the timing, along with
other transmission parameters such as a network configura-
tion, can be selected, as further illustrated in the example of
FIG. 16C. If the answer is ‘No’ to any of these tests, the other
test can be performed in any order. As long as one of the tests
1518, 1520, or 1522 is “Yes, then the system or server having
the data can proceed to step 1526 and/or flow ‘C.

Ifthe answer is ‘No’ to one or more of the tests 1518, 1520,
or 1522, then the process can proceed to step 1524, where the
sending of the new or changed data is suppressed, at least on
a temporary basis. The process can continue in flow ‘A’ for
example steps for further determining the timing of when to
send the data to optimize network use and/or device power
consumption. The process can continue to step 1524 with or
without the other tests being performed if one of the tests
yields a ‘No’ response.

The determined application category in step 1504 can be
used in lieu of or in conjunction with the determined data
categories in step 1510. For example, the new or changed data
that is of a high priority or is time critical can be sent at step
1526 even if the application in the foreground state but not
actively interacting with the user on the mobile device orif the
application is not in the foreground, or in the background.

Similarly, even if the user is not waiting for a response
which would be provided in the new or change data (in step
1522), the data can be sent to the mobile device 1526 if the
application is in the foreground, or if the data is of high
priority or contains time critical content.

In general, the suppression can be performed at the content
source (e.g., originating server/content host of the new or
changed data), or at a proxy server. For example, the proxy
server may be remote from the recipient mobile device (e.g.,
able to wirelessly connect to the receiving mobile device).
The proxy server may also be remote from the originating
server/content host. Specifically, the logic and intelligence in
determining whether the data is to be sent or suppressed can
exist on the same server or be the same entity as the originator
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of the data to be sent or partially or wholly remote from it
(e.g., the proxy is able to communicate with the content
originating server).

In one embodiment, the waiting to transfer the data is
managed by a local proxy on the mobile device which is able
to wirelessly communicate with a recipient server (e.g., the
host server for the mobile application or client). The local
proxy on the mobile device can control the radio use on the
mobile device for transfer of the data when the time period has
elapsed, or when additional data to be sent is detected.

FIG. 16A depicts a flow chart illustrating example pro-
cesses for handling traffic which is to be suppressed at least
temporarily determined from application/traffic categoriza-
tion.

For example, in process 1602, a time period is elapsed
before the new or change data is transmitted in step 1606. This
can be performed if the data is of low priority or is not time
critical, or otherwise determined to be suppressed for sending
(e.g., as determined in the flow chart of FIG. 15). The time
period can be set by the application, the user, a third party,
and/or take upon a default value. The time period may also be
adapted over time for specific types of applications or real-
time network operating conditions. If the new or changed data
to be sent is originating from a mobile device, the waiting to
transfer of the data until a time period has elapsed can be
managed by a local proxy on the mobile device, which can
communicate with the host server. The local proxy can also
enable or allow the use radio use on the mobile device for
transfer of the data when the time period has elapsed.

Insome instances, the new or changed data is transmitted in
1606 when there is additional data to be sent, in process 1604.
If the new or changed data to be sent is originating from a
mobile device, the waiting to transfer of the data until there is
additional data to be sent, can be managed by a local proxy on
the mobile device, which can communicate with the host
server. The local proxy can also enable or allow the use radio
use on the mobile device for transfer of the data when there is
additional data to be sent, such that device resources can be
conserved. Note that the additional data may originate from
the same mobile application/client or a different application/
client. The additional data may include content of higher
priority or is time critical. The additional data may also be of
same or lower priority. In some instances, a certain number of
non priority, or non time-sensitive events may trigger a send
event.

If the new or changed data to be sent is originating from a
server (proxy server or host server of the content), the waiting
to transfer of the data until a time period has elapsed or
waiting for additional data to be sent, can be managed by the
proxy server which can wirelessly communicate with the
mobile device. In general, the proxy server waits until addi-
tional data is available for the same mobile device before
sending the data together in a single transaction to minimize
the number of power-ons of device battery and to optimize
network use.

FIG. 16B depicts a flow chart illustrating an example pro-
cess for selection of a network configuration for use in send-
ing traffic based on application and/or traffic (data) categori-
zation.

In process 1608, an activity state of an application on the
mobile device is detected for which traffic is directed to or
originated from is detected. In parallel or in lieu of activity
state, a time criticality of data contained in the traffic to be
sent between the mobile device and the host server can be
determined, in process 1610. The activity state can be deter-
mined in part or in while, by whether the application is in a
foreground or background state on the mobile device. The
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activity state can also be determined by whether a user is
interacting with the application.

Using activity state and/or data characteristics, when it has
determined from that the data is to be sent to the mobile device
in step 1612 of FIG. 15, the process can continue to step 3006
for network configuration selection.

For example, in process 1614, a generation of wireless
standard is selected. The generation of wireless standard
which can be selected includes 2G or 2.5G, 3G, 3.5G, 3G+,
3GPP, LTE, or 4G, or any other future generations. For
example, slower or older generation of wireless standards can
be specified for less critical transactions or traffic containing
less critical data. For example, older standards such as 2G,
2.5G, or 3G can be selected for routing traffic when one or
more of the following is detected, the application is not inter-
acting with the user, the application is running in the back-
ground on the mobile device, or the data contained in the
traffic is not time critical. Newer generations such as can be
specified for higher priority traffic or transactions. For
example, newer generations such as 3G, LTE, or 4G can be
specified for traffic when the activity state is in interaction
with a user or in a foreground on the mobile device.

In process 1616, the access channel type can be selected.
For example, forward access channel (FACH) or the dedi-
cated channel (DCH) can be specified. In process 1618, a
network configuration is selected based on data rate or data
rate capabilities. For example, a network configuration with a
slower data rate can be specified for traffic when one or more
of'the following is detected, the application is not interacting
with the user, the application is running in the background on
the mobile device, or the data contained in the traffic is not
time critical

In process 1620, a network configuration is selected by
specifying access points. Any or all of the steps 1614, 1616,
1618, and 1620 can be performed or in any combination in
specifying network configurations.

FIG. 16C depicts a flow chart illustrating an example pro-
cess for implementing network access and content delivery
policies based on application and/or traffic (data) categoriza-
tion.

In process 1634, an activity state of an application on a
mobile device to which traffic is originated from or directed to
is detected. For example, the activity state can be determined
by whether the application is in a foreground or background
state on the mobile device. The activity state can also be
determined by whether a user is expecting data contained in
the traffic directed to the mobile device.

In process 1636, a time criticality of data contained in the
traffic to be sent between the mobile device and the host
server is detected. For example, when the data is not time
critical, the timing with which to allow the traffic to pass
through can be set based on when additional data needs to be
sent. Therefore, the traffic can be batched with the other data
so as to conserve network and/or device resources.

The application state and/or data characteristics can be
used for application categorization and/or data categorization
to determine whether the traffic resulting therefrom is to be
sent to the mobile device or suppressed at least on atemporary
basis before sending, as illustrated in the flow chart shown in
the example of FIG. 15.

Continuing at flow C after a determination has been made
to send the traffic, the parameters relating to how and when
the traffic is to be sent can be determined. For example, in
process 1638, a timing with which to allow the traffic to pass
through, is determined based on the activity state or the time
criticality.
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In process 1640, radio use on the mobile device is con-
trolled based on the timing with which the traffic is allowed to
pass through. For example, for traffic initiated from the
mobile device, a local proxy can residing on the mobile
device can control whether the radio is to be turned on for a
transaction, and if so, when it is to be turned on, based on
transaction characteristics determined from application state,
or data priority/time-sensitivity.

In process 1642, a network configuration in the wireless
network is selected for use in passing traffic to and/or from the
mobile device. For example, a higher capacity or data rate
network (e.g., 3G, 3G+, 3.5G, LTE, or 4G networks) can be
selected for passing through traffic when the application is
active or when the data contained in the traffic is time critical
or is otherwise of a higher priority/importance.

FIG. 17 depicts a flow chart illustrating an example process
for network selection based on mobile user activity or user
expectations.

In process 1702, the backlight status of a mobile device is
detected. The backlight status can be used to determine or
infer information regarding user activity and/or user expec-
tations. For example, in process 1704, user interaction with an
application on a mobile device is detected and/or in process
1706, it is determined that a user is expecting data contained
in traffic directed to the mobile device, if the backlight is on.

The user interaction 1704 and/or user expectation 1706 can
be determined or inferred via other direct or indirect cues. For
example, device motion sensor, ambient light, data activity,
detection of radio activity and patterns, call processing, etc.
can be used alone or in combination to make an assessment
regarding user activity, interaction, or expectations.

In process 1708, an activity state of an application on the
mobile device for which traffic is originated from or directed
to, is determined. In one embodiment, the activity state of the
application is determined by user interaction with the appli-
cation on the mobile device and/or by whether a user is
expecting data contained in the traffic directed to the mobile
device.

Inprocess 1710, 3G, 4G, or LTE network is selected foruse
in sending traffic between a mobile device and a host server in
the wireless network. Other network configurations or tech-
nologies can be selected as well, including but not limited to
2.5G GSM/GPRS networks, EDGE/EGPRS, 3.5G, 3G+,
turbo 3G, HSDPA, etc. For example, a higher bandwidth or
higher capacity network can be selected when user interac-
tion is detected with an application requesting to access the
network. Similarly, if it can be determined or inferred with
some certainty that the user may be expecting data contained
in traffic requesting network access, a higher capacity or
higher data rate network may be selected as well.

The activity state can also be determined by whether data
contained in the traffic directed to the mobile device responds
to foreground activities in the application. For applications
which are in the foreground, a higher capacity (e.g., 3.5G, 4G,
or LTE) network may be selected for use in carrying out the
transaction.

The activity state can be determined via device parameters
such as the backlight status of the mobile device or any other
software or hardware based device sensors including but not
limited to, resistive sensors, capacitive sensors, light detec-
tors, motion sensors, proximity sensors, touch screen sensors,
etc. The network configuration which is selected for use can
be further based on a time criticality and/or priority of data
contained in the traffic to be sent between the mobile device
and the host server.
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FIG. 18 depicts a data timing diagram 1800 showing an
example of detection of periodic request which may be suit-
able for caching.

In the example shown, a first request from a client/appli-
cation on a mobile device is detected at time 1:00 (t1). At this
time, a cache entry may be created in step 1802. At time 2:00
(t2), the second request is detected from the same client/
application, and the cache entry that was created can now be
updated with the detected interval of 1 hour between time t2
and t1 at step 1804. The third request from the same client is
now detected at time t3=3:00, and it can now be determined
that a periodic request is detected in step 1806. The local
proxy can now cache the response and send a start poll request
specifying the interval (e.g., 1 hour in this case) to the proxy
server.

The timing diagram further illustrates the timing window
between 2:54 and 3:06, which indicates the boundaries of a
window within which periodicity would be determined if the
third request is received within this time frame 1810. The
timing window 1808 between 2:54 and 3:06 corresponds to
20% of the previous interval and is the example tolerance
shown. Other tolerances may be used, and can be determined
dynamically or on a case by case (application by application)
basis.

FIG. 19 depicts a data timing diagram 1900 showing an
example of detection of change in request intervals and updat-
ing of server polling rate in response thereto.

At step 1902, the proxy determines that a periodic request
is detected, the local proxy caches the response and sets the
polling request to the proxy server, and the interval is set to 1
hour at the 3rd request, for example. At time t4=3:55, the
request is detected 55 minutes later, rather than 1 hour. The
interval of 55 minutes still fits in to the window 1904 given a
tolerance of 20%. However, at step 1906, the 5th request is
received at time t5=4:50, which no longer fits within the
tolerance window set determined from the interval between
the 1st and second, and second and third requests of 1 hour.
The local proxy now retrieves the resource or response from
the proxy server, and refreshes the local cache (e.g., cache
entry not used to serve the 5th request). The local proxy also
resends a start poll request to the proxy server with an updated
interval (e.g., 55 minutes in the example) and the window
defined by the tolerance, set by example to 20%, now
becomes 11 minutes, rather than 12 minutes.

Note that in general, the local proxy notifies the proxy
server with an updated polling interval when an interval
changes is detected and/or when a new rate has been deter-
mined. This is performed, however, typically only for back-
ground application requests or automatic/programmatic
refreshes (e.g., requests with no user interaction involved). In
general, if the user is interacting with the application in the
foreground and causing out of period requests to be detected,
the rate of polling or polling interval specified to the proxy
server is typically not update, as illustrated in FIG. 20. FIG.
20 depicts a data timing diagram 2000 showing an example of
serving foreground requests with cached entries.

For example, between the times of t=3:00 and 3:30, the
local proxy detects 1st and 2nd foreground requests at t=3:10
and t=3:20. These foreground requests are outside of the
periodicity detected for background application or automatic
application requests. The response data retrieved for the fore-
ground request can be cached and updated, however, the
request interval for foreground requests are not sent to the
server in process 2008.

As shown, the next periodic request detected from the
application (e.g., a background request, programmatic/auto-
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matic refresh) at t=4:00, the response is served from the
cache, as is the request at t=5:00.

FIG. 21 depicts a data timing diagram 2100 showing an
example of a non-optimal effect of cache invalidation occur-
ring after outdated content has been served once again to a
requesting application.

Since the interval of proxy server polls is set to approxi-
mately the same interval at which the application (e.g.,
mobile application) is sending requests, it is likely the case
that the proxy server typically detects changed content (e.g.,
at t=5:02) after the cached entry (now outdated) has already
been served for a request (e.g., to the Sthrequest at t=5:00). In
the example shown, the resource updates or changes at t=4:20
and the previous server poll which occurs at t=4:02 was not
ableto capture this change until the next poll at 5:02 and sends
a cache invalidation to the local proxy at 2110. Therefore, the
local cache does not invalidate the cache at some time after
the Sthrequest at time t=5:00 has already been served with the
old content. The fresh content is now not provided to the
requesting application until the 6th request at t=6:00, 1 period
later at process 2106.

To optimize caching performance and to resolve this issue,
the local proxy can adjust time setup by specifying an initial
time of request, in addition to the polling interval to the proxy
server. The initial time of request here is set to some time
before (e.g., a few minutes) the request actually occurred such
that the proxy server polls occur slightly before actual future
application requests. This way, the proxy can pick up any
changes in responses in time to be served to the subsequent
application request.

FIG. 22 depicts a data timing diagram 2200 showing cache
management and response taking into account the time-to-
live (TTL) set for cache entries.

In one embodiment, cached response data in the local
cache specifies the amount of time cache entries can be stored
in the local cache until it is deleted or removed.

The time when a response data in a given cache entry is to
be removed can be determined using the formula: <response
data_cache time>+<TTL>, as shown at t=3:00, the response
data is automatically removed after the TTL has elapsed due
to the caching at step 2212 (e.g., in this example, 24 hours
after the caching at step 2212). In general the time to live
(TTL) applies to the entire cache entry (e.g., including both
the response data and any metadata, which includes informa-
tion regarding periodicity and information used to compute
periodicity). In one embodiment, the cached response data
TTL is set to 24 hours by default or some other value (e.g., 6
hours, 12 hours, 48 hours, etc.). The TTL may also be
dynamically adjustable or reconfigured by the admin/user
and/or different on a case-by-case, device, application, net-
work provider, network conditions, operator, and/or user-
specific basis.

FIG. 23 depicts a flow chart illustrating an example process
for device resource sharing when multiple devices attempt to
access a same content source over a mobile network.

In process 2302, polls from multiple devices are detected.
In general, the polls may be received from mobile devices
using a cellular or mobile network although other networks
may be used. Some of the multiple devices can include mobile
devices and non-mobile devices. In process 2304, it is deter-
mined that the polls from the multiple devices attempt to
access a same content source over a mobile network. For
example, some of the mobile devices may be accessing same
websites (e.g., www.cnn.com, www.espn.com, etc.) via a
browser or other applications. Some of the mobile device may
have the same applications installed (e.g., Facebook for
Android, Facebook for iPhone, Yelp mobile application), the
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same games installed, and these same applications are in use
by the user or otherwise in operation and accessing data.

When the same content source being polled is detected, in
process 2306, the content source is polled in a single poll
event. This is performed in lieu of the multiple devices each
polling same content source on its own, resulting in multiple
polls over a network to the same source, which may poten-
tially result in the same response being sent to each of the
multiple devices, a process which requires more network
resources. Rather, in one embodiment, the same content
source can be polled by the one device of the multiple devices.
In process 2308, the content response to the single poll event
is received.

In process 2310, the content received in response to the
single poll event of the one same content source, is transmit-
ted to one device of the multiple devices. In process 2312, the
other devices of the multiple devices can receive the content
from the one device, for example, over a non-cellular connec-
tion, such as a local area network (e.g., Wifi, near field wire-
less communication, Bluetooth, etc.). In general, the other
devices receive the content over a wireless network though
not necessarily.

Once the content or response has been provided to satisfy
the current poll or request, in process 2314, the content is
stored in a local cache of the one device. The content can be
cached to satisfy future polls/requests of the one device on
which the content is cached, or to satisfy polls/requests of
other devices. The content/response can be cached uncondi-
tionally or the content/response can be cached in response to
determining cacheability, as described in the example pro-
cesses of FIGS. 11-13. The cache and its ‘freshness’ can be
managed, for example, as described with further reference to
the processes illustrated in the example flows of FIGS. 9-10
and FIGS. 14-22.

In process 2316, the local cache of the one device is
accessed by other devices through a virtual cache pooled from
local caches of each of the multiple devices. The virtual cache
can, for instance, be accessed by the devices through a local
wireless network or in some instances, a local wired network.
By caching in a virtual cache accessible to multiple devices,
same content need not take up storage or other physical
resources on multiple devices. In this manner, the same con-
tent is cached once, or at one location in a virtual cache pool
and other devices which request the same content or poll the
same source which would be satisfied by the cached response,
can simply access the virtual cache pool such that the request
can be satisfied. This is advantageous in conserving both
network resources and physical resources on mobile devices.

In one embodiment, the same content source is polled by a
proxy server able to communicate with the one device. The
remote proxy server is able to poll the content source on
behalf of each of the multiple devices and further receive the
content in response to the poll. Once the response is received,
the proxy server can transmit the content to the multiple
devices. The proxy server can also transmit the content to one
of'the multiple devices, and the remaining devices can access
or receive the content through shared resources (e.g., via
virtual memory network access, as further described in the
process shown in the example of FIG. 26).

FIG. 24 depicts a flow chart illustrating an example process
for device resource sharing when determined that two mobile
devices that are to receive the same content over a mobile
network also meet a criterion further illustrated in the flow
charts of FIGS. 25A-B.

Inprocess 2402, two mobile devices are detected to receive
same content over a mobile network. In process 2404, it is
also detected that the two mobile devices also meet a criteria.
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Examples of criteria are further illustrated in Flow A and Flow
B shown in the examples of FIGS. 25A-B and can include, by
way of example but not limitation, a temporal criterion, a
spatial (e.g., geographical, location-based) criterion, and/or
social criterion. When the criteria are met, based on Flow A
and/or Flow B, in process 2406, the content is sent to a first
device of the two mobile devices.

Temporal criteria can relate to timing or a timing parameter
when sites are accessed on a device, when applications are
being used, or launched or otherwise in operation. For
example, the temporal criteria can be met when the two
devices are accessing a same content source or application
server near at a same time or near a same time or when the two
devices have a same mobile application in operation at a same
time or near a same time.

In process 2408, the content is received at one mobile
device in response to a single poll event of a content source or
application server hosting the same content. The content
source or the application server can be polled by the one
mobile device. The content source or the application server
can be, instead, polled by a proxy server remote from the one
mobile device.

In process 2410, subsequent poll requests from the two
mobile devices to the content source or the application server
are synchronized. In addition, in process 2412, the content
from the first device is transmitted to the second device via,
for example, a peer-to-peer connection. In one embodiment,
the content is received at the one mobile device via a cellular
connection and the content is received at another one of the
two mobile devices from the one mobile device via a non-
cellular connection

The criteria is detected via flow A and/or B of FIG. 25A and
FIG. 25B. At Flow A, in process 2502, it is detected that the
two mobile devices can communicate via near field wireless
communication (e.g., RFID), Wifi or Bluetooth. In process
2504, it is detected that the two mobile devices are serviced by
a same cellular tower. In process 2506, it is detected that the
two mobile devices are connected to or have access to a same
Wifi network. If one or more of the above conditions are met,
it can be determined that the two mobile devices are co-
located (e.g., spatial criteria).

Atflow B, in process 2510, it is determined that users of the
two devices share common interest. In process 2512, it is
determined that user of the two devices share common friends
in a social network accessed via the two mobile devices. In
process 2512, it is determined that the two devices have a
same mobile application installed. In process 2514, it is deter-
mined that, the two devices have a same mobile application
and both are running in the foreground. In process 2516, it is
determined that the two devices have a same mobile applica-
tion and both are running in the background. If one or more of
the situations are detected, it can be determined that a crite-
rion for device resource sharing has been met.

FIG. 26 depicts a flow chart illustrating an example process
for using a virtual memory network for caching in such a
manner that device resources are shared and such that wire-
less network resources can be conserved.

In process 2602, physical resources of multiple mobile
devices are identified. In process 2604, the virtual memory
network is created from the physical resources. In one
embodiment, the multiple mobile devices from which the
virtual memory network is created share commonalities. The
commonalities can include, for example, one or more of, a
common physical location, having common users, having
common network operators, and having common cellular
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network operators. The commonalities can also include one
or more of, common interests in the users of the multiple
devices.

In one embodiment, the physical resources can be identi-
fied and the virtual resources (e.g., memory, storage, cache,
database, etc.) network created, by one of the multiple mobile
devices (e.g., a local proxy on a mobile device). In some
embodiments, this is performed in part or in whole by another
server distinct from the mobile device such as a proxy server
which can communication with any one or all of the multiple
mobile devices. In general, the physical resources include, for
example, non-volatile storage on the multiple mobile devices
including hard disk storage or flash memory. In general, the
mobile devices are co-located or location in proximity to one
another such that memory or other resources in the virtual
memory or other virtual resource network is accessible by
each device over a network (e.g., wireless network such as
Wifi, Bluetooth, near field communications network, home
network, office network, etc.)

In addition, a state table and resource mapping tables (e.g.,
such as those shown in the examples of FIGS. 1D-1F) can also
be created to track memory mapping to various devices and to
track resource use/mapping, and further with respect to
device state (e.g., location). A state table can also be gener-
ated and maintained to determine and track the state ofa given
device based on location, timing, social parameters, etc.

In process 2606, content for one mobile device of the
multiple mobile devices is stored in a portion of the virtual
memory network. In process 2614, one mobile device
accesses the content stored in the virtual memory network
through a local network. In addition, in process 2616, other
mobile devices can also access the content stored in the vir-
tual memory network through a local network (e.g., wired or
wireless). As such, content that is used or accessed by mul-
tiple devices sharing a common virtual memory network is
stored once rather than multiple times on all of the devices
that have requested it.

If the response/content is cacheable, for example, deter-
mined as described in the processes in the examples flows of
FIGS. 9-10, in process 2608, the response is further cached in
the virtual memory network. Thus, in process 2610, subse-
quent requests directed to the common application server
from any of the multiple mobile devices are satisfied using the
cached response in the virtual memory network. Caching in a
shared resource environment not only conserves network
resources (e.g., devices need not send requests or polls over a
cellular or mobile network or other networks to if the previ-
ously received response is still valid), but also physical
resources (e.g., memory, hard disk, volatile, non-volatile
memory, USB, flash, SD card, etc.) on the device since if
multiple devices can access each other’s storage, the same
content does not need to be repetitively stored on each of the
devices to which it is relevant.

For example, if two users accessing Facebook, Linkedin,
Twitter or other social networks on their devices share same
friends or have overlapping connections, any status update,
feed, content uploaded by the shared connections which
would otherwise be sent to each device to their respective
friends, now can be send once and stored on the virtual
resource/memory network. The other devices can access
these common updates via accessing the shared virtual
resource network.

Inprocess 2612, the response is removed from the cache in
the virtual memory network when the response is no longer
valid. Further description of how the cache validity is man-
aged is described, for example, with reference to the descrip-
tion for flows shown in FIGS. 14-22.
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FIG. 27 depicts a flow chart illustrating an example process
for using a distributed proxy system to manage caching using
a virtual memory network.

In process 2702, polls are detected from the multiple
mobile devices in the virtual memory network. In process
2704, it is determined that the polls are directed towards a
common application server. In process 2706, the polls
directed towards the common application server are synchro-
nized, for example, if the polls occur within a time frame
meeting a criterion (e.g., occurring at or around the same
time, within milliseconds of one another, within 10’s of ms. of
one another, within seconds, 10’s of seconds, of one another,
within minutes of one another, or within hours of one another,
etc.).

In process 2708, a single polling event is sent to the com-
mon application server. The single polling event can be sent
by one of the multiple mobile devices and/or single polling
event is sent by a remote proxy server in wireless communi-
cation with at least one of the multiple mobile devices. In
process 2710, a response received in response to the single
polling event is stored in the virtual memory network for
access by the multiple devices. The content for the one mobile
device can be received over an IP connection or a mobile/
cellular network.

Inprocess 2712, a local proxy on the mobile device notifies
the remote proxy of the cache event. In process 2714, the
common application server is monitored by a remote proxy
wirelessly coupled to a mobile device of the multiple mobile
devices, to detect when the response is no longer valid. In
process 2716, the remote proxy notifies the local proxy on the
mobile device when the response is no longer valid In process
2718, the response is removed from the cache in the virtual
memory network when the response is no longer valid.

FIG. 28 depicts a flow chart illustrating an example process
for a mobile device to use the physical storage of another
device for caching.

In process 2802, a request to a content source is detected at
a mobile device.

In process 2804, a response or content to be cached, is
received over a cellular or IP network, at the mobile device.

If, in process 2806, a need for storage or lack of available
storage is detected at the mobile device; and/or, in process
2808, commonalities are detected between the mobile device
and the other device, then if so, in process 2810, the physical
storage of the other device is wirelessly accessed via a wire-
less network. The physical storage can generally include one
or more of, memory, disk storage, SD card storage, or flash
storage.

In process 2812, the response or content for the mobile
device is cached on the physical storage of the other device.
One embodiment further includes determining cacheability
of the response or the content by analyzing prior responses
received for a request, based on one or more processes illus-
trated in the examples of FIGS. 9-10.

In process 2814, subsequent requests at the mobile device
which would be satisfied by the content or the response that
was cached are detected. In process 2816, the physical storage
of the other device is accessed via the wireless network. In
process 2818, the cache is accessed to satisfy the request.

FIG. 29 shows a diagrammatic representation of a machine
in the example form of a computer system within which a set
of instructions, for causing the machine to perform any one or
more of the methodologies discussed herein, may be
executed.

In alternative embodiments, the machine operates as a
standalone device or may be connected (e.g., networked) to
other machines. In a networked deployment, the machine
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may operate in the capacity of a server or a client machine in
a client-server network environment, or as a peer machine in
a peer-to-peer (or distributed) network environment.

The machine may be a server computer, a client computer,
apersonal computer (PC), a user device, a tablet PC, a laptop
computer, a set-top box (STB), a personal digital assistant
(PDA), a cellular telephone, an iPhone, an iPad, a Blackberry,
a processor, a telephone, a web appliance, a network router,
switch or bridge, a console, a hand-held console, a (hand-
held) gaming device, a music player, any portable, mobile,
hand-held device, or any machine capable of executing a set
of instructions (sequential or otherwise) that specify actions
to be taken by that machine.

While the machine-readable medium or machine-readable
storage medium is shown in an exemplary embodiment to be
a single medium, the term “machine-readable medium” and
“machine-readable storage medium” should be taken to
include a single medium or multiple media (e.g., a centralized
or distributed database and/or associated caches and servers)
that store the one or more sets of instructions. The term
“machine-readable medium” and “machine-readable storage
medium” shall also be taken to include any medium that is
capable of storing, encoding or carrying a set of instructions
for execution by the machine and that cause the machine to
perform any one or more of the methodologies of the pres-
ently disclosed technique and innovation.

In general, the routines executed to implement the embodi-
ments of the disclosure may be implemented as part of an
operating system or a specific application, component, pro-
gram, object, module or sequence of instructions referred to
as “computer programs.” The computer programs typically
comprise one or more instructions set at various times in
various memory and storage devices in a computer that, when
read and executed by one or more processing units or proces-
sors in a computer, cause the computer to perform operations
to execute elements involving the various aspects of the dis-
closure.

Moreover, while embodiments have been described in the
context of fully functioning computers and computer sys-
tems, those skilled in the art will appreciate that the various
embodiments are capable of being distributed as a program
product in a variety of forms, and that the disclosure applies
equally regardless of the particular type of machine or com-
puter-readable media used to actually effect the distribution.

Further examples of machine-readable storage media,
machine-readable media, or computer-readable (storage)
media include but are not limited to recordable type media
such as volatile and non-volatile memory devices, floppy and
other removable disks, hard disk drives, optical disks (e.g.,
Compact Disk Read-Only Memory (CD ROMS), Digital Ver-
satile Disks, (DVDs), etc.), among others, and transmission
type media such as digital and analog communication links.

Unless the context clearly requires otherwise, throughout
the description and the claims, the words “comprise,” “com-
prising,” and the like are to be construed in an inclusive sense,
as opposed to an exclusive or exhaustive sense; that is to say,
in the sense of “including, but not limited to.” As used herein,
the terms “connected,” “coupled,” or any variant thereof,
means any connection or coupling, either direct or indirect,
between two or more elements; the coupling of connection
between the elements can be physical, logical, or a combina-
tion thereof. Additionally, the words “herein,” “above,”
“below,” and words of similar import, when used in this
application, shall refer to this application as a whole and not
to any particular portions of this application. Where the con-
text permits, words in the above Detailed Description using
the singular or plural number may also include the plural or
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singular number respectively. The word “or,” in reference to a
list of two or more items, covers all of the following interpre-
tations of the word: any of'the items in the list, all of the items
in the list, and any combination of the items in the list.

The above detailed description of embodiments of the dis-
closure is not intended to be exhaustive or to limit the teach-
ings to the precise form disclosed above. While specific
embodiments of, and examples for, the disclosure are
described above for illustrative purposes, various equivalent
modifications are possible within the scope of the disclosure,
as those skilled in the relevant art will recognize. For
example, while processes or blocks are presented in a given
order, alternative embodiments may perform routines having
steps, or employ systems having blocks, in a different order,
and some processes or blocks may be deleted, moved, added,
subdivided, combined, and/or modified to provide alternative
or sub-combinations. Each of these processes or blocks may
be implemented in a variety of different ways. Also, while
processes or blocks are at times shown as being performed in
series, these processes or blocks may instead be performed in
parallel, or may be performed at different times. Further any
specific numbers noted herein are only examples: alternative
implementations may employ differing values or ranges.

The teachings of the disclosure provided herein can be
applied to other systems, not necessarily the system described
above. The elements and acts of the various embodiments
described above can be combined to provide further embodi-
ments.

Any patents and applications and other references noted
above, including any that may be listed in accompanying
filing papers, are incorporated herein by reference. Aspects of
the disclosure can be modified, if necessary, to employ the
systems, functions, and concepts of the various references
described above to provide yet further embodiments of the
disclosure.

These and other changes can be made to the disclosure in
light of the above Detailed Description. While the above
description describes certain embodiments of the disclosure,
and describes the best mode contemplated, no matter how
detailed the above appears in text, the teachings can be prac-
ticed in many ways. Details of the system may vary consid-
erably in its implementation details, while still being encom-
passed by the subject matter disclosed herein. As noted above,
particular terminology used when describing certain features
or aspects of the disclosure should not be taken to imply that
the terminology is being redefined herein to be restricted to
any specific characteristics, features, or aspects of the disclo-
sure with which that terminology is associated. In general, the
terms used in the following claims should not be construed to
limit the disclosure to the specific embodiments disclosed in
the specification, unless the above Detailed Description sec-
tion explicitly defines such terms. Accordingly, the actual
scope of the disclosure encompasses not only the disclosed
embodiments, but also all equivalent ways of practicing or
implementing the disclosure under the claims.

While certain aspects of the disclosure are presented below
in certain claim forms, the inventors contemplate the various
aspects of the disclosure in any number of claim forms. For
example, while only one aspect of the disclosure is recited as
a means-plus-function claim under 35 U.S.C. §112, 46, other
aspects may likewise be embodied as a means-plus-function
claim, or in other forms, such as being embodied in a com-
puter-readable medium. (Any claims intended to be treated
under 35 U.S.C. §112, 4 6 will begin with the words “means
for””) Accordingly, the applicant reserves the right to add
additional claims after filing the application to pursue such
additional claim forms for other aspects of the disclosure.
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What is claimed is:
1. A system to enable a mobile device to use physical
storage of another device for social caching, the system,
comprising:
a local proxy on the mobile device which detects or
receives a response to a request to a content source;

wherein, the local proxy wirelessly accesses the physical
storage of another device via a wireless network to cache
the response or content for the mobile device;

wherein, responsive to subsequent requests at the mobile

device which would be satisfied by the content or the
response, the physical storage of the other device is
further accessed via the wireless network to access the
cache to satisfy the request at the mobile device;
wherein, the physical storage of the other device is
accessed in response to detecting commonalities
between the mobile device and the other device;
wherein, the commonalities include common interests in
users of the mobile device and the other device;
wherein the system further comprises a proxy server wire-
lessly coupled to communicate with the local proxy,
wherein, the proxy server monitors the content source to
determine when the response cached is no longer valid;
wherein, the local proxy notifies a remote proxy when the
response is cached; and

wherein, the remote proxy notifies the local proxy on the

mobile device when the response is no longer valid.

2. The method of claim 1, wherein, the commonalities
further include, the users of the mobile device and the other
device having same or similar friends in an on line network or
social network.

3. A method for a mobile device to use physical storage of
another device for caching, the method, comprising:

receiving over a cellular or IP network, at the mobile

device, a response or content to be cached;

wirelessly accessing the physical storage of another device

via a wireless network to cache the response or content
for the mobile device;

wherein, response or content is received in response to a

request to a content source;

wherein, responsive to subsequent requests at the mobile

device which would be satisfied by the response or con-
tent, accessing the physical storage of the other device
viathe wireless network to access the cache to satisfy the
request;

wherein the physical storage of the other device is accessed

in response to detecting commonalities between the
mobile device and the other device;

wherein the method further comprises monitoring by a

proxy server the content source to determine when a
response or content cached is no longer valid;
wherein a local proxy on the mobile device notifies a
remote proxy when a response or content is cached; and

wherein the remote proxy notifies the local proxy on the
mobile device when the response or content is no longer
valid.

4. The method of claim 3,

wherein, the physical storage includes one or more of,

memory, disk storage, SD card storage, or flash storage.

5. The method of claim 3, wherein, the physical storage of
the other device is accessed for caching needs of the mobile
device responsive to detecting a need for storage or lack of
available storage at the mobile device.

6. The method of claim 3, wherein, the commonalities
include, a common physical location.

7. The method of claim 3, wherein, the commonalities
having common users.
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8. The method of claim 3, wherein, the commonalities
include having common network operators, or having com-
mon cellular network operators.

9. The method of claim 3, wherein, the commonalities
include having common application service providers.

10. The method of claim 3, wherein, the commonalities
include connection to or access to a common Wifi or Blue-
tooth network.

11. The method of claim 3, wherein, the commonalities
include common interests in the users of the multiple devices.

12. The method of claim 3, further comprising, determin-
ing cacheability of the response or the content by analyzing
prior responses received for a request.

#* #* #* #* #*
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